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Ficure 6.2. Bijou IrriKation Company AUKmentation Plan

Ifduring 1he irrigation season there is a call for water by a senior water right owner and the Bijou
Augmentation account for 1he rnon1h shows anegative balance, 1hen 1he Bijou Irrigation Company
must provide supplemental water to 1he SEO to offset 1he negative balance, or face the possibility
have having its member wells temporarily shut down. Supplemental water can come from
exchanges, trades, and upstream reservoir releases.

6.5 Groundwater ManaKement Issues

Important issues related to groundwater management in1he basin include: stream depletion
caused by wells operating under an augmentation plan; stream accretion resulting from recharge
under augmentation plans; and 1he net effect on1he river and its tributaries resulting from operation
of wells and recharge projects. Because of lags in 1he response time between pumping and 1he
resultant river depletion, pumping at a well site during 1he irrigation season may have minor affects
on a river source during 1he irrigation mon1hs. It is possible 1hat 1he major affects ofwell pumping
during the irrigation season may not impact 1he river source unti11he off-season winter months
when there is no irrigation call on 1he river by senior water right owners and 1herefore no legal
consequences resulting from 1he pumping.

Well locations, recharge sites, aquifer boundary conditions, and aquifer characteristics
impact1he net balance ofdepletion and accretion spatially along 1he river system. It is important
that the degree of injury to senior water rights over time and 1he location ofthose water rights
injured be identified. Effective river administration requires a daily accounting ofthe affects ofan
augmentation plan. The management of a groundwater augmentation program requires an
understanding ofthe consequences ofvarious recharge projects.
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6.6 Inventory of Data Resources

An inventory Gf data resources was carried out as part of the SAMDSS implementation
process. Although a number of the data sets reviewed are unique to Colorado, most of the data
required to support SAMDSS are available from local, state,or federal agencies involved in
collecting and monitoring water resource data in other States.

The type and amount ofdata available from the U.S. Geological Survey (USGS) is quite
extensive. The USGS Ground Water Site Survey Database (GWSI) includes data on depth of
well, ground surface elevation at a well, specific capacity, transmissivity, well location, pumping
capacity, seasonal watet levels, and well use. Published groundwater maps showing hydrogeology
characteristics such as well location, bedrock configuration, aquifer delineation, water table
contours, saturated thickness, and transmissivity are available for most major aquifers (Hurt, et al.,
1972). DIgitalLine Graphs (OLG) provide digital representation ofcartographic information such
as hypsography (contours), hydrography (water), vegetative surface cover, boundaries, survey
control markers, transportation, man made features, and U.S. Public Land Survey System
(township, range, section).

Land Use and Land Cover (LULC) data provide information on nine major land classes
such as urban or built-uP land, agricultural land, range land, forest land, water, and wetlands. The
Geographic Names Information System (GNIS) is an automated database system on geographic
names. The Digital Elevation Model (OEM) provides elevation data interpolated from USGS
maps. LANDSAT prQvides satellite photos and the Northern Great Plains AVHRR Data Set
includes NOAA-9 Advanced Very High Resolution Radiometer (AVHRR) data at one kilometer
grids for bands 1-5 aftemoon satellite coverage with normalized difference vegetative index
images.

Another important source of data is the Colorado Division ofWater Resources. Typical
databases include: the. Water Rights Database which contains data on structure type, source,
location, use, appropria#on date, and decreed amount; Diversion andReservoir Database, which
provides information on daily diversion and reservoir levels; Well File which includes information
on location, well number, uses, well permit number, owner, yield, depth, well elevation,
appropriation date, and pumping data where available; Aquifer Water Levels, an ~ual publication
ofwater levels in various aquifers; Water Talk, a telephone hookup to satellite water monitoring
system 1hat provides on.line access to streamflow at important stream gage locations; Streamflow
Database which contains data collected from stream gage network monitoring stations; and Daily
Report ofRiver Flows pndDitch Diversions prepared by the Water Commissioners.

Cross section data for tributaries and streams at road crossings are available from the
Bridge Division of the Colorado Department of Transportation. The U.S. Soil Conservation
Service has prepared State-County Soil Digital Data (STATSCO) which contains information on
soil type, vegetative cover, drainage potential, etc. The Colorado State Climatologist maintains a
ClimatologyData Base, which contains daily data on precipitation, evaporation, temperature, and
solar radiation.

A number of publications are available from the National Oceanic and Atmospheric
Administration. These include: Climatological Data of Colorado, a monthly publication of
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Colorado climatology data; Evaporation Atlas jor Contiguous 48 United States, a published
estimate ofaverage and seasonal evaporalion for free water surface; and Mean Monthly, Seasonal,
andAnnualPan Evaporatlonjor The United States, which provides estimated pan evaporations
based on observations from Class A pans and meteorological measurements that can be used to
develop free water surface maps. .

The Bureau of the Census is the source for the Topographically Integrated Geographic
Encoding andReferencing System (rIGER files). These files are a compilation ofdigital maps of
the entire U.S. and an accompanying data base that integrates map data with related geographic
information and population statistics. The TIGER files include digitized data on hydrography,
roads, and political boundaries.

The U.S. Bureau ofReclamalion has conducted many river basin hydrologic studies. The
South Platte River POint Flow Study is an historic accounting of monthly streamflows for the
period 1931-1983 at defined locations along the South Platte River, taking into consideration
diversions, tributary inflows, and reach gains and losses.

The Bijou Irrigation Company maintains their own detailed records. The Augmentation
Report (HRS, 1983) provides the engineering data used to develop a plan for augmentation for 196
wells operaling under the Bijou Irrigation System. The Well Consumptive Use Oata Base contains
data on well owner, well pennit number, and net consumptive use demand for 1985-1991. The
Well Decree Data Base contains information on well owner, well permit number, location, decreed
pumping rate, and SOF. The Recharge Accounting Forms are monthly accounting forms on
recharge amounts for the Bijou Irrigation Company. Well and recharge maps are available for the
project area

6.7 Generatlnll Response Coefficients Using MODRSP

MOORSP was used to generate stream-aquifer response coefficients for each of the 196
wells and 32 recharge sites identified in the Bijou Augmentation Plan (Figure 6.2). The alluvial
aquifer is unconfined but water table fluctuation compared with depth of saturated thickness is
sufficiently small so that transmissivity can be treated as independent of head (Romero, 1990).
Sets of coefficients for each well and recharge site were developed to simulate the effects of
groundwater pumping and recharge on the South Platte River and its Illl\ior tributaries. The Lower
South Platte River was divided into 29 reaches with 11 separate tributaries (Figure 6.3).

6. 7.1 Groundwater Network

The network for the finite difference groundwater model was constructed to cover all of
Water District #1 located within the South Platte alluvial aquifer. The aquifer boundary was taken
from USGS maps prepared byHurr, etal. (1972). A 370 by 140 groundwater grid network with
each cell having dimensions of 1000 ft x 1000 ft., as shown in Figure 6.4, was developed using
GIS teclmiques. MOORSP transmissivity, boundary condition, river, and well data input files were
also developed using the GIS and database procedures.
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FiCUre 6.3. Water Distriet #1, Lower South Platte River System
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Ficure 6.4. Groundwater Model Finite Difference Grid
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6. 7.2 Hydrography Datil

Hydrography for lhe study area was read into AUTOCAD from Bureau ofCensus TIGER
Files, The data were edited into single AUTOCAD polylines as shown in Figure 6.5, The USBR
Point Flow Study schematic (USBR, 1989), USGS 1:100,000 County maps, the State Engineer
Diversion Structure computer database for District No.1, and South Platte Straight Line Diagram
for Irrigation Division No.1, Water District #1 (Wheeler, 1985) were used to identifY individual
river reaches, drains, canals, and reservoirs.

•

.' .. .

. .
• JacIcIon

.,, '.'

Figure 6.5. Lower South Platte Basin Hydrography;
Source: TIGER Files

6. 7.3 Transmissivity Data File

Aquifertransmissivity data were digitized from transmissivity maps in Hurr et al. (1972)
for lhe Greeley, Weldonna, and Brush reaches oflhe South Platte River (Figure 6.6). IDRiSI was
used to develop a raster grid file from the contour data. Cells outside the aquifer were assigned
a transmissivity value ofzero. The data in 1000 gallday/ft was converted to tt2/sec for input into
MODRSP. .
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Figure 6.6. Lower South Platte Transmissivity Map

6. 7.4 Boundary DflIIl File

The bounda1y file was developed using IDRISI. All cells located within the aquifer were
assigned a value ofone, with cells outside the aquifer assigned a value ofzero to represent no flow.
The east and west boundaries of1he aquifer were also assigned as no flow boundaries. Simulation
of groundwater flow across these boundaries requires assigning appropriate recharge and
discharge wells to 1hese cells. This step is not required, however, for developing response
coefficients. Reservoirs were assigned as constant head boundaries and given a value of -1.

6. 7.5 WeU DflIIl Files

Three separate MODRSP well files were prepared. These files represent the Bijou
irrigation wells, the Bijou recharge canals and drains, and 1he Bijou recharge ponds and reservoirs.
Well data were digitized into AUTOCAD using the Bijou Irrigation Company Plan for
Augmentation Irrigation Well Location Map (HRS, 1983). The associated grid cell, along with the
groundwater grid row and column number for each well, was directly calculated from the well x,y
locations provided in AUTOCAD. Although 1he Augmentation Plan covers 196 wells, the
MODRSP well file qreated coefficients for only 176 wells. The calculation process was not
duplicated for 1hose wells located in common grid cells, and several wells are actual1y located
outside the defined aquifer boundaries.

For implementation ofthe Bijou Augmentation Plan, 1he Bijou Canal, Kiowa Creek, and
Bijou Creek recharge sites were subdivided into 26 separate recharge sites. Locations of1he Bijou
augmentation plan recharge drains and canals are available from the TIGER hydrography data.
For, demarcation ofindividual reaches, however, it was necessary to digitize this information into
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the computer using the Bijou Irrigation Company Plan for Augmentation Recharge Site Stream­
Depletion Factor Contour Map (HRS,1983). This reach information was then overlain on the
hydrography data. Since IORISI apparently omits several grid cells when converting from vector
format to raster format, AUTOUSP (VECBRK.lsp and VECWIDlH.lsp) was used to output data
for these polylines into a format that could be read by QUATrRO PRO (ACDPRNIN.wql).
QUATrRO PRO was used to calculate the finite difference groundwater model grid cell row and
column locations for each site. The 26 recharge sites were defined by 246 grid cells.

Locations of four of the seven reservoir and pond recharge sites were input from the
TIGER hydrography data. For the Weimer and Lost Creek East pond sites, it was necessary to
digitize dteir locations into AUTOCAD from the Bijou Irrigation Company Plan for Augmentation
Recharge Site Stream-Depletion Factor Contour Map (HRS,1983). IORISI was used to convert
the vector polygons into raster grids. IORISI requires a vector polygon with a coverage area
greater than SO% to be recognized and converted to a raster cell. The IORISI reservoir/pond file
was read into DBASEIV to separate out the reservoir and pond grid cells. The DBASE file was
retrieved into a QUATrRO PRO spreadsheet to calculate the finite difference model row and
column values from the grid cell values. The seven recharge reservoirs and ponds of the Bijou
Augmentation Plan were covered by 2S finite difference model grid cells, with the Weimer and
Lost Creek West recharge ponds falling outside the aquifer boundary.

6. 7.6 River Datil File

The process of identifYing grid locations of the river and tributary cells is similar to that
used for the recharge channel and drain well file, although more complicaterd. TIGER
hydrography data were imported into AUTOCAD as polylines, edited, and then separated into river
reaches and tributaries, with each river reach and tributary assigned a unit number. Since it was
assumed the South Platte river acts as an hydraulic barrier, tributaries on the north side ofthe Platte
River were not included in the analysis. AUTOUSP (VECBRK.lsp and VECWIDlH.lsp) was
used to place dte polylines in a format dtat could be read by QUATTRO PRO (ACDPRNIN.wq1).
The finite difference groundwater model grid cell row and column locations for each site were then
calculated. At river and tributary confluence locations, the finite difference grid cell was assigned
the unit value of the river reach.

Preparation ofthe river file also requires a calculated river-bed material conductance value.
This value was estimated from the method of flow nets (peters, 1978; Illangasekare, 1978;
Restrepo, 1988; Zhang, 1990), where:

T W+2e
Conductance = - L(p )

e e+lOWp

where T is transmissivity ofthe aquifer underlying the reach; e is average saturated thickness of
the aquifer along dte reach; L is length ofreach; and Wp is wetted perimeter of the stream, which
is assumed to equal the width ofreach with negligible error.

Widt transmissivitiues a1ready available for each grid cell (Figure 6.6) as an IORISI raster
file (Figure 6.6), saturated thickness data (Figure 6.7) were digitized into AUTOCAD from USGS
saturated thickness maps (Hurr, et al., 1972) for the Greeley, Weldonna, and Brush reaches ofthe
South Platte River. The resulting contour map was transferred to IORISI vector file format, from
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Figure 6.7. Lower South Platte Saturated Thickness Map

which IDRISI was lhen used to develop a raster grid file from lhe saturated thickness contour data
Cells outside the aquifer were assigned a saturated thickness value of zero. The IORISI
transmissivity and saturated thickness files were imported into DBASEIV and the data required
for river and tributary grid cells extracted. Reach width data were assigned as a polyline width to
each river reach and tributary in AUTOCAD and extracted as grid cell data using the
aforementioned AUT(i)USP and QUAlTRO PRO files. Width data were then linked by cell to
the river and tributary cell data in DBASEIV. Tributary width was derived wilh data from the
Colorado Highway Department Bridge Division database. The South Platte River width was set
at ISO ft. (SO m) based on previous South Platte River Studies (peters, 1978; Zhang, 1990). A
separate AUTOUSP program (VECDIST.Isp) was written to determine the river reach lenglh in
each grid cell. QUATTRO PRO (ADPRNIN.wq1) was used to assign a cell location to each grid
and its attribute width. This information was then linked with lhe river and tributary data in
DBASEIV. The river conductance value was calculated and lhe final results output from
DBASEIV to an ASCUtext file for use by MODRSP. The 29 river reaches and six tributaries were
represented by a total af 889 grid cells.

6. 7. 7 Executing MO/!)RSP

MODRSP was set up to generate response coefficients for 120 monthly periods. or ten
years. Specific yield was set at a constant value of0.16. MODRSP was run with the following
input files: basic package input file, block-eentered flow package input file, well package input file,
preconditioned conjugate gradient file, a transmissivity data file, and a boundary condition data file.
The program was run using three different well package files: a well file, a recharge file for
channels and drains, and a recharge file for ponds and reservoirs. The MODRSP input and output
files are listed in Appendix D. Because of the number ofwells, recharge sites, and river reaches
it was considered more efficient to run lhe program on the Colorado State University IBM RISC
6000 computer. Running on a 50 Mhz 80486 PC under Windows required about 20 minutes per
well, and a DEC 5000 workstation under UNIX requiring about 10 minutes per well.
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6. 7.8 Post-Processing MODRSP Response Data Flies

The response data file output from MODRSP was processed using DBASEIV, with cells
swnmed by recharge and well site. Well, recharge, river reaches, and tributary site numbers were
assigned actual MODSIM node values. The results were exported to an ASCII text file and run
lhrough the Program MODCOEFF.EXE. The final result was a MODSIM groundwater response
coefficient file with 1079 sets ofcoefficient data representing monthly response data for a ten year
period for 193 wells, 30 recharge sites, 13 river reaches and four tributaries. Again, several of the
wells positioned outside the aquifer boundary were deleted from the analysis.

6.8 AU&JDentation Water Right Account Using MODSIM

6.8.1 Introduction

The Bijou Augmentation Plan (HRS,1983) was selected as the case study example. The
return/depletion flow account was prepared from recharge and groundwater well data provided
by The Northern Colorado Water Conservation District (NCWCD) using a monthly time step. One
reason for selecting the Bijou Augmentation Plan was because of the role of the NCWCD as a
consultant for the Bijou Irrigation Company. NCWCD prepares a monthly augmentation account
balance which is submitted to the Office of the State Engineer, where it is used to determine
potential injury to senior water rights during river administration. Due to this reporting activity,
excellent records are available for the Bijou Augmentation Plan.

The present calculation procedure for the Bijou Augmentation Plan account uses calibrated
SDF values (Hurr, et aI., 1972; Hartwell, 1987) with the Glover analytical method (Glover, 1977).
The limitations ofthis method have been previously documented in this report, including: lack of
consideration ofspatial variation in depletion and accretion; incomplete consideration of the major
tributaries; and utilization ofan inaccurate lumped parameter approach to consider the influence
ofaquifer characteristics and boundary conditions on groundwater flow responses. An improved
alternative is to use response coefficients generated from a finite difference groundwater model
such as MODFLOW. This case study analyzes the Bijou Augmentation Plan using both methods
and compares results.

6.8.2 MODSIMA"gmentaJion Network

The monthly water account for the Bijou Irrigation Augmentation Plan was simulated using
MODSIM for a period ofseven years from 1985 to 1991. The MODSIM network for the system
is presented in Figure 6.8. The network was constructed with 281 nodes, 8 reservoirs, 232
demands and 81 links. Detailed input data files are listed i!1 Appendix E.
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Figure 6.8. MODSIM Network for Bijou Augmentation Plan

Alistof1he 196 member wells covered in 1he Bijou Plan is presented in Appendix F. The
recharge sites included in 1he pian are Bijou Canal, Bijou Creek, Kiowa Creek, Bijou #2 Reservoir,
Milliron Draw, Chase Pond, Weingarde Pond, Kiowa Creek, Lost Creek East Pond, Lost Creek
West Pond, and Weimer Pond (Table 6.2). The groundwater pumping and 1he monthly recharge
credit data for each well and recharge site were read in as demand data Well nodes were only
allowed to meet demandS through groundwater pumping, whereas recharge nodes were restricted
to satisfYing demands through surface diversions only. The infiltration rate was set at 0.5 for 1he
recharge demand nodes to insure 1hat infiltration return flow would equal1he recharge demand.
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Table 6.2. 81jou AUlJDentadon Plan Reeharp Sites

SDF Percent
Site Node Site Name (day.) Credit Location
.g••••••••••••••••••••••••_-_..............._-•••••••_-••••••••••••••

1 47 BIJOU Cl\IIAL: Rca U 125 34 To Putnam
2 48 BIJOU Cl\IIAL: Rca i2 350 12 '1'0 Putnam
3 49 BIJOU Cl\IIAL: RCH i3 270 5 '1'0 Kiowa
4 51 BIJOU Cl\IIAL: Rca f4 750 11 To Kiowa
5 52 BIJOU Cl\IIAL: RCH t5 677 5 To Bijout2 Inlet
6 53 BIJOU Cl\IIAL: Rca t6 1590 14 To Bijout2 Inlet
7 54 BIJOU Cl\IIAL: RCH t7 3310 2 To Weinqardt
8 55 BIJOU Cl\IIAL: RCH t8 4875 4 To Weinqardt
9 56 BIJOU Cl\IIAL: Rca t9 5550 4 To Weinqardt

10 57 BIJOU Cl\IIAL: Rca flO 5800 2 To Weinqardt
11 59 BIJOU Cl\IIAL: RCH t11 5225 2 To Chase
12 60 BIJOU Cl\IIAL: RCH fl2 4915 1 To Chase
13 61 BIJOU Cl\IIAL: Rca U3 7100 4 To Chase
14 62 CHASE RES 7825 100 6-2N-57W
15 63 LOST CRl( WEST 30 100 23-4N-62W
16 64 LOST CRI( EAST 100 100 24-4N-62W
17 65 WEINGART 5880 100 23-3N-59W
18 66 WEIMER 100 24-3N-59W
19 68 MILLIRON DRAW 100
20 69 KIaNA CREEK: RCH t1 750 36
21 70 KIaNA CREEK: RCH t2 480 14
22 71 KIaNA CREEK: RCH t3 270 14
23 72 KIaNA CREEK: Rca t4 120 22
24 73 KIaNA CREEK: Rca t5 30 14
25 74 BIJOU t2 RES 3310 100
26 75 BIJOU CRI( RCH U 5070 35
27 76 BIJOU CRK RCH *2 4320 17
28 77 BIJOU CRK Rca i3 3630 12
29 78 BIJOU CRK Rca *4 3000 6
30 79 BIJOU cRK Rca *5 2430 8
31 80 BIJOU CRK Rca *6 1920 6
32 81 BIJOU CRI( RCH *7 1470 10
33 82 BIJOU CRI( Rca *8 1080 6

6.8.3 Simulation Using SDF
Values

The first simulation nm.
used SDF well and recharge site
values given in the Bijou
Augmentation Plan Report.
Groundwater response
coefficients were generated
using the Glover module within
MODSIM. Results of the
recharge and depletion
calculations and their effects on
the South Platte River for the
seven years of study are shown
in Figure 6.9. Actual result
tables are listed in Appendix G.
It can be seen from these results
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that no deficit accOunts occur
for this case during the entire 84
month period.

6.8.4 Simulation Using
MODRSP Values

The second simulation
run used the response
coefficient file from MODRSP.
The following sites are located
outside the aquifer boundary
and were not included in the
network calculations: Lost
Creek West, Weimer Pond,
Well 04ooF, Well 1433()F, Well
1941, Well 1942, Well 6481,
Well 8209, and Well 8210. All
other data remained the same. Fipre 6.10. Bijou AUJPIlentation Plan Usin& MODRSP
Figure 6.10 shows a plot of the. Response Coefficients
monthly recharge and depletion
calculations over the seven year
study period. Actual result tables are given in Appendix G. In contrast with the previous run using
SDF values, deficit accounts occur in seven out ofthe 84 months: September 1989, October 1989,
November 1988, December 1988, January 1989, March 1990, and April 1991.

6.8.5 Comparison ofSimulation Results

A comparison of the two simulation runs shows is presented in Figure 6.11. The finite
difference method using MODRSP resulted in the larger credit account. Total net account for the
seven years for the SDF method was 18,900 ac-ft and 44,200 ac-ft for the finite difference method.
Average monthly return flow rate for the seven years was 225 ac-ftlmonth for the SDF method and
525 ac-ftlmonth for the finite difference method. During the critical irrigation months of July,
August, September the SDF method resulted in an average of 235 ac-ftlmonth (July: 250 ac-ft;
August:2oo ac-ft; September:250 ac-ft) and the finite difference method resulted in an average of
762 ac-ftlmonth (JuIy:984 ac-ft; August: 858 ac-ft; September: 444 ac-ft).

6.8.6 Comparison ofResponse CoejJ1clents

Comparison ofresponse coefficients generated by the numerical finite difference method
using MODRSP and using the SDF values calculated from the analytical Glover equation for a
single well located within the study area are shown in Figure 6.12.
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Figure 6.12. Single Wen Comparison ofResponse Coernclents (SDF vs MODRSP)

The finite difference model produced coefficients for Well R681 that resulted in 95% of
depletion flows to the well being drawn from the river and its tributaries over a seven year (84
month) period, while the SDF method accounted for only 79% ofdepletion flows during the same
period. For the well Well R681 represented in this example, 53% ofdepletion flow determined
using the finite difference method was drawn from tributary sources, as shown in Figure 6.13.
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FilUre 6.13. Single WeD Comparison of MODRSP Tributary and River Response
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A more general review ofthe response coefficient data shows that for the SDF method,
an average of 51% (standard deviation: 4%) of the unit response volume is returned/depleted
within a seven year period. For the response coefficients derived from the finite difference method,
an average of 92% (standard deviation: 4%) of the unit response volume is returned/depleted
within a seven year period. A comparison between the spatial variation of the finite difference
based response coefficients showed that 30% ofthe return/depletion flow effects directly impact
flows in the river, with 70% influencing the tributaries. .

6.9 Augmentation Plan DSS

An interactive fonnat was prepared in MAPINFO to demonstrate procedures for disp1aying
spatial data output using DSS techniques. Figure 6.14 shows the general MAPINFO screen display
for the Bijou Irrigation Company Augmentation Plan p~ical network. Three types of output
display have been used: interactive maps, graphs, and data tables. Figure 6.15 shows output display
capabilities for the AUginentation Plan DSS.
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Figure 6.15. Augmentation Plan DSS Output Options

Figure 6.16 shows a layout map of the South. Platte River and components of the
augmentalion plan. Red (depletion), green (accretion), and yellow (border line accretion) colors
have been used to group data values that reflect the net affects ofthe augmentation plan on various
river reaches and tributaries.
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6.10 Dally River Administration Using MODSIM

6.10.1 I11t1'od1lctlon

This portion ofthe case study demonstrates how to integrate an augmentation plan directly
into daily administration of a river regulated IUlder prior appropriation water right laws. The
MODSIM model was used to simulate daily operations ofa section of the Lower South Platte
River, Colorado, between the Kersey and Balzac river gage stations IUlder administrative control
ofColorado State Engineer's Water District #1. Procedures on preparing a daily administration
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MODSIM network are presented that allow consideration of individual water rights, river
diversions, river calls, tributary inflows, and augmentation plans.

The case study is based on data used for dai1y administration ofthe South Platte for August
15, 1990. Table 6.3 presents data taken from the August 1990 daily water reports prepared by the
District No. 1Water Commissioner. These reports provide information on river calls, historic river
discharges and tributary inflows. Historical diversion data taken from the State Engineer Office
(SEO) diversion database are shown in Table 6.4. A sumnuuy of the historical data used to
simulate daily administration is presented in Table 6.5. Augmentation data were taken from the
Bijou Augmentation Plan case study results for August 1990. The augmentation swnmary table
is presented as Table 6.6.

6.10.2 MODSIM Dally Administration Network

The daily administration network was prepared using data from the SEO water rights
database. The MODSIM network prepared for the river system is shown in Figure 6.17. The
network has 158 nodes and 157 links, and includes 27 reservoirs, 18 diversion points, 25 direct
decree diversions, 10 storage decree diversions, and 75 separate water rights. The network is
structured to guaranteewater allocation in accordance wi1h administrative water right decrees. The
network is organized so that flow accounts and operational control can be maintained at several
levels, as shown in Figure 6.18.

Each water right decree is assigned as a demand node, with the demand set equal to the
decreed water right and the priority equal to the State Engineer's administrative number. Since
each decreed water right is usually associated with a diversion point or structure ID number, a node
and corresponding structure ID link is provided upstream of each decreed water right. A structure
ID can be associated with more than one decree and is the same number used by the State
Engineer's Office to record aetual structure diversions. Ano1her set ofnodes with a connecting link
are placed upstream of the Structure ID node. This link is included to represent the actual
diversion offtake canal and its headgate.

Kersey gaging station on the main stem ofthe South Platte River is assigned as the first
upstream node, with the Balzac gaging station assigned as the terminal downstream node. Both
gaging station nodes are represented as dummy storage nodes for several reasons. Assigning the
upstream Kersey gage node as a storage node provides a reservoir source for all unmeasured or
unknown excess infloWs to the system required to balance the MODSIM network. Assigning the
downstream Balzac gage node as a storage node provides flexibility in testing the network system
by forcing unaccounted excess flows through the network system. It also allows the accounting
for all downstream gage flows and downstream river calls to be maintained at the same node. The
Weldona gage, located on the Sou1h Platte between the Kersey and Balzac stations, is assigned as
a flow-through demand node. Tributaries are represented as links with ,an upstream node.
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Water District 1 Selected Daily Inflows: Source: Water Commissioner's Daily Report
Discharge in CFS
August 1990

Jackson Weldon Bljou Upper
Date Crow Lake Valley '2 8ijou Wildcat Exchange Junior Priority W.O. 64 Districts

Creek OUtlet Return Release Creek Creek Water Ditch Date Amount Call Amount Call Amount
==~========--==========--=======--===-=~ =r.a"""",===========

i1 5 21 35 1.5 10 10 o Riverside Direct 5/31/01 383 2/12/04 450 5/31/01 41,1
2 5 21 35 1.5 10 10 o Riverside Direct 5/31/01 383 2/12/04 450 5/31/01 411
3 5 22 35 1.5 10 10 o L. P&8. 4/15/B8 94 4/28/95 252 10/1/88 450
4 5 81 0 1.5 10 10 30 L. P&8. 4/15/88 94 1/19/86 62 10/1/88 450 ~

5 10 59 15 1.5 10 10 30 Duel&Snyder 4/1/84 11 7/19/86 62 10/1/88 450 '"6 10 9 30 1.5 10 15 o Duel&Snyder 4/1/84 11 4/28/95 252 10/1/88 450
:E1 20 0 10 1.5 10 15 o Tremont 5/18/01 40 4/28/95 252 10/1/88 450

8 20 13 10 1.5 10 15 o Tremont 5/18/01 40 4/28/95 162 10/1/88 450 i9 20 13 10 1.5 10 15 o Tremont 5/18/01 40 4/28/95 162 10/1/88 450
10 15 13 21 1.5 10 10 o Tremont 5/18/01 38 4/28/95 162 10/1/88 450
11 15 13 21 1.5 100 10 o Tremont 5/18/01 38 4/28/95 162 10/1/88 450 n
12 15 234 21 1.5 100 10 o Tremont 5/18/01 38 4/28/95 162 10/1/88 450 i.\0 13 15 234 21 1.5 20 10 o Tremont 5/18/01 38 4/28/95 162 10/1/88 450... 14 15 255 21 1.5 10 10 o Tremont 3/1/95 38 4/28/95 162 10/1/88 450
15 8 292 41 1.5 10 10 o Tremont 3/1/01 44 4/28/95 162 10/1/88 450 S-16 8 292 41 1.5 10 10 o Tremont 3/1/01 44 4/28/95 162 10/1/88 450
11 8 218 41 1.5 10 10 o Riverside 5/31/01 250 3/1/95 162 5/31/07 417 III
18 12 213 44.1 1.5 10 10 o Riverside 5/31/01 250 3/1/95 162 5/31/01 411 "'!.
19 12 218· 44.1 1.5 10 10 o Riverside 5/31/01 250 3/1/95 162 5/31/01 411 ..
20 12 213 44.1 1.5 10 10 o Riverside 5/31/01 350 3/1/95 162 5/31/01 411 =21 18 180 62 1.5 10 10 o Recharge 1912 3/1/95 162 1912 I:
22 18 161 62 1.5 10 10 o Riverside 5/31/01 339 3/1/95 162 5/31/01 411 '<
23 18 161 62 1.5 10 10 o Tremont 3/1/01 45 3/1/95 162 5/31/01 411

~24 18 161 62 1.5 10 10 o Tremont 3/1/01 45 3/1/95 162 5/31/01 411
25 18 161 22 5.9 10 10 o Tremont 3/1/01 42 3/1/95 162 5/31/01 411 "Cl

C
26 10 185 22 5.9 10 10 o Tremont 3/1/01 42 3/1/95 162 5/31/01 417 ::l
21 10 231 22 5.9 10 10 11 Snyder-Smith 6/18/81 20 1/19/86 62.5 4/15/88 448
28 10 231 22 5.9 10 10 50 Snyder-Smith 6/18/81 20 1/19/86 62.5 4/15/88 448
29 15 291 22 5.3 10 7 50 Snyder-Smith 6/18/81 19 6/18/81 62.5 4/15/88 448
30 15 310 22 5.3 10 1 50 Snyder-Smith 6/18/81 19 6/18/81 62 4/15/88 448
31 15 343 22 5.3 10 1 50 Snyder-Smith 6/18/81 19 6/18/81 62 4/15/88 448



Table 6.4. SEO D1venion Database Data

ID NAME F U T IYR MON AMT15
..._----....._--------==---.------..=------......==--

501 EMPIRE RES IN D Q 3 90 8 0
503 RIVERSIDE D INLET 1 90 8 0
503 RIVERSIDE D INLET Q 3 90 8 0
504 ILLINOIS DITCH 1 90 8 17
507 BIJOU DITCH 1 90 8 84
507 BIJOU DITCH Q 3 90 8 0
509 CORONA DITCH 1 90 8 0
511 WELDON VALLEY DITCH Q 3 90 8 45
511 WELDON VALLEY DITCH 1 90 8 116
511 WELDON VALLEY DITCH Q 7 90 8 45
514 FORT MORGAN CNL 1 90 8 0
514 FORT MORGAN CNL Q 3 90 8 0
515 UPR PLATTE & BEAVER D 1 90 8 91
517 DEUEL A SNYDER D 1 90 8 19
518 LWR PLATTE A BEAVER D 1 90 8 97
518 LWR PLATTE A BEAVER D Q 3 90 8 0
519 TREMONT DITCH 1 90 8 43
519 TREMONT DITCH Q 3 90 8 0
519 TREMONT DITCH 511 1 2 90 8 0
525 TETSEL DITCH 1 90 8 16
526 JOHNSON EDWARDS D 1 90 8 26

Table 6.5. Summary oflDstoricai Daily Data

TYPE NAME IYR MON DAY AMT
====----------====----=......_===-..
DIVERT EMPIRE RES IN D 90 8 15 0
DIVERT RIVERSIDE D INLET 90 8 15 0
DIVERT ILLINOIS DITCH 90 8 15 17
DIVERT BIJOU DITCH 90 8 15 84
DIVERT CORONA DITCH 90 8 15 0
DIVERT WELDON ~LEY DITCH 90 8 15 161
DIVERT FORT MORGAN CNL 90 8 15 0
DIVERT UPR PLATTE & ,BEAVER D 90 8 15 91
DIVERT DEUEL A SNYDER D 90 8 15 19
DIVERT LWR PLATTE A BEAVER D 90 8 15 97
DIVERT TREMONT DITCH 90 8 15 43
DIVERT TETSEL DITCH 90 8 15 16
DIVERT JOHNSON EDWARDS D 90 8 15 26
GAGE BALZAC 90 8 15 389
GAGE KERSEY 90 8 15 525
GAGE WELDONNA 90 8 15 449
INFLOW CROW CREEK 90 8 15 8
INFLOW JACKSON OT 90 8 15 292
INFLOW WELDON RTN 90 8 15 47
INFLOW BIJOU'2 90 8 15 8
INFLOW BIJOU CRK 90 8 15 10
INFLOW WILDCAT 90 8 15 10
INFLOW EXCHANGE 90 8 15 0
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Table 6.6. AUplentation Summary Table

Year: 1990
Month: August

Aug DIlly Flow Flow Monthly Account Summary:
Network Network Summary Summary

REC NodI Node (Ic-ft/mo) (cf.)
====...................=====.............. MODRSP Analysl.
1 7 7 0 0 PERIOD 70
2 10 10 0 0 NET 463 Ic-ft/mo 7 cf.
3 11 11 0 0 DEPLETE 693 Ic-ft/mo 11 cf.
4 12 12 0 0 RETURN 1156 Ic-ft/mo 19 cf.
5 13 13 IS 0
6 14 14 23 0
7 15 15 1 0 $OF Anlly.'. "1 (Mu.lanel)
8 16 16 2 0 PERIOD 70
9 17 17 17 0 NET -II Ic-ft/mo -0 cfo

10 18 18 -I -0 DEPLETE 825 Ic-ft/mo 13 cf.
11 20 20 -5 -0 RETURN 814 Ic-ft/mo 13 cf.
12 21 21 -4 -0
13 22 22 -45 -I $OF Analyslotz (Glovar)
14 35 11 1 0 PERIOD 70
15 36 14 29 0 NET 315 Ic-ft/mo 5 cf.
16 37 20 566 9 DEPLETE 139 Ic-ft/mo 2 cfa
17 38 22 -136 -2 RETURN 454 Ic-ft/mo 7 cf.

This framework allows considerable flexibility in the simulation of the daily administration
ofthe network. A call placed on the river by a senior water right located in a downstream water
district can be simulated by assigning the sum of all senior downstream water right flow
requirements as a demand at the Balzac gaging station. The priority can be set equal to the
downstream senior water right administrative number. Iffor some reason a user within the water
district does not require or is not authorized to take water, the associated water right can be
deactivated by setting lite capacity oflite water right link equal to zero. Otherwise, the water right
link upstream ofthe decree node can be assigned a link capacity equal to the water right decree
amount. To simulate lite operation ofa headgate with a measured or regulated diversion rate, the
flow rate can be assigned as the link capacity on the ID structure link or as a prioritized flow­
through demand.

The network model can be used for daily operation as a planning or evaluation tool. In the
planning mode, it is expected that the water commissioner would know river inflow at the
upstream Kersey Gage station, the downstream flow-dtrough requirements, the senior downstream
river call below the Balzac gage station, tributary inflows, and a list of users requesting water.
Given litis information, available water supply can be allocated by MODSIM in accordance with
water right priorities. This is done by running the model without placing capacity restrictions on
the various diversion and structure ID 1inks and allowing the model to directly allocate flows
according to priority.
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Figure 6.17. Daily Administration MODSIM Network

Once a decision has been made on how to allocate water within the water district, it is
usually desirable to evaluate the consequences of the allocation and the overall response ofthe
river system. This information can be used to better understand system performance and aid in
future administrative decisions. For evaluation purposes, aetual diversion amounts can be assigned
to the structure ID and diversion links. Net river gains and/or lojsses can be calculated by using
the model to perform a water balance based on known river inflows and outflows. This
information can then be used to estimate surface flow routing coefficients or to evaluate
groundwater return flow conditions.
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Fipre 6.18. Network Stmeture for Daily Administration

6.10.3 Integrtltion ofAllgmelltlltion and Dally Administration

To integIate the Bijou Augmentation Plan into the South Platte Water District No.1 daily
administration model, MODSIM was run in evaluation mode. Two separate simulation runs were
carried out. The purpose of Run #1 is to determine the amount of system flow resulting from
unmeasured river losses and gains such as groundwater return flows, tributary inflows, and
diversions. All gage, tributary, and diversion flows are set to historical values by assigning node
inflows, demands, and variable link capacities in MODSIM. Bijou Augmentation Plan depletion
and accretion flows based on the MODRSP finite difference model response coefficients are
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converted from acre-feet per month to average daily cubic feet per second (cfs). Augmentation
flows are assigned by node inflows (i.e., accretions) or demands (i.e., depletion)s. High demand
priorities for the augmentation flow depletion demands are assigned in MODSIM to insure that
these depletions are met The Kersey gage storage node is given a reservoir beginning storage
component equal to 1000 cfs and a target priority that results in releases only to meet the most
juniorhistoric water right receiving water on 15 August 1990. This results in releases to balance
all historic SEO diversion demands not satisfied by river, tributary inflows, and the Bijou
Augmentation Plan net return flows.

For the second simulation run, the affects ofthe Bijou Augmentation Plan are removed.
The Kersey storage node starting capacity is set to the net water balance value determined in Run
#1. A target value for the reservoir is set to insure full release ofthe stored flow. To determine
differences in the availability of water to satisfy system demands as a result of the Bijou
Augmentation Plan, the demand shortages for Run #1 with the augmentation plan and Run #2
without augmentation plan are compared. The water balance to account for unmeasured net river
gainsIlosses from Run #1 with dte angmentation plan included required a net inflow of36 cfs. The
Bijou Augmentation Plan account provided a net of7 cfs return flow. The net effect ofdte Bijou
Augmentation Plan on system administration was to make an additional 7 cfs available for
diversion to Tremont ditch to satisfy dte Tremont direct water right decree dated 1901, as shown
in Table 6.7.

Table 6.7. DaDy Admin Diversion AIlocation-Witb/Without Bijou Augmentation Plan

DAILY REPORT SOUTH P~TTE RIVER ~TER DISTRICT '1:15 August 1990
Without With

Aug Plan Aug Plan
NODE NlIME PRIORITY DEMl\ND SURF_IN SURF_IN-==--"". --------------_.""-----------==

32 PREWITT INLET 1 389 389 389
33 BALZAC GAGE 2 162 162 162
17 WELDONA GAGE 3 449 449 449
66 UPBC 68 6685 15 15 15
67 UPBC 69 7075 5 5 5

125 D&S 71 7762 13 13 13
45 BIJOU 71 7944 40 40 40
83 PREWITT 72 8188 15 15 15
46 BIJOU 73 8511 16 16 16

146 TETSEL 74 9085 17 16 16
91 ILLINOIS DIRECT 504 9497 22 17 17
47 BIJOU 80 11049 10 10 10

120 WELDON VALLEY 81 11622 165 161 161
48 BIJOU 82 11804 30 18 18
68 UPBC 82 11859 50 50 50
73 LPBC 82 11935 38 38 38

126 D&S 84 12516 32 6 6
84 PREWITT 86 13249 48 11 11
69 UPBC 88 13985 164 21 21
74 LPBC 88 13986 284 59 59

131 TREMONT DIRECT 519 18687 150 36 43
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6.10.4 Dally Administration DSS

A prototype daily administration DSS was prepared using QUATIRO PRO, MAPINFO,
and MODSIM software to demonstrate procedures for managing the interface between the user
and the modeling system. The DSS was designed to assist in the daily administration for Water
District #1 and to consider the effects of the Bijou Augmentation Plan on daily administration.
QUATIRO PRO serves as the central shell for the DSS from which MODSIM can be executed.
MAPINFO software is used to display output results. Figure 6.19 shows the main menu for the
daily administration DSS with options included to simplliY data entry and provide graphical output
display.

The input dialog menu for setting diversion flows is shown in Figure 6.20. Input and
output files used by MODSIM, QUATIRO PRO and MAPINFO are prepared intemally by the
DSS. Output can be displayed in map, graph, or tabular format. Example output display types
available in the DSS are shown in Figure 6.21.

Figure 6.22 shows how the user is able to interactively view daily administration diversion
results on a river diversion map of the Lower South Platte River Basin. The canals and ditches
diverting surface flows are automatically highlighted in one color and the most junior canal or ditch
receiving water is shaded in another colo~.

Figure 6.23 shows how the user is able to interactively view daily administration on the
Water District #1MODSIM daily administration network drawing. The 1inks and nodes carrying
flows are automatically highlighted. The node for the most junior water right receiving water is
automatically labeled.

Augmentation data are automatically selected and filtered based on the user entered
simulation date. Input to the DSS can be done interactively or by accessing external data bases.
MODSIM data are entered in spreadsheet format within the DSS. The DSS automatically creates
the ASCn text files necesSllIY to execute MODSIM. The DSS has been structured to run the case
study example, but can be easily modified to run other scenarios.

After entering the required data, the DSS can be executed by selecting the MODSIM menu
control button The DSS first executes MODSIM without consideration ofthe effects ofthe Bijou
Augmentation Plan and performs the network water balance. Next, output results from MODSIM
are imported back into the DSS. These files are used by the DSS to set up new MODSIM input
files and the DSS then reruns the daily MODSIM model to account for the Bijou Augmentation
Plan effects.

The DSS converts MODSIM output files into a database format that can be read directly
by MAPINFO for displaying results. MAPINFO is accessible from within the DSS using the main
menu control buttons.
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Figure 6.19. Daily Administration DSS Main Menu
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Fipre 6.21. Daily Administration DSS Example Output
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6.11 Discussion ofResults

The case study demonstrates how decision support system concepts and techniques can
successfully be applied to a conjunctive use management problem for a large regional river basin
with complex water rights. The resource inventOly indicates that a large amount of water resource
data, sufficient to model a large river basin, are available from several sources. Unfortunately, no
central resource center is in place for distributing or locating the data. To collect information and
data, it is necessary to contact each agency and often different persons within the same agency.
Most data are available in digital format; however, lack of compatibility in data formats
complicates the transfer offiles between computers. It was found that most PC based commercial
software packages are able to import or export DBF (dBASE IIIIIV) files and system data format
(ASCn text) files structured in database format. These formats were adopted for use in the DSS.
Most interface software requirements needed to link DSS components can be written using the
internal macro languages found in the various commercial software packages used by the DSS.

The introduction ofGIS and database teclmology to preprocess input data and postprocess
output data great1y expands the potential ofgroundwater models as a management tool for regional
basin studies. For example, the Lower South Platte River sUl1Ul1llJY data on basin diversions,
tributary inflow, gage flow, and reach gain and loss were calculated bY importing USBR PTFLOW
model output results into DBASEIV and using the sum and group by functions. All ofthe major
files required for executing the USGS finite groundwater model MODFLOW can be prepared
using GIS and database techniques. The abilities to transfer vector based hydrography data from
USGS digital databases, rasterize or grid the data using GIS software, and overlay the results with
other aquifer data to prepare a file directly readable by a finite difference groundwater model as
a boundary file, provides powerful computational tools It is no longer necessary to aggregate or
lump physical components because of computer or data processing limitations. Individual
response units, such as single wells, river reaches, tributaries, recharge sites, and recharge ponds,
can be included in the modeling process as easily as aggregated data.

The case study demonstrates in detail the actual steps required to develop groundwater
response coefficients for use in any river basin simulation model that has a groundwater
component. Groundwater response coefficients for individual wells, canals, drains, ditches,
reservoirs and pond recharge sites; and their effects on a major river and its tributaries, can be
calculated. Because of the GIS and database procedures, separate sets of coefficients for
individual river, canal, and drain sub-reaches can also be generated. These response coefficients,
once determined, can be used repeatedly in different river basin simulations.

A 1000 ft x 1000 ft groundwater grid size for the finite difference model was selected to
test the computational limits of using a small grid size in a regional model. It is common for
regional studies not using GIS procedures to restrict grid size to 1 mile by 1 mile in order to
simplify data entry (Maurer, 1986; Morel-Seytoux and Restrepo, 1987). Although the grid size
used in the finite difference model has a lI1l!ior effect on computation time, the case study showed
that developing a data set and executing a large groundwater model of 370 x 140 cells is
manageable. One parameter in the groundwater model that needs additional attention is river bed
conductance, as used in the MODRSPIMODFLOW River input data file. The technical literature
provides little consensus on the physical basis for determining this important parameter.
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The results of the case study have shown that groundwater response coefficients derived
from a finite difference groundwater model can be integrated into a full scale river basin simulation
model by using MODSIM to simulate a groundwater augmentation plan. The Bijou Augmentation
Plan was selected because it is a complex system that includes 193 wells, 30 recharge sites, four
tributaries, and 13 river reaches. Seven years of monthly data recharge and well pump data are
also available (1984-1991). Although these hydrologic data were input from data records provided
by the NCWCD, it is possible to expand the network to make these calculations within MODSIM.

MODSIM was run using two different sets of response coefficients: the numerical
coefficients calculated using the MODRSP finite difference groundwater model and analytical
coefficients calculated with the Glover equation using predefined SDF values. Use of the
analytically based SDF coefficients produces significantly lower net river return flow values when
compared with results from the numerically based finite difference coefficients (Le., 18,900 ac-ft
vs 44,200 ac-ft). This difference can be attributed to the inclusion of tributary flows in the
simulation using the MODRSP finite difference coefficients.

The MODRSP finite difference coefficients generate net river return responses that follow
a pattem similar to the net sum of the augmentation plan recharge and pumping flows. The
distribution pattern for the SDF based net river return responses show a positive net gain in return
flows over time which are substantially less dependent on the recharge/pumping flow trends.
Deficits appear in 7 out of84 months with use ofthe MODRSP finite difference coefficients, with
deficits distributed over seven different months. On the other hand, the Glover based SDF method
spawns no deficits in any ofthe 84 months.

The SDF coefficients produce unit response hydrographs with longer durations and lower
peaks than the MODRSP coefficients. Time to peak for both methods generally occurrs in the first
few periods. Because ofdifferences in the shapes ofthe unit response hydrographs, the Glover­
SDF derived coefficients yield results that eliminate net river depletions, while the MODRSP finite
difference response coefficients only reduce and redistribute the effects on net river depletions.

The case study identifies several of the basic differences between the two methods of
generating response coefficients. Although the SDF method requires less computation time than
the finite difference method (i.e., 232 Glover-SDF derived unit response curves vs. 1079
MODRSP derived unit response curves), the theoretical and spatial capabilities of the response
coefficients derived from a finite difference groundwater model make this methodology a more
powerful tool in stream-aquifer modeling. The Glover method uses only three variables to
represent aquifer characteristics: average distance from the return flow source to the well site or
channel reach, an average aquifer transmissivity, and an average aquifer specific yield; The stream
depletion factor (SDF) combines all these variables into a single lumped parameter. The finite
difference groundwater model considers spatial variation in aquifer characteristics and the effects
of complex boundary conditions. The case study demonstrates that once the MODRSP finite
difference response coefficients have been prepared, they can be used in MODSIM as easily as the
Glover based SDP coefficients to model stream-aquifer interaction.

The river basin simulation model MODSIM was also applied as a daily administrative
model. The daily model can be used to simulate river administration regulated under prior
appropriation water right laws. Procedures are presented for determining the effects of a

110



groundwater augmentation plan on daily river administration. The MODSIM network structure
proposed for the case study allows water right priorities and flow diversions by structure to be
linked together in a single model. The same network can be used for daily river planning,
management, and evaluation.

The use ofcommercial software packages to develop a prototype DSS was accomplished
by integrating QUATTRO PRO, MAPINFO and MODSIM software. QUATTRO PRO serves as
the shell. Output from the Bijou Augmentation Plan MODSIM study is used as input to the daily
administration model. The daily administration DSS is able to run MODSIMwith and without
considering the effects ofthe Bijou Augmentation Plan. The results ofthe first simulation are used
as input to the second simulation and MODSIM is then rerun. This is all done automatically from
within QUATTRO PRO.

Results for the daily administration example showed that the influence ofthe augmentation
plan on Water District #1 water rights administration was not significant (7 cfs), even though the
Bijou Augmentation return flow did constitute up 20% ofthe unmeasured inflow to the river. The
daily administration case study did demonstrate that the affects of an augmentation plan can be
accurately quantified spatially and in time, and integrated into a river basin simulation model.
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CHAPTER 7

SUMMARY AND CONCLUSIONS

7.1 Summary

A prototype microcomputer based Stream-Aquifer Management Decision Support System
(SAMDSS) has been presented with three components: database management system, model
management system, and user management system or user interface. SAMDSS includes the
capability ofutilizing groundwater response coefficients generated from a groundwater flow model
and a management capability for analysis ofvarious conjunctive use scenarios. SAMDSS includes
use available and widely accepted water resource models. Procedures and guidelines for linking
and using various predictive models are included in SAMDSS. Data files and model input and
output routines are structured around database concepts. Commercial software packages such as
Lotus 1-2-3 and dBASEN are used for interfacing, presenting, summarizing, and analyzing model
results. GIS and database management tools are applied to preprocessing and postprocessing data

A number ofactivities were carried out to develop the working SAMDSS. The first step
was preparation ofthe conceptual model for a conjunctive stream-aquifer management decision
support system. Next, the software components and software to be used were identified.
MODSIM was selected as the river basin water rights and network flow model. The USGS finite
difference model MODPLOW was selected as the groundwater flow model. MODRSP, a
modified version ofMODFLOW, was chosen as the numerical groundwater model for generating
response coefficients. The USBR program PTFLOW was identified as a model that could be used
to calibrate aquifer return £lows. AUTOCAD (vector) and IORISI (raster) were selected as the
GIS software packages, along with DBASEN as the database package. LOTUS 1-2-3 and
QUATIRO PRO were used for spreadsheet calculations. MAPINFO and Microsoft Windows were
used in developing the prototype user interface. The DSS was structured for use in a
DOSlWindows-based microcomputer environment.

SAMDSS uses stream-aquifer response coefficients to model return flow, stream depletion
:flow, and stream aquifer responses over time due to reservoir seepage, irrigation and precipitation
infiltration, well pumping, channel conveyance losses, artificial recharge from ponds, reservoirs,
channels, and wells. Response coefficients can be generated from three sources: (i) a numerical
finite difference model using a discrete kemeVresponse function approach; (ii) analytical methods
using one-dimensional groundwater equations, or (iii) using predefined SDP values. Details and
provisions have been included in SAMDSS for using GIS tllols and techniques for preparing and
processing data for input into the various models. A source list for digital data and public domain
databases was prepared. Special utility programs were written to convert data to common formats
for use in SAMDSS. Where possible, input and output data files for the various models selected
for use in SAMDSS were structured as ASCn database text files.

To demonstrate the capabilities of the SAMDSS, a case study was carried out on a portion
of the Lower South Platte River Basin, Colorado. The case study uses actua1 data to develop
stream-aquifer response coefficients using GIS, database technology, and the groundwater finite
difference model MODRSP. The water right retumldepletion :flow account for the Bijou Irrigation
Company groundwater augmentation plan was simulated using MODSIM. The plan involves
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approximately 200 wells and 30 recharge areas with data for a seven year period from 1985 to
1991. Two simulations studies were conducted:: one with stream-aquifer coefficients generated
from MODRSP, and the second with groundwater response coefficients generated by MODSlM
using predefined SDF values. Aseparate MODSlM network was constructed for the Lower South
Platte River Colorado State Engineer Water District #1 to simulate daily administration ofa river
regulated under prior appropriation water right laws. Data provided by the State Engineer were
used to demonstrate the use of MODSlM to simulate an aetuaI river call. The simulation was
carried out with and without considering the effects of the Bijou augmentation plan to show the
effects ofa groundwater augmentation plan on daily administration ofwater rights. Two separate
prototype user interfaces, one using the Bijou augmentation plan flow account network and the
other using the daily administration example, were constructed using MAPlNFO to demonstrate
some of the capabilities inherent in a successful decision support system.

7.2 Condusions

It has long been recognized in the Western United States that maximum water development
can only be met through conjunctive use of surface and groundwater. Although considerable
progress has been made in the development of regional groundwater models and river basin
simulation models, previous attempts at linking these two types of models into a workable
col1iunctive use model for comprehensive river basin planning, management, and administration
have not been completely successful. With recent advances in computer hardware and software
technology such as geographic information systems (GIS) and data base management system
technology (DBMS), it is now possible to develop a computer based river basin decision support
system for improved conjunctive use management ofgroundwater and surface water by linking a
finite difference groundwater flow model with a river basin network model.

Although most water managers and water resource planners appreciate that computer­
based decision support tools are needed to assist in developing and administering alternative water
resource planning and management strategies, many ofthe important agencies and organizations
directly responsible for water planning, management, and administration are not making effective
use of these models. Computer modeling structured around decision support theory can help
bridge the gap between model development and model use.

Because each river system and model user has individual requirements that many times can
not be met from an off-lhe-shelfcommercial package, research efforts are best directed towards
development ofa collection oftools with guidelines and procedures that can be effectively applied
to any river basin, instead of towards the development of a single large, general, and
comprehensive model.

The key to the development of computer-based decision support tools is through a
synthesis of existing technology rather than development of new models. A decision support
system framework can be used to develop interfaces to link various modeling and database
components. The modeling component should allow the user the option of problem solving using
already familiar and recognized analytical procedures or using more theoretically based techniques
that take advantage of computer technology advances such as geographic information systems.
The data base component should be able to interact directly with existing data bases.
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Although GIS has been used extensively in a variety ofwater resource projects over the
pasl20 years, it is receiving renewed attention by many in the water resources field. One reason
may be that only now are GIS systems, such as IDRISI, becoming usable in a computational
environment that is affordable and generally available to researchers and practitioners. As a result,
the state-of-the-art in interactive and integrated regional river basin planning and management can
be implemented at a working level. Wi1hout the use ofGIS and database technology, it would not
be practical or cost-effective to develop groundwater response coefficients from a finite difference
flow model and use these stream-aquifer response functions in a full scale river basin simulation
model.

The use ofa quasi-simulation model which combines simulation and optimization offers
distinct advantages over a standard river basin simulation models, particularly for use in allocating
water according to demands and targets based on priorities established by water rights. As
compared wi1h many of the more common river basin simulation models such as HECS, SSARR,
IRIS, HYDROSS, MODSIM is most effective for modeling complex water rights and conjunctive­
use groundwater events.

One limitation in the implementation of decision support system technology has been in
the time and cost required to develop a proper user interface. Modestly priced desktop mapping
software packages such as MAPINFO allow users and developers to take advantage ofextended
memory, Windows environment, and computational speed now available on DOS based
microcomputers. These packages also make it possible for non-programmers and users to tailor
input and output procedures to meet individual requirements.

The use ofgroundwater response coefficients generated from a numerical finite difference
model versus an analytical model offers the advantage of incorporating spatially distributed
information in predicting groundwater flow responses. The user is able to consider the influence
of distributed aquifer characteristics, aquifer boundaries, tributaries, variable stream levels,
constant head reservoirs and ponds, and most importantly, the spatial distribution and location over
time ofdepletion and return flows resulting from well pumping and groundwater recharge.

Model input and output subroutines should be programmed to read and write data in
database format as ASCn text files. This makes it convenient to use readily available database or
spreadsheet software to preprocess and postprocess data Study-specificfront ends and graphical
user interfaces can be developed without having to access and modiJY original model source code.
Data from existing databases or data output from other computer models can be read directly into
models as an input data file. This allows users and developers to employ standard and commercial
software for preprocessing and postprocessing data without having to modiJY or even access model
source code. It also makes it easier to read data directly from existing databases or output data for
use by ano1her model. Finally it encourages 1he development ofa centralized database that can be
accessed by more than a single user working with a single model.
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APPENDIX A

LAGRANGIAN RELAXATION ALGORITHM FOR SOLVING

MINIMUM COST NElWORKS

A.I Problem Fonnuladon

The minimum cost network flow problem solved in MODSIM is formulated as follows,
where link [IJ} is designated by die node pair [1,1} representing the beginning and ending nodes of
the link, respectively. This notation implies one unique node pair for each link, and is used for
convenience in1he following development only. The algorithm is actually capable ofconsidering
multiple links for the same node pair. The objective function is :

subject to:

I g ~ xg~"g V (t,J}EA

where xg represents the flow rate in IinkPJ), with link parameters rIg, "g, Cg). A transformation
can be performed to remove the lower bounds from this problem. Let

xg =xg - Ig or xg =xg +lg

The transformed objective function is now formulated as:

Since the constant term can be removed, the objective is:



subject to:

or

where

In this formulation, all link parameter data [uy•cJ and Si are assumed to be integer.

A.2 Lagrangian Relaxation Algorithm

The solution to this problem is based on a Lagrangian relaxation algorithm developed by
Bertsekas (1991). Introducing Lagrange multipliers or dual prices Pi' the Lagrangian function is
defined as:

L(x,p) = L cyXy +L P,ts, - L Xu + L x)
(I,/)EA leN {f1(IJ)eA} {fIU,ileA}

Note that:

L PIXfl = L pX"
U,lleA (l,fleA J •

Therefore:

Instead ofattempting to directly solve the original minimum cost network flow problem,
the goal is to successively obtain updated dual price vectors P that solve the following dual
problem:

max 4>(P)
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where

with

= [<Cu+PJ-PI)UV ifpl>cu+PJ

o ifPI:!. Cu+PJ

O:'-------'----'.~ xlj
ulj

Active

Inactive

Balanced
clj ...----....11

Solution of the dual
problem results in solution ofthe
original minimum cost network
flow problem. Notice that in the
dual problem, the node mass
balance constraints are
temporarily relaxed since they are
placed in the objective function
via the Lagrangian function;
hence, the term relaxation
algorithm. The link capacity
constraints remain explicitly
accounted for. The objective is to
find the optimal dual price vector
P that will result in a solution that
will fully satisfy the node mass
balance constraints. The
advantage of this approach is that the inner minimization problem as defined by fAjp, - p) is
extremely easy to solve. The following complementary slackness conditions are optimality
conditions associated with flow in link {I,j} for a given dual price vectorp:

inactive arc [xu = 0] if. PI < Cu+PJ
balanced arc [0 :!. xu:S uu] if. PI =Cu + PJ
activearc [xu =uu] if. P,>cu+PJ

The basic duality result oflinear programming states that: Ifa feasible flow vector x* and
a price vectorP* sastisfy the complementary slackness conditions, then x* is an optimal solution
of the minimum cost flow problem and P* is an optimal solution of the dual problem. The
optimal solution ofthe dual problem is found using a coordinate-wise dual asCent algorithm.

Define the surplus g, ofnode 1as the difference between the total inflow into node I, less
the total outflow from node I:
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At the start ofan iteration, an integer flow-node price pair (x,p) is assumed to be available which
satislY complementary slackness. The current iteration will indicate: (i) if the primal problem is
infeasible (Le., node surplus g, < 0 for some I); (ii) if (x,p) is optimal (i.e., g = 0 for alii,
implying that x is feasible and, since complementaIy slackness is satisfied, is also optirnal); or (iii)
ifanew pair can be found improves the dual objective function (i.e., g, > 0 for at least one node
I). For the latter case, the iteration begins by selecting node k such that gk> O. The iteration
maintains the two sets: 8 and L ; where 8cL. At the initial iteration, set 8 = {tlJ} and L = {k}.
A label is also maintained for all nodes EL which is an incoming arc to that arc.

The goal is to maximize the dual objective function, which will result in solution to the
original minimum cost network flow problem. A dual ascent direction is defined using the nodes
contained in set 8. Since set 8 usually contains a single node, the search procedure generally
proceeds in one coordinate direction at a time. Dual prices are changed in the dual ascent direction
so as to increase the dual objective function. Since the goal is to eventually achieve a solution
where all g, = 0 , a flow augmentation step occurs in the algorithm where a path through the
network is defined from a node k where gk> 0 to a node j, where 8 < O. This means that
flow can be increased along that path, resulting in improved node surplus conditions for both
nodes.

A.3 Typical Relaxation Iteration

O. INITIALIZATION

Select a node k with node surplus gk > 0 [if no such node can be found, then the
solution is optimal or infeasible]

gk = E xjk - E xkj + Sk
(j,k)eA (k,J)eA

• Let the set oflabels L = {k}
• Let the direction vector set 8 = {tlJ)

1. CHOOSE A NODE TO SCAN

• IF 8 = L [Le., we are sure of ascent direction]
GOTO Step 4 and perform price change

ELSE
select node I which is contained in the current set of labels, but not in the
current direction vector set; i.e., select I € L - 8
8: =8 v {I}
GOTOStep2
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2. LABEL NEIGHBORING NODES OF i

• Check the directional derivative of the dual objective:

y'(P;dS} = L ujl - L Uif + L $1
CI.I):QCIIv<.j<S./eS (l,l:QCllvoorl>akmc4d./eS.j<s /es,

where direction vector ds =(d,•...•dN), with

d =[1 ijiES
i 0 ijif£S

• IF y' > 0, then current direction ds is an ascent direction
GOTO price change [Step 4]

ELSE add to labeled set of neighboring nodes that can eventually result in
identification of a flow augmentation path from node k to nodeJ:
L = L + {J} for all nodesJsuch that:
• link O. I) is balanced and xji> 0 [assign label O. i)], or
• link (i. J) is balanced and xif < uif [assign label (I. j)]
IF for every node J added to L, we have 1JJ > 0, then we have not yet
found a flow augmentation path: RETURN to Step 1
ELSE: Select one ofthe nodes j with: gj < 0; GOTO Step 3

3. FLOW AUGMENTATION

A flow augmentation path P has been found starting at node k and ending at the nodeJ
found in Step 2. Since gk> 0 and gj< 0, then flow can be increased along the path such that gk
will decrease towards zero, and gj will increase towards zero, subject to limitations.

Path P is constructed by tracing labels backward starting from J , where P+ is the set of
all forward arcs and p' is the set ofbackward arcs:

+
Forward arcs: x < u: set P

Backward arcs: x> 0: set P
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Calculate:

• For alI links in P+, ADD 0 to the current flows.
• For alI links in P-, SUBTRACT 0 from the current flows.
• GOTO NEXT ITERATION.

4. PRICE CHANGE

Set

11 =min

gk
-gJ

(u... - x"J 'V (m,n)e r
(x...) 'V (m,n) e P-

Let

'V balanced links(i,j) with i eS, j IiS
'V balanced /inks U, i) with i eS, j IiS

Set

GOTO NEXT ITERATION

A.4 Example Problem

Consider the example network below, where exogenous flows are shown as supply and
demand entering and leaving (respectively) each node. The link parameters are shown on each
link, with alI lower bounds set to zero. The objective is to find the minimum cost flow through the
network that satisfies mass balance and alI link flow upper bounds.
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We begin
with an initial
solution for the lUg, CgJ
integer flow vector,
dual price vector [2,5Jpair as (x,p) =
(0,0). Notice that 4
this solution ---.
satisfies the
complementary [2,1J
slackness
conditions, but
violates feasibility
since node surpluses
g, ,.0.

lTERATION #1

ARC X;j U;j s; Sj cij p; Pi g; gj STATE

(1,2) 0 2 3 2 5 0 0 3 2 INACT
(1,3) 0 2 3 -1 1 0 0 3 -1 INACT
(2,3) 0 3 2 -1 4 0 0 2 -1 INACT
(2,4) 0 1 2 -4 2 0 0 2 -4 INACT
(3,2) 0 2 -1 2 3 0 0 -1 2 INACT
(3,4) 0 5 -1 -4 0 0 0 -1 -4 BAL

Dual Objective Function =0 + 0 =0

Step

o. L= {I}; S= {O}

1. Select i e L· S; S =S u{i}

2. y' = L "I' - L "u + LS,
actiwf aettw or balanced teS

=0-0+3>0

4. No Xv adjustment is made at this iteration, since this is only done for balanced arcs;
calculate:

. {. 0-0+5
Y = nun . 0 _ 0 + 1 = 1 [forarc(I,3)]
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ITERATION #2

ARC X;j Uij SI Sj C;j PI Pi gl gi STATE

(1,2) 0 2 3 2 5 1 0 3 2 INACT
(1,3) 0 2 3 -1 1 1 0 3 -1 BAL
(2,3) 0 3 2 ·1 4 0 0 2 -1 INACT
(2,4) 0 1 2 -4 2 0 0 2 -4 INACT
(3,2) 0 2 -1 2 3 0 0 -1 2 INACT
(3,4) 0 5 -1 -4 0 0 0 -1 -4 BAL

Dual Objective Function = 0 + 3 = 3

Step
P,-PJ

O. L= {I}; S = {c/>}

1. Select i E L - S; S ={I}
arc [1,3J

2. y'=-2+3=I>O cq
arc [1,2J

4. Link [1,3] is balanced--
setxl3 = 2
y=O-I+5=4 all other arcs

(for link [1,2] ); Uq
xij

therefore, PI = 1 + 4 =5

ITERATION #3

ARC X;j Uij SI Sj Cij PI Pj g; 8i STATE

(1,2) 0 2 3 2 5 5 0 1 2 BAL
(1,3) 2 2 3 -1 1 5 0 1 1 ACT
(2,3) 0 3 2 -1 4 0 0 2 1 INACT

(2,4) 0 1 2 -4 2 0 0 2 -4 INACT

(3,2) 0 2 -1 2 3 0 0 1 2 INACT

(3,4) 0 5 -1 0 0 0 0 1 -4 BAL

Dual Objective Function = 2 + 5 = 7
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Step

O. L= {I}; gl>O
[Note: node 1 is still selected, even though gz is a greater value]

1. S= {I}

2. y' = - L "v + LS;= -4+3<0
acttwl 01' bal teS

L=L+ {j}
L = {I,2} : outflow link and balanced and X;j < \I;j
Check if gz~ 0 [yesl]
RETURN TO Step 1:

1. S = {I}; L = {I,2}
Select i EL-S; i=2;
S ={I,2}

2. y' = L s; = 5> 0
'eS

4. Y= min {[Pj +CjrPJ for arcs [2,3], [2,4]}
= min {4,2} = 2

Therefore, PI = 5 +2 = 7; pz= 0 +2 = 2

ITERATION #4

ARC X;j IIjj Sl Sj Cj; PI Pj gl gj STATE

(1,2) 0 2 3 2 5 7 2 1 2 BAL
(1,3) 2 2 3 -1 1 7 0 1 1 ACT
(2,3) 0 3 2 -1 4 2 0 2 1 INACT
(2,4) 0 1 2 -4 2 2 0 2 -4 BAL
(3,2) 0 2 -1 2 3 0 2 1 2 INACT
(3,4) 0 5 -I -4 0 0 0 1 -4 BAL

Dual Objective Function = 2 + 7 + 4 = 13
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Step

O. L={ I}; keep selecting
node 1 since gl > 0 arc [1,3]

1. S={I}
Clj ... ~

arcs [1.2].[3.4].
[2.3],and [2,4]

arc [3,2]

2. y'=(-2 -2)+ 3 = -1< 0
L=L+ {j}
L ={1,2}

Check if gj 2: 0 [Yes!]
RETURN to Step 1

o lIjj
Xlj

•

1. S = {l,2}; L = {1,2}

2. y' = -2 - 1 + 5 = 2 > 0

4. Does X;; = Iljj for all balanced arcs OUT? Yes!--arc [2,4]
Therefore, set X24 = 1
Y = min {[P·+CirPJ

for arc [2.Jn = 2
Therefore pJ=7+2=9; P2=2+2=4

ITERATION #5

ARC X;j Iljj Si Sj C;j Pi Pj & gj STATE

(1,2) 0 2 3 2 5 9 4 1 1 BAL
(1,3) 2 2 3 -I 1 9 0 1 1 ACT
(2,3) 0 3 2 -I 4 4 0 1 1 BAL
(2,4) 1 1 2 -4 2 4 0 1 -3 ACT
(3,2) 0 2 -I 2 3 0 4 1 1 lNACT
(3,4) 0 5 -I -4 0 0 0 1 -3 BAL

Dual Objective FlUlction = 2 + 2 + 9·1 + 4'1 = 17

Step

o. L={I}; gJ > 0

1. S={I}

2. y'=- L uy +Ls,=(-2-2)+3=-I<O
active or balanced ieS

L =L + {j} with label (1,2)
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L ={1,2}
Check if 8. > 0; Yes!
RETURN to Step 1

1. S ={1,2}; L ={l,2}

2. yl = - L uif + LSi = (-2 - 3 - 1) + S = -I < 0
ac_l_d our iES

L =L + {j} with label (2,3)
L ={1,2, 3}
Check if 83 > 0; Yes!
RETURN to Step 1

1.

2.

S = {1,2}; L ={1,2, 3}
Select i EL-S =3

yl= - L U +Ls,=(-I-S)+(3+2-1)=-I<O
_lbaJonc.d our if ies

L = L + {j} with label (3,4)
L = {1,2,3,4}
Check if g. =< 0 ; Yes! =-3; GOTO Step 3: Flow Augmentation

3. Path oftlow augmentati~n Pis 1-2-3-4
[all forward arcs] ; so P = P

. 1 [gIl
. - (-4)[-

Y = min '2[UI2 -xl
'3 [u23 -x
·S[U34 -X3

ITERATION #6

Flow Increase

0Along Path

+1

+1 G
+1

3

ARC X;j

0,2) 1
(1,3) 2
(2,3) 1
(2,4) 1
(3,2) 0
(3,4) 1

Ujj Cij Pi Pj gi 8j STATE

2 S 9 4 0 1 BAL
2 1 9 0 0 1 ACT
3 4 4 0 1 1 BAL
1 2 4 0 1 -2 ACT
2 3 0 4 1 1 INACT
S 0 0 0 1 -2 BAL

Dual Objective Function = S + 2 + 4 + 2 + 4 = 17
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Step

O. L= {2}; S= {<!l} ;nodek=2

1. S= {2}; i=2

2. yl=- L "y+LS,=(-3-1)+2<0
acllwlbaiatlc<d our leS

L = L + {j} ; add node 1 [label (1,2)] and node 3 [label (2,3)]
L = {1,2, 3} ; check 81 = 0 and g3 = 1 [both > 0]
RETURN to Step 1

1. set L - S ={1,3}
Select node i = 3
Therefore: S = {2,3}

2. y' = L "II - L "y + L s, = 2 - 5 + (2 + 1) = -2 < 0
activo IN actJvelbakmc<d our leS

L=L+ {j} ; add node 4
Check g, = -2 < 0; GOTO Step 3: Flow Augmentation

3. Ii = min {I [g2l, 2 [-g.],
4 [1lJ4 - x34], Flow Increase

02[Un-~] Along Path
=+1

Path P: 2-3-4 +1 GAll forward arcs--
Therefore, P+ = P

+1
3

ITERATION #7

ARC X;j Ily C;j Pi Pi gj 8i STATE

(1,2) 1 2 5 9 4 0 0 BAL
(1,3) 2 2 1 9 0 0 1 ACT
(2,3) 2 3 4 4 0 0 1 BAL
(2,4) 1 1 2 4 0 0 -1 ACT
(3,2) 0 2 3 0 4 1 0 INACT
(3,4) 2 5 0 0 0 1 -1 BAL

Dual Objective Function = 5 + 2 + 8 + 2 = 17
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Step

O.

1.

2.

4.

L = {3} ; S = {O} ; node k = 3

S = {3}; node i=3

y' = L u/I - L u y + LSI = +2-5 -1 =-4<0
activo IN aclivBlba1mlc<d our I.S

L = L + {j} ; add node 2 [label (2,3)] and node 4 [label ( ,4)]
L = (2,3,4}
Check 82=0; 80=-1 [both~Ol

+ -Path P =3-4; Path P =2-3
node k= 3; nodej =4
I) = min {I [83],1 [-g.], :~ [~. X34]} = 1

FINAL SOLUTION

ARC Xu 11;; '1; PI PJ 8i 8j STATE

(1,2) 1 2 5 9 4 0 0 BAL
(1,3) :z 2 1 9 0 0 0 ACT
(2,3) :z 3 4 4 0 0 0 BAL
(2,4) 1 1 2 4 0 0 0 ACT
(3,2) 0 2 3 0 4 0 0 INACT
(3,4) 3 5 0 0 0 0 0 BAL

Notice that 8i = 0 for all nodes. Therefore, dual objective primal objective and all
complementary slackness conditions are satisfied.

A-I3



APPENDIXB

PREPARING MODFLOW FILES USING IDRISI

B.I Overview

A number of computer models have been developed to simulate complex groundwater
stream-aquifer conjunctive use problems. One of the most widely used is the USGS Modular
Three-Dimensional Finite-Difference Groundwater Flow Model (MODFLOW) developed by
McDonald and Harbaugh (1988). Groundwater flow is simulated using a block-centered finite
difference approach. Layers can be simulated as confined, unconfined, or a combination of
confined and unconfined. Flows associated with extemal stresses, such as wells, areal recharge,
evapotranspiration, drains, and streams, can also be simulated.

B-2 Background

The movement ofgroundwater ofconstant density through saturated porous earth material
can be described by the following partial differential equation:

.i-(Kh aH) + .E..(Kh aH) + Q = S aH
ax ax ay ay at

where:
K = hydraulic conductivity or permeability
h = saturated thickness ofaquifer
H = potential, referred to as an established datum
S = storage coefficient or effective porosity (specific yield)
Q = net groundwater withdrawal per unit area
X,Y= space dimensions
t = time dimensions

Specific yield is defined as the ratio ofwater that will drain freely from a volume of soil to
the soil volume itself. For alluvial aquifers the value is about 0.2. Permeability or hydraulic
conductivity is a velocity term expressed in L3/t!L2 ,or Ut Transmissivity is a flow term used to
better describe the characteristics of an aquifer and is equal to the average permeability times the
saturated thickness ofthe aquifer.

A finite difference model such as MODFLOW replaces the continuous system described by
the groundwater equation with a finite set of discrete points in space and time, and the partial
derivatives are replaced by terms calculated from the differences in head values at these points.
This leads to a system of simultaneous linear algebraic difference equations. Important in the
solution ofthe finite difference equations is proper simulation of the model boundary conditions.
MODFLOW model allows specification of three types ofboundary conditions:

• no flow
• constant head
• under flow (Le., constant head gradient)



Typical data requirements for a finite difference model include:

• boundary conditions
• water levels
• aquifer characteristics
• well recharge and discharge
• surface hydrography
• recharge and ET considerations

B.3 Procedure

The following example serve to illustrate how to take groundwater and related data that have
been digitized into IORISI vector fonnat, rasterize the data, perform required data manipulation,
and output results for use in the USGS groundwater model, MODFLOW. Output from
MODFLOW model will then be read back into IDRISI for presentation purposes. This example
focuses on developing two input data files used by MODFLOW: a boundary data file and a
transmissi\'iW data file. After executing MODFLOW, aquifer water levels will then be read back
into IORISI. The finite difference network to be modeled is shown in Figure B.1.

Step 1: Load Data Files

The following files should be loaded into the IDRISI exercise directory:

IDRISI Files:
well.vee
trans.vee
aquifer.vee
stream.vee
head.img

[project well locations]
[transmissivity contour map]
[aquifer boundaries]
[stream location map]
[head water levels output from MODFLOWj

MODFLOW Files:
modtlow.exe [executable MODFLOW program]
unitl.dat [basic package input file]
unitll.dat [block-centered flow package input file]
unitl2.dat [well package input file]
unitl9.dat [strongly implicit procedure input file]
unit22.dat [output control input file]
bound.dat [boundary file from IDRISIj
trans.dat [transmissivity file from IDRISIj
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Figure B.l. Example Wustratinl Data Preparation for Finite Difference
Groundwater Flow Model Usinl GIS

B.3



Step 1: Create Document Files

Four vector files have been digitized for use in IDRISI:

well.vee
trans.vec
aquifer.vecs
stream.vee

These files all have integer attribute values and are in ASCII format. The x-y coordinates
were digitized in "feet" units in a plane coordinate reference system with 1 unit equal to 1 foot.

For this problem assume we have a study area which spans the following map coordinates
in feet:

N 5000 E 5000
N 5000 E 30000
N 30000 E 30000
N 30000 E 5000

Proper vector document files are required before the hdata can be used by IDRISI. When
making these document files, it is important that the raster grid is the same size for all files. The
maximum and minimum coordinate values should be entered directly and should correspond to
the study area map coordinates listed above.

minx=5000
maxx=30000
miny=5000
maxy=30000

Use the DOCUMENT command in IDRISI to make the proper vector document header files.
Note the object type for each of the files, respectivey:

well
aquifer
stream
trans

[point coverage]
[polygon coverage]
[line coverage]
[line coverage]

Step 3: Plot Vector Files

Data in the vector files may be displayed on the screen using the IDRISI PLOT command.
To overlay and view each ofthe vector files on the screen at the same time, it is necessary to create
a script file. The EDIT command is used to create the file PLOT.scr , which is composed ofthe
following lines:
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f u 3 aquifer
f u 5 stream
f u 6 well
f i 0 trans
r w 5000 30000 5000 30000 0

The PLOT command can now be used to load and display the vector files on the screen by
entering the name ofthe script file PLOT when prompted for a file to load.

Step 4: Convert Vector Files to Raster Files

For the purpose ofthis example, it is only necesslllY to convert the aquifer, stream, and trans
files to raster format.

(a) A raster file is first created using INITIAL that can be used to receive the
transformed vector data. Each vector file requires its own raster or image file. The
INITIAL command also creates the proper image DOCUMENT header file.

Image files are created with the following names and titles:

AQUIFERI [aquifer raster file]
STREAM1 [stream raster file]
TRANSI [transmissivity contour file]

All image files used for vector conversion must be created in binary format.

To verilY whether 1he original vector data is in integer, real, or byte format, the vector
files can be directly viewed using EDIT or the DESCRIBE command can be used
to view 1he vector document header file. It is important to remember that the data
format specification is for the attribute values, and not for the x,y coordinate points.

All image files will have the same number of rows, columns and x and y cell
dimensions. This should correspond to the layout of the finite difference network,
with rows and columns equal to 5. In this example, 1he plane coordinate reference
system is used with a unit distance of "1". As before, maximum and minimum
coordinate values should be set as follows:

minx=5000
max x = 30000
miny=5000
maxy=30000

Assign "0" as 1he initial value for all cells for 1he AQUIFER1 and STREAMI image
output files. Since it is possible that a "0" transmissivity value can occur outside the
aquifer, a value of "-999" should be assigned as the initial value for the TRANSI
image output file. None of the files have a requirement for a special unit value.
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(b) IORISI includes three modules for vector to raster conversion:

POINTRAS [for point conversion]
LINERAS [for line conversion]
POLYRAS [for polygon conversion]

The aquifer, stream, and trans vector files are converted to raster format using the
raster image target files created using the IN1TIAL command in Step (a) above. If
there is uncertainty as to which vector to raster conversion module should be used,
the object type of a vector file can be examined using the DESCRIBE command.

(c) After the conversion process has been completed, the resulting image files can be
viewed on the screen using the COLOR command.

View the AQUIFERl.img file using COLOR. After the image has been displayed
on the screen, enter the letter "Y" on the keyboard. A prompt then requests a file
name, which should be typed in as STREAM from the keyboard. In response to the
prompt "Enter Color Code:" type in 5. The well and transmissivity vector files can
now be easily overlain.

Step 5: Development ofFinite DitTerence Grid Boundary File

The boundary file required for input into MODFLOW for this example should have the
following format:

-1 -1 -1 -1 -1
o 1 110
o 1 1 1 0
o 1 1 1 0
o 0 0 0 0

where:
-1 :
0:
1 :

constant head boundary (stream location)
no flow boundary (aquifer boundary)
variable head and variable flow

Each value corresponds to a row and colunm in the finite difference model grid network. This can
be compared to the network shown in Handout 5.

To develop this boundary file, raster image files AQUIFERl and STREAMl, along with a
combination oflORISI OVERLAY, RECLASS, UPDATE; and INITIAL commands, are used:

(a) TheAQUIFERl image file was initially used to define the extent ofthe aquifer and
the variable head and variable flow cells. The aquifer cells have an attribute value of
"3". This can be checked by using the COLOR command and pressing the letter "c",
and then clicking the left mouse button on any cell. Note that the file must be in
unpacked binary format for this to work.
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The aquifer cells can now be converted to a value of "I" , corresponding to the
variable head and variable flow designations required by MODFLOW. The
RECLASS command can be used to change all cell values from "3" to "I". The
output file can be named AQUIFER2, and no designation of unit values is required.

Since this example includes constant outflow and inflow along the eastern and
western boundaries, these conditions can be simulated through the use of external
source terms and no-flow cells. Therefore, the east and west boundaries should be
defined as no-flow conditions using a cell attribute value of "0". The UPDATE
command can be applied to the AQUIFER2 image file for this purpose. It is
important to note that the column and row numbers in IORISI always begin with "0"
not "I".

The COLOR command can now be used to display the modified aquifer file on the
screen and the results checked results using VIEW.

(b) The process to assigning values of "-I" to cells representing the stream requires
several steps since the RECLASS command does not allow the user to directly assign
a "-I" value.

The RECLASS command is first applied to STREAMl, with "I" reassigned to the
stream attribute value of "5". The new output file can be named STREAM2.

Next, the INITIAL command is used to create a new image file similar to the
procedure out1ined in Step 4(a), with the exception that "-I" is assigned as the initial
attribute value for all cells. This output image file can be named IOENT.

Using the OVERLAY command and the MULTIPLY option, a new file called
STREAM3 is created from the STREAM2 and IOENT image files. This results in
a new file with stream ceI1s assigned an attribute value of"-1", which can be checked
using the VIEW command.

(c) In order to complete the final raster boundary file, the AQUIFER2 image file must
be overlain with the STREAM3 image file using the OVERLAY COVER option.
The resulting output file is named BOUND.

(d) The VIEW command displays the BOUND image file with a field width of"3" and
"0" decimal places. Starting with row "0", results can be compared with the
BOUND.dat file used as input to MODFLOW.

Step 6: Development of MODFLOW Transmissivity Input File

The COLOR command can now be used to display the TRANS1 image file on the screen.
Note that the raster file is stiI1 a contour file. IORISI provides a special command, INTERCON,
to interpolate a raster Digital Elevation Model (OEM) from a set of digitized contours using linear
interpolation between contours.
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INTERCON is now executed using the TRANS I image file. Notice that the background
value is "-999". For our example, the comer transmissivily values in if/day:

NW: 15
NE: 15
SW:O
SE: 0

The resulting output image file can be named TRANS2.

The VIEW command is now used to display the TRANS2 image file with a field width of
"6" and "2" decimal places. Starting with row "0", results can be compared with the TRANS.dat
file used as input to MODFLOW.

Step 7: Execute Proaram MODFLOW

The number of input data files required for use with MODFLOW depends on which
modules the user requires to simulate a groundwater flow problem For purposes ofthis example,
a total ofseven files are needed. Five of these files are defined as input files in the Basic Package
Input File as part of the !UNIT variable element table. These carry the unitxx.dat name and
include:

unitl.dat
unitll.dat
unitl2.dat
unitl9.dat
unit22.dat

[Basic package input file]
[Block-centered flow package input file]
[Well package input file]
[Strongly implicit procedure input file]
[Output control input file]

The finite difference groundwater model can now be executed by lyping at the DOS prompt:

MODFLOW

The user is then prompted for two files:

unit24
unit23

Two lypes offiles have been developed through IDRISI:

for unit 24, lype: BOUND. dat [boundary file]
for unit 23, lype: TRANS. dat [transmissivily file]

These two files will be listed by MODFLOW in the output files MODFLOW.out and
HEAD.out The output results ofcourse reflect the fact that these input files have been created to
simulate only two stress periods and one time period.
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Step 8: Display ofMODFLOW Output in IDRISI

Output from MODFLOW for water levels in the aquifer after the end ofsimulation ofstress
period 1 have been transferred to IORISI image format and saved in the file named HEAD.img.
To use this file, a document header must be created The DOCUMENT command in IORISI is
used to assign the title of "MODFLOW OUI'PUT: HEAD LEVELS". The file is an Ascn real
nwnber file with 5 rows,S columns, and maximwn and minimwn x-y coordinates as defined
previously. The results can be viewed using VIEW or ORmO.
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8.4 MODFLOW Output File: MODFLOW.OUT

u.s. GEOlOGICAL SURVEY MOOULAR FINITE-DIFFERENCE GROUNO-l/ATER MOOEL

SAMPLE----l LAYER, 5 ROWS. 5 COLlIlNS; STEADY STATE; CONSTANT HEADS ROW I, LAYER 1; WELLS
1 LAYERS 5 ROWS 5 COLUMNS

2 STRESS PERIDO(S) IN SIMULATION
MOOEL TIME UNIT IS SECONDS
I/O UNITS:
ELEMENT OF IUNIT: 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24

I/O UNIT: 11 12 0 0 0 0 0 0 19 0 0 22 0 0 0 0 0 0 0 0 0 0 0 0
BASI -- BASIC MOOEL PACKAGE, VERSION I, 9/1187 INPUT READ FROM UNIT 1
ARRAYS RHS AND BUFF WILL SHARE MEMORY.
START HEAD WILL BE SAVED

239 ELEMENTS IN X ARRAY ARE USED BY BAS
239 ELEMENTS OF X ARRAY USED OUT OF 30000

BCFl •• BLOCl(-CENTERED FLOW PACKAGE, VERSION I, 9/1187 INPUT READ FROM UNIT 11
TRANSIENT SIMULATION
CONSTANT HEAD CELL-BY-CELL FLOWS WILL BE PRINTED

LAYER AQUifER TYPE

1 0
26 ELEMENTS IN X ARRAY ARE USED BY BCf

265 ELEMENTS Of X ARRAY USED OUT OF 30000
WELl -- WELL PACKAGE, VERSION 1. 9/1187 INPUT READ fROM 12
MAXIlUI OF 9 WELLS

36 ELEMENTS IN X ARRAY ARE USED fOR WELLS
301 ELEMENTS OF X ARRAY USED OUT OF 30000

SIPI -- STRONGLY III'LICIT. PROCEDURE SOlUTION PACKAGE, VERSION 1. 9/1187 INPUT READ FROM UNIT 19
MAXINUN OF 50 ITERATIONS ALLOWED fOR CLOSURE

5 ITERATION PARAMETERS
305 ELEMENTS IN X ARRAY ARE USED BY SIP
606 ELEMENTS OF X ARRAY USED OUT OF 30000

lSAMPLE----l LAYER. 5 ROWS, 5 COLUMNS; STEADY STATE; CONSTANT HEADS ROIl I, LAYER 1; WELLS

BOUNDARY ARRAY fOR LAYER 1 WILL BE READ ON UNIT 24 USING fORMAT: (513)

1 2 3 4 5
.............................

1 -1 -1 -1 -1 -1
2 0 1 1 1 0
3 0 1 1 1 0
4 0 1 1 1 0
5 0 0 0 0 0
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AQUIFER HEAD WILL BE SET TO 999.99 AT ALL HO-FLOW HOOES (IBWNO=O).
INITIAL HEAO =

HEAD PRINT FORMAT IS FORMAT NIJMIlER 10 DRAIIlOWN PRINT FORMAT IS FORMAT NIJIBER
HEADS WILL BE SAVED ON UNIT 45 DRA_S WILL BE SAVED ON UNIT 0
OUTPUT CONTROL IS SPECIFIED EVERY TIME STEP

COL_ TO ROW ANISOTROPY =
DELR =
DELC =

PRIMARY STORAGE COEF =

.0000000
10

1.000000
5000.000
5000.000
.200000o

FOR LAYER 1

FOR LAYER 1

TRANSMIS. ALONG ROWS FOR LAYER 1 WILL BE REAO ON UNIT 23 USING FORMAT: (5F6.2)

2 3 4 5
................................................

1 15.00 15.00 15.00 15.00 15.00
2 13.00 12.50 12.50 12.50 13.00
3 10.00 10.00 10.00 10.00 10.00
4 5.00 5.00 5.00 5.00 5.00
5 .00 .00 .00 .00 .00

SOLUTION BY THE STRONGLY IMPLICIT PROCEDURE

MAXIIIJM ITERATIONS ALL~ FOR CLOSURE =
ACCELERATION PARAMETER =

HEAO CHANGE CRITERION FOR CLOSURE'
SIP HEAD CHANGE PRINTOUT INTERVAL =

5 ITERATION PARAMETERS CALCULATED FROM SPECIFIED WSEEO = .00100000:
.OOOOOOOE+OO .B221nOE+OO .9683mE+OO .9943766E+00 .999OOOOE+OO

50
1.0000
.IOOOOE·02

1

1 STRESS PERiOO NO.1. LENGTH = 2592000.

NIJMIlER OF TIME STEPS =

MULTIPLIER FOR OELT = 1.000

INITIAL TIME STEP SIZE = 2592000.
9 WELLS
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LAYER - COL STRESS RATE WELL NO.
---------_ ..._------------------- ....._---_.-

I 2 2 •12001lE-Ol I
I 2 4 -.12001lE-Ol 2
I 3 2 .60000E-02 3
I 3 4 - .60000E-02 4
I 4 2 .5000llE-02 5
I 4 4 -.50000E-02 6
I 2 3 -1.0000 7
I 3 3 .00000 8
I 4 3 .00000 9

3 ITERATIONS FOR TIME STEP I IN STRESS

PERIOO I
1lAX1_ HEAD CIlANGE FOR EACH ITERATION:

HEAD CHANGE LAYER,_,COL HEAD CIlANGE LAYER,_.COL HEAD CHANGE LAYER,ROll,COL HEAD CHANGE LAYER,ROW.COL HEAD CIlANGE LAYER,ROW,COL

-.2602E-Ol ( I, 2, 3) -.8198E-02 ( I, 4, 2) -.5231E-03 ( I. 4, 3)

HEAD/DRAIIlOllN PRINTOUT FLAG =I TOTAL BtIlGET PRINTOUT FLAG =I CELL-BY-CELL FLOW TERM FlAG • I
OUTPUT FLAGS FOR ALL LAYERS ARE THE SAME:

HEAD ORAlllOllN HEAD ORAlllOWN
PRINTOUT PRINTOUT SAVE SAVE
-----------------------------._._-

I I 0

CONSTANT HEAD PERIOO I STEP I LAYER I - I COL I RATE .0000000
CONSTANT HEAD PERIOO I STEP I LAYER I ROll I COL 2 RATE .1700408
COIISTANT HEAD PERIOO I STEP I LAYER I ROW I COL 3 RATE .3973679
CONSTANT HEAD PERIOO. I STEP I LAYER I ROW I COL 4 RATE .1820737
CONSTANT HEAD PERIOO I STEP I LAYER I ROll I COL 5 RATE .000000o

I HEAD IN LAYER I AT END OF TINE STEP I IN STRESS PERIOO I

2 3 4 5
......................................

I .000.000.000 .000 .000
2 ***** -.012 -.029 -.013 *****
3 ***** -.012 -.017 -.013 *****
4 ***** -.010 -.012 -.011 *****
5 ***** ***** ***** ***** *****

HEAD WILL BE SAVED 011 UNIT 45 AT END OF TINE STEP 1, STRESS PERIOO I
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1 DRAIIlOlIN IN LAYER 1 AT END OF TIME STEP 1 IN STRESS PERIOD 1

1 2 3 4 5
......................................

1 .DOD.DOD .000 .DOD .000
2 ***** .012 .029 .013 *****
3 ***** .012 .017 .013 *****
4 ***** .010 .012 .011 *****
5 ***** ***** ***** ***** *****

VOI.lJlETRIC BUlGET FOR ENTIRE MODEL AT END OF TIME STEP 1 IN STRESS PERIOD 1

ClMJLATlVE VOI.lJlES

IN:

STORAGE =
CONSTANT HEAD •

WELLS·
TOTAL IN =

roT:

STORAGE •
CONSTANT HEAD •

WELLS =
TOTAL OUT .II:

IN - roT •
PERCENT DISCREPANCY =

L**3

.649271:+06

.194271:+07
59616.
.26515E+D7

.OODDD

.OODDD
•26516E+D7
.26516E+07

-75.250
.00

RATES FOR THIS TIME STEP

IN:

STORAGE =
CONSTANT HEAD •

WELLS =
TOTAL IN =

roT:

STORAGE =
CONSTANT HEAD =

WELLS =
TOTAL OUT =

IN - OUT •
PERCENT DISCREPANCY =

L**3/T

.25049

.74948

.23000E-Ol
1.0230

.OODOD

.OODOD
1.0230
1.0230

-.28968E-04
.00

TIME SUllARY AT END OF TIME STEP 1 IN STRESS PERIOD 1
SECONDS MINUTES HOORS OAYS YEARS

TIME STEP LENGTH
STRESS PERIOD TIME

TOTAL SII«JLATION TIME

•259200E+07
•259200E+07
•259200E+07

43200.0
43200.0
43200.0

720.000
720.DOD
720.000

30.0000
30.0000
30.0000

.821355E-Ol

.821355E-Ol

.821355E-Ol

11 STRESS PERIOD NO.2. LENGTH = 2592000.
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NlJMIIER OF TIME STEPS =

MULTIPLIER FOR OELT = 1.000

INITIAL TIME STEP SIZE = 2592000.
6 IlELLS

LAYER ROW COL STRESS RATE IlELL NO.

1 2 2 •12OOOE-Ol 1
1 2 4 -. 12000E-01 2
1 3 2 .6OOOOE-02 3
1 3 4 -.6OOOOE-02 4
1 4 2 .50000E-02 5
1 4 4 -.50000E-02 6

3 ITERATIONS FOR TIME STEP 1 IN STRESS PERIOD 2

1IAIl1_ NEAD CHAIlGE FOR EACH ITERATION:
HEAD CHAIlGE LAYER,ROlI.COL HEAD CHAIlGE LAYER.ROlI,COL HEAD CHANGE LAYER.ROW.COL HEAD CHANGE LAYER.ROW.COL HEAD CHANGE LAYER.ROlI.COL

•2309E-Ol ( 1. 2, 3) .6258E-02 ( 1. 3. 2) .4044E-03 ( 1• 4. 3)

HEADIDRA_ PRINTOOT FLAG =1 TOTAL BUlGET PRINTOOT FLAG =1 CELL-BY-CELL FLOW TERM FLAG =1
REUSING PREVIOOS VALUES OF 10FLG

CONSTANT HEAD PERiOIl 2 STEP 1 LAYER 1 ROll 1 COL 1 RATE .00000oo
CONSTANT HEAD PER lOll 2 STEP 1 LAYER 1 ROW 1 COL 2 RATE .4226673E-Ol
CONSTANT HEAD PERIOIl 2 STEP 1 LAYER 1 ROll 1 COL 3 RATE .5654003E-Ol
CONSTANT HEAD PERIOIl 2 STEP 1 LAYER 1 ROll 1 COL 4 RATE .559B9OOE-Ol
CONSTANT HEAD PERIOIl 2 STEP 1 LAYER 1 ROW 1 COL 5 RATE .00000oo

1 HEAD IN LAYER 1 AT END OF TIME STEP 1 IN STRESS PERIOIl 2

1 2 3 4 5

1 .000.000.000 .000 .000
2 ***** -.003 -.004 -.004 *****
3 ***** -.005 - .006 ·.006 *****
4 ***** -.006 ••007 -.008 *****
5 ***** ***** ***** ***** *****

HEAD \lILL BE SAYED ON UNIT 45 AT END OF TIME STEP 1. STRESS PERIOIl 2
1 DRA\IlOIIIl IN LAYER 1 AT END OF TIME STEP 1 IN STRESS PERIOIl 2

1 2 3 4 5
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· .
1 .000.000 .000 .000 .000
Z ***** .003 .004 .004 *****
3 ***** .005 .006 .006 *****
4 --- .006 .007 .008 ---**
S ***** ***** ***** ***** *****

VOlUMETRIC BUDGET FOR ENTIRE MODEL AT ENO OF TIME STEP 1 IN STRESS PERIOD 2

. CUMULATIVE VOLUMES L**3 RATES FOR THIS TIME STEP L**3/T.....- .......... _. ._._ ....................
IN: IN:

STORAGE • .64927E+06 STORAGE = .00000
CONSTANT HEAD = .23439E+07 CONSTANT HEAD • .15480

WELLS' •11923E+06 WELLS = .23OOOE·Ol
TOTAL IN = .31124E+07 TOTAL IN = .17780

ooT: OOT:

STORAGE & .40032E+06 STORAGE = .15444
CONSTANT HEAD • .00000 CONSTANT HEAD = .00000

WELLS = •27112E+07 WELLS I; .23000E-Ol
TOTAL OUT = .31116E+07 TOTAL ooT = .17744

IN - ooT = 835.25 IN • OUT = .35121E-03
PERCENT DISCREPANCY • .03 PERCENT DISCREPANCY = .20

TIME SUMMARY AT ENO OF TIME STEP 1 IN STRESS PERIOD 2
SECONOS MINUTES HOORS DAYS YEARS

TIME STEP LENGTH
STRESS PERIOD TIME

TOTAL SIIIlLATlON TIME
1

•259200E+07
.259200E+07
.518400E+07

43200.0
43200.0
86400.0

720.000
no.ooo
1440.00

B-IS

30.0000
30.0000
60.0000

.821355E-Ol

.821355E-Ol

.164271



BoS MOOFLOW Input Files

BASIC PACKAGE INPUT Fll.E: UNlTI.0AT

5 ROWS, 5 COLUMNS; STEADY STATE; CONSTANT HEADS ROW 1,

HEAD-l
PERLEN,NSTP,TSMULT PERIOD-l
PERLEN,NSTP,TSMULT PERIOD-2

552
a a 19 a a 22

1 IAPART,ISTRT
1(513)

SAMPLE----l LAYER,
LAYER 1; WELLS

1
11 12 a a a a

a
1

999.99
a

2592000.
2592000.

O.
1
1

1.
1.

1

3 IBOUND-l

moUND ARRAY VALUES READ FROM UNIT 24: BOUND.OAT

-1 -1 -1 -1 -1
a 1 1 1 a
a 1 1 1 a
a 1 1 1 a
a a a a a

BLOCK-CENTEREO FLOW PACKAGE INPUT FILE: UNITll.DAT

a -1 ISS,IBCFBD
a

a 1. TRPY
a 5000. DELR
0 5000. DELC
0 .2 SY-l

23 1. (5F6.2) 4 T-l

TRAN ARRAY VALUES FOR TRANSMISSIVITY READ FROM UNIT 23: TRANS.DAT

15.00 15.00 15.00 15.00 15.00 ROW 1
13.00 12.50 12.50 12.50 13.00 ROW 2
10.00 10.00 10.00 10.00 10.00 ROW 3

5.00 5.00 5.00 5.00 5.00 ROW 4
.00 .00 .00 .00 .00 ROW 5
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WELL PACKAGE INPUT Fn.E: UNIT12.DAT

9
9
1
1
1
1
1
1
1
1
1
6
1
1
1
1
1
1

o

2
2
3
3
4
4
2
3
4

2
2
3
3
4
4

MXWELL, IWELBD
ITMP (NWELLS) STRESS PERIOD 1

2 +.012
4 -.012
2 +.006
4 -.006
2 +.005
4 -.005
3 -1.
3 O.
3 O.

ITMP (NWELLS) STRESS PERIOD 2 (No pumping)
2 +.012
4 -.012
2 +.006
4 -.006
2 +.005
4 -.005

STRONGLY IMPUCIT PROCEDURE PACKAGE INPUT m.E: UNIT19.DAT

50
1.

5
.001

MXITER,NPARM
o .001 1 ACCL,ERR,IPCALC,WSEED

OUTPUT CONTROL INPUT Fn.E: UNIT22.DAT

10
o
1

-1
-1

10
1
1
1
1

45
1
1
1
1

1

1
1

B-17



APPENDIXC

GENERATING STREAM.AQUIFER COEFFICmNTS USING MODKSP

C.l Introduction

This appendix presents the detailed procedures required to generate spatially distributed
stream-aquifer response coefficients for use in a stream-aquifer management mOdel using
MOORSP (Maddock and Lacher,1991). The procedure is described graphically in Figure 5.5 of
Chapter s.

C.2 Data Preprocessing for MODKSP

The GIS and OBMS procedures used to prepare aquifer transmissivity, boundary, well, and
river reach input data files used by MOORSP are presented below.

C2.1 Aquifer Trtl1l8misstvlty

This example assumes that transmissivity data are available from published contour maps.

• Use AUTOCAD to digitize the transmissivity contour map using the PLlNE
command.

• Assign contour transmissivity values to each contour "polyline" using the TlUCK
command.

• Draw in system boundary.
• Extend all open contour lines to the system boundary.
• Ifnecessary, use GTCP to transform coordinates into UTM.
• Run the AUTOUSP program ACOTOlOR.lsp, which creates an IDRISI vector file

with each contour polyline assigned with transmissivity as the attribute.
• Use the lORISI DOCUMENT V command to create the header file for the new

transmissivity vector file, and use the system boundary as the file coordinate limits.
• Prepare a bllink raster file using the lORISI command INITIAL for use with

LlNERAS. The grid size should correspond to the grid and cell size to be used by
MOORSP. This must be defined as a binary file.

• Convert the lORISI vector file to a raster file using LlNERAS.
• Use the lORISI INTERCON command to interpolate between the contour line values

and assign transmissivity values to each raste~ grid.
• Use OVERLAY to convert transmissivity values to units to be used by MOORSP.
• Use OVERLAY with a rasterized aquifer boundary file and the transmissivity file to

assign zero to all transmissivities outside the defined aquifer boundary.
• Use CONVERT to create an ASCII lORISI image file of the final transmissivity

raster file, and save this file for use with MOORSP.



C2.2 BoundJuy File

The grOlUldwater system boundazy data required for use by MODRSP requires that each
finite grid be assigned a boundazy value:

No flow: 0
Constant head: -I
Underflow: +1

This requires that a raster based aquifer file be developed that indicates which cells are inside the
aquifer (+1) and which are outside the aquifer (0). This file can then be combined with a raster
file indicating the aquifer cells that are reservoirs, ponds, or perennial streams. For this example,
it is assumed that the source ofthe aquifer boundazy is a published map and the hydrography data
are available from TIGER files transferred to AUTOCAD.

• Use AUTOCAD to digitize in aquifer boundazy as a polyline.
• Assign an attribute value to the boundazy line using the command THICK
• Run the AUTOUSP program ACDTOIDR.1sp to create an IDRISI vector file of the

aquifer boundazy.
• Read in hydrography data from TIGER files into AUTOCAD. THAW all layers with

ponds, reservoirs, and perennial streams. Assign an attribute value different from that
used for the aquifer boundazy using the command THICK

• Run the AUTOLISP program ACDTOIDR.1sp to create an IDRISI vector file of the
constant head boundazy data.

• Use the IDRISI DOCUMENT Vcommand to make vector header files for the aquifer
boundazy and constant head boundazy lines. Use the system boundazy as the
coordinate limits.

• Use INITIAL to prepare blank binazy raster image files for both boundazy vector files.
Grid size and number ofrows and columns should correspond to the MODRSP finite
grid system.

• Use POLYRAS to rasterize the two vector boundazy files.
• The constant head grid locations must be assigned a negative value. This requires

several steps. Create an equivalent size raster file with an initial value of -1 using
INITIAL. Use OVERLAY with the MULTIPLY option to create a new constant
head raster file with negative values.

• Use OVERLAY with the COVER command to create a single file with constant head
grids having negative value attributes, normal aquifer cells with positive value
attributes, and no flow cells with a zero value attribute.

• Use CONVERT to make an ASCII image file. This file can be used directly by
MODRSP as the groundwater system boundaiy file.

C2.3 Well File .

The MODRSP Well file is used to identify the location ofeach cell in the finite difference
model for which response coefficients are to be generated. In the groundwater management
model, these grid related response coefficients can be used to represent a single well, several wells
located within the grid, or combined with response coefficients developed for other grids to model
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return flows from a recharge source, reservoir seepage, or channel loss. GIS and DBMS
techniques are well suited for generating and managing this type ofinformation. For this example,
it is assumed that well or recharge locations are available in published maps, and non-geographical
related data are available in separate databases. The Well File used by MODRSP requires the
number of wells and their row/column locations. The process for identifYing row/column grid
locations for a single well is different than for a reservoir or a channel.

• Use AUTOCAD to digitize in well data from a map as POINT data
• Use the GCTP transform package to convert well point data to UTM, ifrequired.
• Use AUTOCAD (Autodesk, Inc, 1990) database related fimctions to create attributes,

insert them into a drawing, and extract data:
o ATIDEF [defines attribute format]

ATIDISP [displays drawing attribute]
AlTEDIT [edits attribute values]
ATIEXT [extracts attribute data]

o Define an attribute with three attribute tags:
Type: Well
Well_no: Consecutive reference number
Name: Unique name for linking with external database

o Link attribute to a block using the BLOCK command.
o Use the INSERT command to recall the attribute block and assign it to each well

location point. Fill in attribute tags with proper data A short AUTOLISP
program can be written to automate the process.

o Prepare an attribute template file with an AScn text editor that includes the block
name, type, well-no, name, and location.

• Extract attribute data, along with location, as an SDF (space delimited) file using
ATIEXT.

• Import the well SDF file into DBASEN.
• Using the following formulas calculate the equivalent finite difference grid row and

column values from the x and y location fields.

[
X -X ]Column no. = /NT val miD + 1

Xunlt

and

[y - y ]
Row no. = /NTl ma;.unit val + 1

where
/NT = integer value
X , Y = well location x and y values
X , y = system boundary limits
X " y ,=grid dimension

ifColumn no. > Column _, then Column no. = Column _ ;
if Row no. > Row_, then Row no. =Row.....
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• Create another calculated field with the equivalent finite difference grid cell number
using the following equation:

Location Array (ce// no.) = (Row no. x Co/max) - (Co/max - Col no.)

• Create a database boundary file from the IORISI ASCII boundary image file. This
is accomplished by importing the boundary file to DBASEIV, adding a field called
CELL,and filling the CELL field with REC_NO( ) using the DBASE REPLACE
ALL command.

• Use the boundary file to extract only those cell locations in the well database that are
within the aquifer boundary.

• Create a new field in the extracted well database file called LAYER and fill this field
with values of 1, which represent Layer 1 in the aquifer.

• ModifY the database structure so that the LAYER, ROW, and COLUMN fields are
all integers with 10 places.

• Create an ASCII text file from the well database file that includes the LAYER, ROW,
and COLUMN fields.

• Use an ASCII text editor to add a single header line to the ASCII well file which
registers the number ofwells in the data file. This file can be used as the well data file
in MODRSP.

C2.4 Reservoir Fik

• Read in data to AUTOCAD from TIGER files, or use AUTOCAD to digitize as
polylines from published maps.

• Use the GTCP program to convert coordinates to UTM.
• Assign each reservoir a separate consecutive attribute value using the nnCK

command.
• Use the AUTOLISP program ACDTOIOR.Isp to create an IORISI vector file.
• Use DOCUMENT V to make the appropriate header file setting the coordinate limits

to those ofthe groundwater system.
• Create a blank binary raster file with grid size and row/column numbers equivalent

to that required for MODRSP.
• Convert the reservoir IORISI vector file to an IORISI raster file using POLYRAS.

Ifthe reservoir polygon covers over 50 percent of a grid, the attribute corresponding
to the reservoir attribute value will be assigned to the raster grid cell.

• Eliminate all reservoir grid cells outside the aquifer by using OVERLAY and
MULTIPLY on the aquifer boundary IORISI raster file. Use RECLASS to set all
aquifer cells to 1 and non-aquifer cells to zero in the IORIS1 aquifer boundary file, if
necessary, prior to performing the overlay. .

• Use CONVERT to create an ASCII file from the binary reservoir raster image file.
• Import the reservoir image file into DBASEIV.
• Create a new field called CELL.
• Use REPLACE ALL to fill this field with the RECNOO for each record.
• Use QUERY to extract only those records having a non-zero attribute value.
• Create calculated ROWand COLUMN fields using the following:
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if INT(Cell no.lCoJ",..) = Cell no.lCol­
then: Row no. = Cell no.lCol-

else
Row no. = INTCell no.lCoJ",..) + 1
Col no. = Cell no. - «Row no. - 1) x Col-

• Create a new field in the reservoir database file called LAYER Fill this field with
values of 1, representing Layer 1 in the aquifer.

• ModifY the database structure so that the LAYER, ROW, and COLUMN fields are
all integers with 10 places.

• Create an ASCn text file from the reservoir database file that includes the LAYER,
ROW, and COLUMN fields.

• Use an ASCn text editor to add a single header line to the ASCn reservoir file which
registers the number ofrecords in the data file. This file can be used as a Well Data
File in MODRSP.

C2.S Channel

The preparation ofa Well Data File for canals, drains, etc., as represented by a line source,
is the same as for a reservoir, except that the IORISI LlNERAS command is utilized instead of
POLYRAS to rasterize the channel vector file. Note that it is important that each channel or canal
reach being modeled in the groundwater management model is assigned its own attribute value.

C2.6 River FOe

The MODRSP River Data File provides the number ofriver segments and the unit number
directing the program where to write the response fimetion output file. Each grid containing a river
cell must be identified by Layer, Row, and Column. A streambed conductance must also be
assigned to each river cell. A series oftime based response coefficients are generated at each river
cell location as a result ofunit pumping at each cell listed in the Well File. Since a river reach may
constitute more than one grid cell, it is generally necessary to combine response coefficients from
several grid cells for use in a groundwater management model. Therefore, it is necessary to
identify which grid cells are associated with each river reach. The assignment of streambed
conductance to each cell also requires external data manipulation and calculation. GIS and DBMS
techniques are well suited for generating and managing this type ofinformation. For this example,
it is assumed that river and stream hydrography data are available from TIGER files. River
conductance is expressed as a fimction of stream width, aquifer saturated thickness, grid reach
length, and aquifer transmissivity. Stream width data are available from cross-section surveys; and
saturated thickness and transmissivity data from published maps.

Reach N"mberlReach Length

• Use AUTOCAD to view river and stream hydrography imported from TIGER files.
• Use GTCP to convert coordinates to UTM.
• Edit the AUTOCAD river and stream files so that each stream or river is represented

by a single continuous polyline.
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• Locate and use the BREAK command to separate the river or stream into reach
segments required for use in the groWldwater management model.

• Use the PEDIT and WIDlH commands to assign a consecutive attribute value to
each reach number.

• ModifY the VECBRKW.lsp file using a standard ASCn text editor. Change the xmin,
xmax, ymin, ymax, yunit, xunit values to match the groundwater system coordinates
and grid cell sizes Wlder study.

• RWl the AUTOLISP program VECBRKW.lsp. This divides each river and stream
line segment into a grid cell line segment and creates an ASCn script file.

• Load the script file into a new AUTOCAD layer.
• RWl the AUTOLISP program VECmST.lsp. This creates an ASCn text file which

contains xl,yl,x2,y2, and the stream attribute number for each grid.
• Load this file into the QUATTRO PRO file ACDPRNIN.wql using /fOOLS

IMPORT for comma delimited ascii text.
• Fill in the proper values for Xmax, Xmin, Ymin, Ymax, RoW#, Col#, Xunit, and

Yunit.
• Copy the equations for Xl, YI, COL, ROW, and CELL to all rows containing the

grid data. The actual x, y, row, column, and cell values for each set ofgrid data are
calculated, wi1h reach numbers Wlder the UNIT column and reach leng1hs under 1he
mST column.

• Create ano1her column labeled REC, and use /EDIT FILL to place consecutive
record values starting wi1h 1.

• Use /fOOLS EXTRACT VALUES commands to create an xxx.DBF file with 1he
following columns: REC, COL, ROW, CELL, UNIT, and mST.

• Follow the same procedures described above for assigning reach numbers, except use
PEDIT and WIDlH command to assign a bed width attribute values to each reach
segment.

• ModifY the VECBRKW.1sp file using a standard ASCD text editor. Change the xmin,
xmax, ymin, ymax, yunit, xunit values to match the groWldwater system coordinates
and grid cell sizes Wlder study.

• Run the AUTOLISP program VECBRKW.lsp. This divides each river and stream
line segment into a grid cell line segment, and creates an ASCD script file.

• Load the script file into a new AUTOCAD layer.
• RW1 the AUTOLISP program VECWD1H.lsp. This creates an ASCD text file which

contains the same column values as the reach attribute file, except the distance
column is absent

• Load this file into the QUATTRO PRO file ACDPRNIN.wql using /fOOLS
IMPORT as a comma delimited ascii text.

• Follow the same procedures described previously for the reach/distance calculation.
Elirninate the mST column and rename the UNIT column as WIDTIi

• Extract the REC and WIDlH columns to a xxx.dbffile.
• Join the WIDlH column to the REACHIDIST database linking on the REC field.
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Sallualed ThicJmess

This example assumes a published contour map as the source ofsaturated thickness data.

• Use AUTOCAD to digitize in saturated thickness contour map using PLINE
command.

• Assign contour saturated thickness values to each contour "polyline" using nnCK.
• Draw in system boundary.
• Extend all open contour lines to the system boundary.
• Ifnecessary use GTCP to transfonn coordinates into UTM.
• Run the Autolisp program ACDTOIORlsp. This will create an IORISI vector file

with each contour polyline assigned saturated thickness as the attribute.
• Use the IORISI DOCUMENT V command to make the header file for the new

saturated 1hickness vector file. Use the system boundary as the file coordinate limits.
• Prepare a blank raster file using INITIAL for use with LlNERAS. The grid size

should correspond to the grid and cell size to be used by MODRSP. This must be
defined as a binary file.

• Convert the IORISI vector file to a raster file using LINERAS.
• Use the IORISI INTERCON command to interpolate between the contour line values

and assign saturated 1hickness values to each raster grid.
• Use OVERLAY to convert saturated thickness values to units to be used by

MODRSP.
• Use OVERLAY with a rasterized aquifer boundary file and the saturated thickness

file to assign zero to all cells outside the defined aquifer boundary.
• Use CONVERT to make an ASCII IORISI image file ofthe final saturated thickness

raster file.

River Condllclilnce

• Import the IDRISI transmissivily and IORISI saturated thickness files into DBASEIV.
• Add a CELL field to the transmissivity and saturated thickness files using MODIFY

STRUCTURE and REPLACE ALL with RECNOO.
• Use the QUERY command to add transmissivity and saturated thickness fields to the

REACHIDISTIWIDTH dbase file, and link on CELL.
• Calculate the new field COND using the following equation based on the method of

flow nets:
T W +2e

Conductance = - L(P )
e e+ IOWp

where
T = transmissivity of the aquifer underlying the reach
.e = average saturated 1hickness ofthe aquifer along the reach
L = length ofreach
Wp = wetted perimeter ofstream equal to width ofreach

• Create a LAYER field and REPLACE ALL with 1.
• MODIFY STRUCTURE so that LAYER, ROW, and COLUMN fields have IO-digits

and no decimals, and COND has IO-digits and 5 decimal places.
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• Export LAYER, ROW, COLUMN, and COND fields to an SDF river text file.
• Use an ASCII text editor to add a single header line to the AScn river file which

registers the number of records in the data file and the unit number for the response
coefficient output file. This file can be used as the river data file in MODRSP.

C.3 Execution ofMODRSP

MODRSP is written in the FORTRAN programming language. Large model simulations
(50,000 cells) can be run on a microcomputer by compiling MODRSP using Microsoft Fortran 5.1
and running IUlder Microsoft Windows. A well documented user manual is available for
MODRSP (Maddock and Lacher, 1991).

C3.1 Input

To run MODRSP, the following input files must be prepared:

• basic data file (RBAS)
• block centered data file (RBCF)
• well package data file (RWEL)
• river package data file (RRIV)
• output format data file (OPC)
• solution procedure data file (pCG)
• bOlUldary data file (bolUld.dat)
• transmissivity data file (trans.dat)

The basic data file (RBAS) is used to assign files and unit numbers for the packages to be used to
run MODRSP.

UNIT# 1 2 3 4 5 6 7 8 9 10 11 12 13 14
RBCF RWEL RDRW RVEL RSTO RRIV REVT RALK RCHB RGHB SIP SOR PCG OPC

Instead of reading boundary data in from the basic data file (RBAS), data can be read in from a
separate data file. To read the boundary data file prepared using IDRISI,line 6 of the RBAS file
is written:

1 2 3 4 5
12345678901234567890123456789012345678901234567890

25 1 (12) -1
LOCAT ICONST FMTIN IPRN

IlO IlO A20 IlO

where
LOCAT:
ICONST:
FMTIN:

IPRN:

indicates the location ofthe data which will be put in the array
eveIY element in the array is multiplied by this constant
fonnat ofrecords containing the array values; the format must be enclosed in
parentheses; for data read in from an IORISI image file, read a single record
per line.
flag for printing array
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Instead ofreading transmissivity data in from the block centered data file (RBCF), data can
be read in from a separate data file. To read 1he transmissivity data file prepared using IDRISI, line
6 of the RBCF file is written:

1 2 3 45
12345678901234567890123456789012345678901234567890

26 1 (12) -1
LOCAT CONST FMTIN IPRN

110 FlO. 0 A20 110

where

LOCAT: indicates the location ofthe data which will be put in the array
CONST: every element in the array is multiplied by this constant
FMTIN: format of records containing the array values; the format must be enclosed in
parentheses; for data read in from an IORISI image file, read a single record per line.
IPRN: flag for printing array

To run the program, type

MODRSP

After the command prompt, the screen clears, the title MODRSP appears, and the user is asked
to supply the input and output file names for the various modules.

C3.10utput

The number ofoutput files created by MODRSP depends on the packages being used. For
this example, two output files are created: 1he main output file (MDRSP.out) and the river response
file (RIV.RF). It is the river response file that contains the groundwater response coefficients.

C.4 Data Postprocessing for MODRSP

The coefficients produced by MODRSP represent groundwater flow responses over a user
defined time period at a single river grid due to pumping of a unit discharge for a single period at
a single well. These results must be summarized by river reach and by source before they can be
used in a stream-aquifer management model. This can be a one, two, or three step process,
depending on whether each record in the well data file represents a single well, a segment of
channel reach, or reservoir, or ifmore than one well is located in a grid cell.

C4.1 RiverReaeh Sumnuuy

MODRSP determines the effects of well pumping on individual river reach grid cells.
Usually, most re8ches are composed ofa number of grid cells. Data base concepts can be used
to summarize MODRSP response coefficients by river reach.

• Use a text editor to eliminate the column titles from the river response output file.
• Import the response file to DBASEIV.
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• Use the river data base file which identifies which MODRSP grids are associated with
each river reach segment prepared during the preprocessing stage

• Use the QUERY mode to sum response coefficients by linking the two files on river
reach record number and grouping by well number, river reach unit number, and time
period.

C4.2 Source SIIIIUIUl1'J'

In the case ofreservoirs or channels where more than one cell grid is used to represent the
reservoir or channel system, the response coefficients ofseveral grids can be superimposed by the
following procedure.

• Use the river reach summary response coefficient data base
• Use the reservoir or channel database file originally developed during the

preprocessing stage.
• Use the query mode to sum response coefficients by linking the two files on well

record number and grouping by well number, reservoir or channel reach unit number,
and time period.

C4.3 MODSIM CoejJlcient FOe

Add the field TYPE to the source summary or river reach summary data base file. The value
for TYPE is assigned based on the source and use ofthe response coefficients:

1. Reservoir
2. Demand
3. Link

Use MODIFY STRUCTURE to set field widths as follows:

TYPE
WELL NO:
UNIT­
PERIOD :
RF

2 digits
4 digits
4 digits
4 digits
10 digits, 8 decimal places

Export the TYPE, WELL_NO, UNIT, PERIOD, and RF fields to an SDP ASCII text file.
Run MODCOEFF.exe to output a MODSIM compatible coefficient file.
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APPENDIXD

CASE STUDY MODRSP FILES

D.I Example Screen for Readinl Input and Output File Names

MODRSP

MAIN OUTPUT FILE (ODF)
BAS
BCF
WEL
RIV
RIVER CAPTURE RF
BOUNDARY FILE
TRANSMISSIVITY FILE
PCG

ON UNIT 36
ON UNIT 35
ON UNIT 2
ON UNIT 3
ON UNIT 9
ON UNIT 54
ON UNIT 25
ON UNIT 26
ON UNIT 13

ASSIGN TO FO~TTED FILE: MDRSP.OUT
ASSIGN TO FO~TTED FILE: RBAS
ASSIGN TO FO~TTED FILE: RBCF
ASSIGN TO FO~TTED FILE: RWEL
ASSIGN TO FO~TTED FILE: RRIV
ASSIGN TO FO~TTED FILE: RIV.RF
ASSIGN TO FO~TTED FILE: BOUND.OAT
ASSIGN TO FO~TTED FILE: TRANS.OAT
ASSIGN TO FO~TTED FILE: PCG

D.l Basic Packale Input Flle: ?BAS

SOUTH PLATTE
TEST PROBLEM

1 140 370 120 1 1
2 3 0 0 0 9 0 0 0 0 0 0 13 0

0
25 1(I2) -1

10.
2592000. 1 1.
2592000. 1 1.

D.3 Block-Centered Flow Packale Input File: 7BCF

0 0
0 1.

0 1000.

0 1000.
0 0.16 -1

30 1. (F6.3) -1

D.4 Well Packqe Input File: Well.dat

177
1
1
1

-1
54
54
55

165
167
184



0.5 WeD Package Input File: Drain.dat

246
1
1

-1
51
52

o
155
156

0.6 WeD Packaae Input File: Pond.dat

25
1
1

-1
63
65

152
184

0.7 River Package Input File: River.dat

889
1
1
1

o
10
10
11

54
343
344
343

0.00001
0.54616
0.16086
1.02508

0.8 Preeoditioned Conjujlate Gradient Input File: PCG

10
0.001

50
0.001

1
0.97 o o o

.000

.000

.000

.000

.000

o
o
o
o
o
o

2 18 11
2 18 11
2 18 11
2 18 11

0.9 Transmissivity Input File: TRANS2

0.10 Boundary Input File: BOUND2

0.11 River Response Output File: Riv.rf

1 .57943450
2 .04152328
3 .00717168
4 .00276704
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APPENDIXE

MODSIM AUGMENTATION PLAN INPUT FILES

E.! Control Data

Item

SDF
Control

File

MODRSP
Control

File
=================--=~=====-=====.==========================

UNITS
PERIOD
MODE
GW COEF FILE
MAX PRIORITY
TITLE
TOTAL NODES
RESERVOIR NODES
SPILL NODES
DEMAND NODES
IMPORT NODES
LINKS
RIVER LINKS
TOTAL PERIODS
START PERIOD
FROM PERIOD
END PERIOD

English
Monthly

Calibration
SPSDF.CFF

2450
BIJOU:SDF

281
8
8

232
o

81
o
7

1985
1
7

English
Monthly

Calibration
SPLAT.CFF

2450
BIJOU:MODRSP

281
8
8

232
o

81
o
7

1985
1
7



E.2 ADATA File: Bljou.ada

Time series data for inflows (Type 1), demands (Type 2), and reservoir evaporation
rates (Type 3)-partial data set of5O out of 1314 records Osted as an example:

TYPE NODE YEl\R MON1 MON2 MON3 MON4 MONS HON6 MON? MONS HONg MONIO MONII MON12

---------------------------------------------------._--------------~--------- ._._..-2 47 1985 0 0 0 0 827 395 0 0 0 0 0 228
2 48 1985 0 0 0 0 313 149 0 0 0 0 0 78
2 49 1985 0 0 0 0 112 53 0 0 0 0 0 30
2 51 1985 0 0 0 0 246 117 0 0 0 0 0 72
2 52 1985 0 0 0 0 112 53 0 0 0 0 0 30
2 53 1985 0 0 0 0 336 160 0 0 0 0 0 90
2 54 1985 0 0 0 0 45 21 0 0 0 0 0 12
2 55 1985 0 0 0 0 89 43 0 0 0 0 0 24
2 56 1985 0 0 0 0 89 43 0 0 0 0 0 24
2 57 1985 0 0 0 0 45 21 0 0 0 0 0 12
2 62 1985 0 0 0 0 0 102 97 238 0 6 199 0
2 65 1985 0 0 0 0 252 95 255 170 32 0 352 242
2 69 1985 0 0 0 0 88 35 64 39 0 0 78 62
2 70 1985 0 0 0 0 34 14 25 15 0 0 30 24
2 71 1985 0 0 0 0 34 14 25 15 0 0 30 24
2 72 1985 0 0 0 0 54 22 39 24 0 0 48 38
2 73 1985 0 0 0 0 34 14 25 15 0 0 30 24
2 74 1985 0 0 0 0 7 80 275 508 1588 1138 122 815
2 75 1985 0 0 0 0 104 33 128 86 106 261 219 143
2 76 1985 0 0 0 0 51 16 62 42 51 127 106 70
2 77 1985 0 0 0 0 36 11 44 29 36 89 75 49
2 78 1985 0 0 0 0 18 6 22 15 18 45 37 25
2 79 1985 0 0 0 0 24 7 29 20 24 60 50 33
2 80 1985 0 0 0 0 18 6 22 15 18 45 37 25
2 81 1985 0 0 0 0 30 9 37 25 30 75 62 41
2 82 1985 0 0 0 0 18 6 22 15 18 45 37 25
2 83 1985 0 0 0 0 0 2 16 19 33 70 10 3
2 84 1985 0 0 0 0 0 0 55 92 50 174 47 10
2 88 1985 0 0 0 0 0 0 0 0 21 31 0 0
2 90 1985 0 0 0 0 0 0 9 0 0 23 0 0
2 94 1985 0 0 0 0 0 0 0 0 4 40 12 0
2 95 1985 0 0 0 0 0 0 0 11 57 284 0 0
2 97 1985 0 0 0 0 0 0 0 0 0 16 0 0
2 100 1985 0 0 0 0 0 0 29 0 11 23 14 9
2 101 1985 0 0 0 0 0 0 0 10 13 25 0 0
2 102 1985 0 0 0 0 0 0 0 36 47 88 2 0
2 103 1985 0 0 0 0 0 0 7 14 19 73 7 0
2 104 1985 0 0 0 0 0 0 0 0 60 47 7 0
2 105 1985 0 0 0 0 0 0 0 0 13 18 0 0
2 106 1985 0 0 0 0 0 0 7 21 0 30 3 0
2 107 1985 0 0 0 0 0 0 0 0 0 23 0 0
2 108 1985 0 0 0 0 0 0 0 0 70 63 5 0
2 109 1985 0 0 0 0 0 0 12 0 65 106 7 1
2 110 1985 0 0 0 0 0 2 9 14 16 31 7 2
2 112 1985 0 0 0 0 0 0 0 0 0 36 0 0
2 113 1985 0 0 0 0 0 0 0 5 76 223 0 1
2 115 1985 0 0 0 0 0 0 3 0 0 13 0 0
2 116 1985 0 0 0 0 0 0 0 19 25 46 1 0
2 119 1985 0 0 0 0 0 0 11 27 12 50 0 2
2 121 1985 0 0 0 0 0 0 0 0 0 47 0 7
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E.3 Node Names: Nodes.dat (281 records)

Node Name
=============~==================

1 KERSEY GAGE
2 CROW CREEK INFLOW
3 EMPIRE INLET
4 RIVERSIDE INLET
5 BOX ELDER CREEK INFLOW
6 HARDIN INLET
7 BIJOU INLET
8 WELD CTY RESERVOIR
9 CORONA INLET

10 RIVERSIDE OUTLET
11 LOST CREEK INFLOW
12 JACKSON LAKE INLET
13 WELDON VALLEY INLET
14 KIOWA CREEK INFLOW
15 JACKSON LAKE OUTLET
16 FT. MORGAN CANAL INLET
17 WELDONA GAGE
18 WELDON VALLEY RETURN
19 NARROWS RES INLET
20 BIJOU CREEK INFLOW
21 DUELL&SNYDER!UPPER PLATTE INLET
22 BADGER CREEK INFLOW
23 LOWER PLATTE & BEAVER CANAL INLET
24 TREMONT INLET
25 WILDCAT CREEK INFLOW
26 GILL & STEVENS INLET
27 SNYDER INLET
28 TROWEL INLET
29 BEAVER CREEK INFLOW
30 NORTH STERLING INLET
31 TETSEL DITCH
32 PREWITT INLET
33 BALZAC GAGE
34 BOX ELDER CREEK TRIB
35 LOST CREEK TRIB
36 KIOWA CREEK TRIB
37 BIJOU CREEK TRIB
38 BADGER CREEK TRIB
39 BEAVER CREEK TRIB
40 CROW CREEK TRIB
41 RIVERSIDE OUTLET
42 JACKSON LAKE OUTLET
43 WELDON VALLEY OUTLET
44 WIDCAT CREEK TRIB
45 LOST CK WEST INLET
46 LOST CK EAST INLET
47 BIJOU RCH #1
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Node Name
========---=====================

48 BIJOU RCH #2
49 BIJOU RCH #3
50 MILLIRON INLET
51 BIJOU RCH #4
52 BIJOU RCH #5
53 BIJOU RCH #6
54 BIJOU RCH #7
55 BIJOU RCH #8
56 BIJOU RCH #9
57 BIJOU RCH #10
58 WEIMER INLET
59 BIJOU RCH #11
60 BIJOU RCH #12
61 BIJOU RCH #13
62 CHASE RES
63 LOST CRK WEST
64 LOST CRK EAST
65 WEINGART
66 WEINER
67 PUTNAM
68 MILLIRON DRAW
69 KIOWA RCH #1
70 KIOWA RCH #2
71 KIOWA RCH #3
72 KIOWA RCH #4
73 KIOWA RCH #5
74 BIJOU #2 RES
75 BIJOU CRK RCH #1
76 BIJOU CRK RCH #2
77 BIJOU CRK RCH #3
78 BIJOU CRK RCH #4
79 BIJOU CRK RCH #5
80 BIJOU CRK RCH #6
81 BIJOU CRK RCH #7
82 BIJOU CRK RCH #8
83 WELL1 013387
84 WELL2 013440F
85 WELL3 013442F
86 WELL4 013443F
87 WELLS 013444F
88 WELL6 0223R
89 WELL7 0396
90 WELL8 0405
91 WELL9 04235F
92 WELL10 04300F
93 WELL11 0554
94 WELL12. 0555
95 WELL13 0591
96 WELL14 0593
97 WELL15 0858
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Node Name
-==-====~~==-==-===-----~-=====

98 WELLl6 10013
99 WELL17 10301

100 WELL18 10303
101 WELL19 10304
102 WELL20 10305
103 WELL21 10306
104 WELL22 10358
105 WELL23 10439
106 WELL24 10574
107 WELL25 10575
108 WELL26 10576
109 WELL27 10577
110 WELL28 10582
111 WELL29 10584-RF238
112 WELL30 10585
113 WELL31 10588
114 WELL32 10805
115 WELL33 10806
116 WELL34 11015
117 WELL35 11016
118 WELL36 11121
119 WELL37 11122
120 WELL38 11345F
121 WELL39 11483
122 WELL40 11520
123 WELL41 12077
124 WELL42 12080
125 WELL43 12339
126 WELL44 12350
127 WELL45 12351
128 WELL46 12352
129 WELL47 12355
130 WELL48 12359
131 WELL49 12360
132 WELL50 12366
133 WELL51 12369
134 WELL52 12370
135 WELL53 12371
136 WELL54 12372
137 WELL55 1251
138 WELL56 1252
139 WELL57 1262
140 WELL58 12657
141 WELL59 12659
142 WELL60 1267
143 WELL61 1289
144 WELL62 13636
145 WELL63 14336F
146 WELL64 1434
147 WELL65 14618

E-5



Node Name
===========================---==

148 WELL66 14619
149 WELL67 14620
150 WELL68 14643
151 WELL69 1475(R74)
152 WELL70 1476
153 WELL71 15158(RF1039}
154 WELL72 16112
155 WELL73 1666
156 WELL74 1675
157 WELL75 1777
158 WELL76 1778
159 WELL77 1779
160 WELL78 1780
161 WELL79 1781
162 WELL80 1782
163 WELL81 1859
164 WELL82 1941
165 WELL83 1942
166 WELL84 1945
167 WELL85 1947
168 WELL86 1968
169 WELL87 1969
170 WELL88 2019-1
171 WELL89 2019-2
172 WELL90 21216
173 WELL91 22124F
174 WELL92 2423F
175 WELL93 3060
176 WELL94 3838F
177 WELL95 4202F
178 WELL96 4203F
179 WELL97 4204F
180 WELL98 429
181 WELL99 4418
182 WELL100 4544F
183 WELL101 4561
184 WELL102 4743F
185 WELL103 5367F
186 WELL104 5711F
187 WELL105 5858F
188 WELL106 5870
189 WELL107 5963
190 WELL108 5995
191 WELL109 6053F
192 WELL110 6118
193 WELL111 6120
194 WELL1J,2 6121
195 WELLl13 6181F
196 WELL114 6250
197 WELL115 6256

E-6



Node Name
================================

198 WELL116 6333
199 WELLl17 6335F
200 WELLl18 6335F(10807F)
201 WELL119 6337
202 WELL120 6481
203 WELL121 6482
204 WELL122 6545F
205 WELL123 6568
206 WELL124 6663
207 WELL125 6665
208 WELL126 6666
209 WELL127 6681
210 WELL128 6685
211 WELL129 6702
212 WELL130 6853
213 WELL131 6878F
214 WELL132 6964
215 WELLl33 6968
216 WELL134 6971
217 WELL135 6976
218 WELL136 6978
219 WELL137 7032
220 WELL138 7128
221 WELL139 7132
222 WELLl40 7133
223 WELL141 7134
224 WELL142 7135
225 WELL143 7137
226 WELL144 7138
227 WELL145 7139
228 WELL146 7251
229 WELL147 7333
230 WELL148 7335
231 WELL149 7336
232 WELL150 762
233 WELL151 8204
234 WELL152 8209
235 WELL153 8210
236 WELL154 8290
237 WELL155 8301
238 WELL156 8313
239 WELL157 8314
240 WELL158 8315
241 WELL159 8341
242 WELL160 8341A
243 WELL161 8342
244 WELL162 8348
245 WELL163 8350
246 WELL164 8351
247 WELL165 8352

E-7



Node Name
================================

248 WELL166 8384
249 WELL167 8419
250 WELL168 8420
251 WELL169 8422
252 WELL170 8423
253 WELL171 8431
254 WELL172 8432
255 WELL173 8476
256 WELL174 8510
257 WELL175 8512
258 WELL176 8554
259 WELL177 8638
260 WELL178 8644
261 WELL179 8648
262 WELL180 8649
263 WELL181 8650
264 WELL182 8654
265 WELL183 8843
266 WELL184 9071F
267 WELL185 Rl1524-01
268 WELL186 R148 (11212)
269 WELL187 R15364
270 WELL188 R15365
271 WELL189 R218(7146)
272 WELL190 R225(7126)
273 WELL191 R260(1269)
274 WELL192 R5913
275 WELL193 R6687
276 WELL194 R7174
277 WELL195 R8289
278 WELL196 RF634(11482)
279 WELL197 RF671(6001)
280 WELL198 RF681(8639)
281 WELL199 RF802(8267)
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E.4 Reservoir Data File: Res.dat (9 records)

NODE CAP MAX CAP MIN CAP BEG PRIORITY TARGET SPL PRI
1 900000 0 900000 10 0 2

33 900000 0 0 20 0 1
34 900000 0 900000 30 0 3
35 900000 0 900000 40 0 4
36 900000 0 900000 50 0 5
37 900000 0 900000 60 0 6
38 900000 0 900000 70 0 7
39 900000 0 900000 80 0 8
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E.5 Demand Data FUe: Demand.dat (partiaillsting. 50/232 records)

NODE DEMAND PRIORITY TYPE SEEPG GN_RTN PCAP PCOST SPYLD TRANS DIST GN_DEPN
-----------------------.._.._.._._ ------------._-----------._.----------_._---------------

41
48
49
51
52
53
54
55
56
51
59
60
61
62
63
64
65
66
68
69
10
11
12
13
14
15
16
11
18
19
80
81
82
83
84
85
86
81
88
89
90
91
92
93
94
95
96
91
98
99

o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o
o

100
110
120
130
140
150
160
110
180
190
200
210
220
230
240
250
260
210
280
290
300
310
320
330
340
350
360
310
380
390
400
410
420
430
440
450
460
410
480
490
500
510
520
530
540
550
560
510
580
590

0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5

33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33

E-IO

10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000
10000

125
350
210
150
611

1590
3310
4815
5550
5800
5225
4915
1100
1825

30
100

5880

30
150
480
210
120

30
3310
5010
4320
3630
3000
2430
1920
1470
1080
1503
1669
1625

389
1394
2410
150
851

5532
5046
2934
2664
3213
4315
3014

156
2877

133.7133.7
133.7133.7
133.7133.7
133.1 133.1
133.1133.1
133.7133.7
133.1 133.1
133.1 133.1
133.1 133.1
133.1 133.1
133.1 133.1
133.7 133.7
133.1 133.1
133.1 133.1
133.1 133.1
133.1133.1
133.7 133.7
133.7133.7
133.1 133.1
133.1133.1
133.1 133.1
133.7 133.7
133.1133.1
133.1133.1
133.7 133.7
133.7133.7
133.1 133.1
133.7 133.7
133.1133.1
133.7 133.7
133.1 133.1
133.1 133.1
133.1 133.1
133.7 133.7
133.1 133.1
133.1133.1
133.1133.1
133.1133.1
133.1 133.1
133.1133.1
133.1 133.1
133.1 133.1
133.1 133.1
133.1133.1
133.1 133.1
133.1 133.1
133.1 133.1
133.7 133.7
133.7 133.7
133.1 133.1

33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33



E.6 Link Data File: Link.dat (81 records)

LINK NJ\ME BEG_NODE END_NODE MAX_CAP MIN_CAP---________________________~~a_________________________g ____________

I SPLATTE RCHI 1 2 10000 0
2 SPLATTE-RCH2 2 3 10000 0
3 SPLATTE-RCH3 3 4 10000 0
4 SPLATTE-RCH4 4 5 10000 0
5 SPLATTE-RCH5 5 6 10000 0
6 SPLATTE-RCH6 6 7 10000 0
7 SPLATTE-RCH7 7 8 10000 0
8 SPLATTE-RCH8 8 9 10000 0
9 SPLATTE-RCH9 9 10 10000 0

10 SPLATTE-RCHI0 10 11 10000 0
11 SPLATTE-RCH11 11 12 10000 0
12 SPLATTE-RCHI2 12 13 10000 0
13 SPLATTE-RCHI3 13 14 10000 0
14 SPLATTE-RCH14 14 15 10000 0
15 SPLATTE-RCHI5 15 16 10000 0
16 SPLATTE-RCHI6 16 17 10000 0
17 SPLATTE-RCHI7 17 18 10000 0
18 SPLATTE-RCHI8 18 19 10000 0
19 SPLATTE-RCHI9 19 20 10000 0
20 SPLATTE-RCH20 20 21 10000 0
21 SPLATTE-RCH21 21 22 10000 0
22 SPLATTE-RCH22 22 23 10000 0
23 SPLATTE-RCH23 23 24 10000 0
24 SPLATTE-RCH24 24 25 10000 0
25 SPLATTE-RCH25 25 26 10000 0
26 SPLATTE-RCH26 26 27 10000 0
27 SPLATTE-RCH27 27 28 10000 0
28 SPLATTE-RCH28 28 29 10000 0
29 SPLATTE-RCH29 29 30 10000 0
30 SPLATTE-RCH30 30 31 10000 0
31 SPLATTE-RCH31 31 32 10000 0
32 SPLATTE-RCH32 32 33 10000 0
33 CROW CREEK 40 2 10000 0
34 BOX ELDER CRK 34 5 10000 0
35 RIVERSIDE OUT 41 10 10000 0
36 LOST CREEK 35 11 10000 0
37 KIOWA CREEK 36 14 10000 0
38 JACKSON OUT 42 15 10000 0
39 WELDONA RTN 43 18 10000 0
40 BIJOU CREEK 37 20 10000 0
41 BADGER CREEK 38 22 10000 0
42 WILDCAT CREEK 44 25 10000 0
43 BEAVER CREEK 39 29 10000 0
44 BIJOU RCHIA 7 45 0 0
45 BIJOU-RCHIB 45 46 0 0
46 BIJOU-RCHIC 46 47 0 0
47 BIJOU-RCH2 47 48 0 0
48 BIJOU-RCH3 48 49 0 0
49 BIJOU-RCH4A 49 50 0 0
50 BIJOU-RCH4B 50 51 0 0
51 BIJOU-RCH5 51 52 0 0
52 BIJOU-RCH6 52 53 0 0
53 BIJOU-RCH7 53 54 0 0
54 BIJOU-RCH8 54 55 0 0
55 BIJOU-RCH9· 55 56 0 0
56 BIJOU-RCHI0 56 57 0 0
57 BIJOU-RCH11A 57 58 0 0
58 BIJOU-RCHIIB 58 59 0 0
59 BIJOU-RCHI2 59 60 0 0
60 BI JOU- RCH13 60 61 0 0
61 CHASE- 61 62 0 0
62 LOST CRK WEST 62 63 0 0
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LINK N!\ME BEG_NODE ENDJlODE M1\X_ClIP MIN_ClIP

-------------------------------------------------==-==--===---=--===--
63 LOST CRK EAST 63 64 0 0
64 WEINGART 57 65 0 0
65 WEIMER 58 66 0 0
66 PUTMIIN 47 67 0 0
67 MILLIRON DRAW 50 68 0 0
68 KIOWl\ RCH1 51 69 0 0
69 KIOWl\-RCH2 69 70 0 0
70 KIOWl\-RCH3 70 71 0 0
71 KIOWl\-RCH4 71 72 0 0
72 KIOWl\- RCH5 72 73 0 0
73 BIJOUi2 RES 53 74 0 0
74 BIJOU ciuo. 74 75 0 0
75 BIJOU-CRK2 75 76 0 0
76 BIJOU-CRK3 76 77 0 0
77 BIJOU-CRK4 77 78 0 0
78 BIJOU-CRK5 78 79 0 0
79 BIJOU-CRK6 79 80 0 0
80 BIJOU-CRK7 80 81 0 0
81 BIJOU::CRK8 81 82 0 0
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E.7 Coefficient File Developed From MODRSP: SPLAT.cft"
(partial Iisting- 50/1079 records,5/89 fields)

REC FROM TO TYPE PERl
===================================

1 47 33 1 0.53636610
2 47 7 2 0.03102195
3 47 10 2 0.14438130
4 47 11 2 0.01065870
5 47 12 2 0.01317517
6 47 13 2 0.03215321
7 47 14 2 0.00001510
8 47 35 3 0.10303790
9 48 33 1 0.31429420

10 48 11 2 0.00000000
11 48 12 2 0.00000287
12 48 13 2 0.06543054
13 48 14 2 0.02555172
14 48 35 3 0.00000000
15 48 36 3 0.00009090
16 49 33 1 0.36024230
17 49 13 2 0.00305342
18 49 14 2 0.01998124
19 49 36 3 0.00321241
20 51 33 1 0.21155280
21 51 13 2 0.00026886
22 51 14 2 0.02015051
23 51 15 2 0.00000000
24 51 16 2 0.00000000
25 51 36 3 0.13159960
26 51 37 3 0.00000000
27 52 33 1 0.22280620
28 52 14 2 0.00036297
29 52 15 2 0.00011321
30 52 16 2 0.00027424
31 52 17 2 0.00000000
32 52 36 3 0.55826090
33 52 37 3 0.00028512
34 53 33 1 0.14946590
35 53 14 2 0.00023619
36 53 15 2 0.00046862
37 53 16 2 0.00178601
38 53 17 2 0.00012344
39 53 18 2 0.00000000
40 53 20 2 0.00000000
41 53 36 3 0.05945479
42 53 37 3 0.01826917
43 54 33 1 0.11553850
44 54 15 2 0.00000000
45 54 16 2 0.00000000
46 54 17 2 0.00000000
47 54 36 3 0.00013715
48 54 37 3 0.31816840
49 55 33 1 0.10396390
50 55 17 2 0.00000000
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E.8 Retum Data File: Rm.dat
(partial HstinaSO/1079 records)

ITYPE INODE TYPE2 INODETO
=========-====================

2 47 1 7
2 47 1 10
2 47 1 11
2 47 1 12
2 47 1 13
2 47 1 14
2 47 1 35
2 48 1 11
2 48 1 12
2 48 1 13
2 48 1 14
2 48 1 35
2 48 1 36
2 49 1 13
2 49 1 14
2 49 1 36
2 51 1 13
2 51 1 14
2 51 1 15
2 51 1 16
2 51 1 36
2 51 1 37
2 52 1 14
2 52 1 15
2 52 1 16
2 52 1 17
2 52 1 36
2 52 1 37
2 53 1 14
2 53 1 15
2 53 1 16
2 53 1 17
2 53 1 18
2 53 1 20
2 53 1 36
2 53 1 37
2 54 1 15
2 54 1 16
2 54 1 17
2 54 1 36
2 54 1 37
2 55 1 17
2 55 1 36
2 55 1 37
2 56 1 22
2 56 1 37
2 57 1 20
2 57 1 21
2 57 1 22
2 57 1 37
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APPENDIXF

BUOU IRRIGATION COMPANY AUGMENTATION PLAN WELL DATA

Item Permit No. SDF Owner Location
••----- --==-==-=••==••••••••••••••••••••

1 013387
2 013440F
3 013442F
4 013443F
5 013444F
6 0223R
7 0396
8 0405
9 04235F

10 04300F
11 0554
12 0555
13 0591
14 0593
15 0858
16 10013
17 10301
18 10303
19 10304
20 10305
21 10306
22 10358
23 10439
24 10574
25 10575
26 10576
27 10577
28 10582
29 10584-RF238
30 10585
31 10588
32 10805
33 10806
34 11015
35 11016
36 11121
37 11122
38 11345F
39 11483
40 11520
41 12077
42 12080
43 12339
44 12350
45 12351
46 12352
47 12355
48 12359
49 12360
50 12366

1503 WEST GREELEY FARMS
1669 COOPER LAND CO
1625 COOPER LAND CO

389 COOPER LAND CO
1394 COOPER LAND CO
2470 MILLER DAVID

750 MCCREERY ET AL
851 MCCREERY ET AL

5532 NEB DAVE JR
5046 HOFF LESLIE
2934 LARRICK WM
2664 LARRICK WM
3273 I!'UERST POTATO GROWERS
4315 I!'UERST POTATO GROWERS
3014 SNODGRASS FARM

156 CHESTER ANSLEY ET AL
288PROPP MELVIN

5384 WEIMER HAROLD
401 KEAGY LEONARD
549 KEAGY LEONARD

2011 AMEN HARRY J
4140 BOHL KENNETH
5650 RUPPEL PETE
1756 HOFFNER ALEX
5640 FRITZLER GABRIEL
5640 TORMOHLEN MILTON
5399 3-T CATTLE COMPANY
1408 SCHLUNDT ALEX
2298 KROSKOB WILLIAM
5693 NEB DAVE JR

537 BENDER THOMAS
4655 EUFRACIO ROMERO
4722 EUFRECIO ROMERO

490 TOMKY DARWIN
1107 CHALK WINFORD
1041 COOPER LAND CO
1263 COOPER LAND CO
3232 MORGENTHALER LUELLA

147 STEWART COMBS
110 KINGSBURY CK

2206 SAGEL ARTHUR
5390 NUKAYA BILL
2452 SHEPPARD ROBERT
2476 CHMELKA RICHARD
1783 BEAUPREZ ANTHONY TRUST
2382 HEITSCHMIDT ~YNE

5578 GROVES LARRY
270 SCHNEIDER HARLAN

4117 FISCUS ARNOLD
3630 RUSCH JOHN R JR

SWNE 12-04-60
NWNW 11-03-58(S)
NWNW 11-03-58(N)
SWSE 01-03-58
SESW 02-03-58
NESW 22-04-59
SWNE 02-03-58 (E)
SWNE 02-03-58(W)
SENW 21-03-58(S)
NWNE 19-03-58(N)
SWSE 09-03-58
NWSE 09-03-58
SWSE 36-04-59
SWNE 35-04-59
NWNW 15-03-58
NWNW 28-04-61
NWSE 07-03-58
SWSE 13-03-59
NWNW 01-03-58
SWNW 01-03-58
SWNW 13-03-58
NWNW 25-03-58
SESW 13-03-59
SWSE 03-03-58
SWSW 29-04-58
NWSW 32-03-57
SWSE 31-03-57
NWNE 11-03-58
SWNE 14-03-58(W)
SENW 21-03-58(N)
SENW 14-04-60
SWNE 13-03-59(N)
SWNE 13-03-59(S)
SWSE 35-04-58
SESW 34-04-58
NWNW 12-03-58
SWNW 12-03-58
SENW 28-04-59
NWNE 29-04-61
SWSW 20-04-61
SWNW 09-03-58
SWSW 11-03-59
SWSE 10-03-58
NWSW 20-03-57
NWNE 31-04-58
SWSW 31-04-58
SWNE 10-03-59
SWNE 26-04-61
SWSW 29-03-57
SWSW 24-03-58



Item PeJ:lllit No. SDF owner Location••••••••••---_._-._-_•••••••••••••••••••-_.-•••_=••-••••••••••••••••••••
51 12369
52 12370
53 12371
54 12372
55 1251
56 1252
57 1262
58 12657
59 12659
60 1267
61 1289
62 13636
63 14336F
64 1434
65 14618
66 14619
67 14620
68 14643
69 1475(R74)
70 1476
71 15158(RF1039)
72 16112
73 1666
74 1675
75 1777
76 1778
77 1779
78 1780
79 1781
80 1782
81 1859
82 1941
83 1942
84 1945
85 1947
86 1968
87 1969
88 2019-1
89 2019-2
90 21216
91 22124F
92 2423F
93 3060
94 3838F
95 4202F
96 4203F
97 4204F
98 429
99 4418

100 4544F
101 4561
102 4743F
103 5367F
104 5711F
105 5858F
106 5870
107 5963
108 5995
109 6053F
110 6118
111 6120
112 6121
113 6181F
114 6250

1353 BROOKS Bl\RBARA
4736 SAGEL E~
2435 SOUTHARD JOE
6176 TORMOHLEN MILTON
5704 MAROLF PERRY
5378 NEB DON
3443 REHKOP FRED
7560 WINDSHEIMER VERN
6417 3-T CATTLE COMPANY
2219 PEYTON WJ
1639 STALEY ROBERT
4621 STUMP CLARENCE
5201 HOFF LESLIE

46 FARMERS HOME ADMIN
3080 GRAFF TURF
2239 YEAROUS HOWARD
4078 GRITZZFELD FARM
3446 DILL DOUGLAS

69 FARMERS HalE ADMINI
91 FARMERS HOME ADMIN

4673 SAGEL E~
1125 BEAUPREZ ANTRUST
2226 KROSKOB WILL~

1983 WEITZEL GLENN
4107 LAUCK GEORGE
2889 BAUER ELMER
2884 BAUER ELMER
5396 EISENACH MARLIN
5733 EISENACH MARLIN
5359 NUKAYA BILL
1599 SNODGRASS FARMS
6252 WEIMER WILMA
6328 WEIMER WILMA
5192 ROGERS JOlIN
6241 WACKER HENRY
1960 THOMPSON JAMES
3075 BURKHART R
4877 STEIN CHARLES
4863 STEIN CHARLES
5070 SIMMONS CE

510STARK HAROLD
5125 PUETT FARMS
5186 TRIPP JERRY

604 BENDER THOMAS
6582 BILLINGS ESTAXE
6750 BILLINGS ESTAXE
5455 WEIMER DAVID
2793 TIMCHUIA HELEN

171 SCHNEIDER IIARLl\N
4032 FUERST POTAXO GROWERS
2690 WATSON ALBERT
2214 KRENING RJ

557 CHRISTENSEN LARRY
3983 SHORT FARM
1831 BECKER ALBERT
2307 SHEPPARD DlINIEL
5770 GROVES LARRY
5101 STARK HAROLD
3749 BEAUPREZ OSCAR
4284 STUMP CLARENCE
3360 KIRK DERN I
3365 KIRK DERN I
2435 BLG ASSOC
2670 KOSMRN JACOB JR

F·2

SWNE 03-03-58
NWSW 18-03-58 (W)
NWNW 31-04-58
SWSW 32-03-57
SWNW 10-03-59
SWSE 03-03-59
SWNW 29-03-57
SENW 06-02-57
SESW 31-03-57
SWNE 19-03-57
SWSW 12-03-58
SESW 31-03-57
NWNE 19-03-58(S)
SENE 19-04-61
SWNE 36-04-59
NWSW 13-03-58
SESW 29-03-57
SWSE 24-03-58
SWSE 19-04-61
SESE 19- 04- 61
NWSW 18-03-58 (E)
NWNW 32-04-58
SWNE 14-03-58 (E)
SWSE 11-03-58
SWNW 17-03-58
NWNE 15-03-58
SWNE 15-03-58
SWNE 21-03-58(N)
SWNE 21-03-58(S)
NWSW 11-03-59
NWSE 13-03-58
$WNW 24-03-59(N)
$WNW 24-03-59(S)
SWNW 32-03-57
SESE 31-03-57
NEW 08-03-58
SWSW 19-03-57
NWNW 20-03-58(S)
NWNW 20-03-58(N)
NWSE 13-03-59
SWSE 11-03-59
SESW 25-03-58
SWSW 02-03-59
NESW 14-04-60
SESE 36-03-58(N)
SESE 36-03-58(S)
SWSE 13-03-59
SWSE 09-03-58
NWNE 28-04-61
SWNW 01-03-59
NWSE 14-03-58
NWNE 24-03-58
SWSE 09-04-59
SESE 29-03-57
NEW 30-04-58
SWSW 11-03-58
SWSE 14-03-59
SWSE 11-03-59
NESE 12-03-59
NWSE 25-03-58
SWNW 07-03-58 (E)
SWNW 07-03-58(W)
SWNW 19-03-57
NWSW 10-03-58



Item Pennit No. SDF owner Location..............................__ - .
115 6256
116 6333
117 6335F
118 6335F(10807F)
119 6337
120 6481
121 6482
122 6545F
123 6568
124 6663
125 6665
126 6666
127 6681
128 6685
129 6702
130 6853
131 6878F
132 6964
133 6968
134 6971
135 6976
136 6978
137 7032
138 7128
139 7132
140 7133
141 7134
142 7135
143 7137
144 7138
145 7139
146 7251
147 7333
148 7335
149 7336
150 762
151 8204
152 8209
153 8210
154 8290
155 8301
156 8313
157 8314
158 8315
159 8341
160 834lA
161 8342
162 8348
163 8350
164 8351
165 8352
166 8384
167 8419
168 8420
169 8422
170 8423
171 8431
172 8432
173 8476
174 8510
175 8512
176 8554
177 8638
178 8644

2307
1503 WEST GREELEY EARMS

936 LORENZINI DON
.936 USA (3-T)
247 HART LEO C

5506 AMBROSE WE JR
5295 AMBROSE WE JR
5291 NEB DON
1167 RARICK CLAYTON
4070 LIND DANIEL
4485 SCHEIRMAN RUDY
4552 SCHEIRMAN RUDY

385 PUETT FARMS
1464 WUNSCH WILLIAM

903 SCHEIRMAN CONRAD
1220 RARICK ALLEN
3646 RUSCH JOHN R JR
2387 SCHLOLHAUER STEVE
1682 WHITE KENNETH
1273 NEILL DWIGHT
1794 SOUTHWORTH FARMS
1828 PEAVEY OTIS
1483 WEIMER ADAM SR

851 TOMKY DARWIN
2367 NANCY PUETT WALLEN
3955 PUETT FARMS
2385 DILL DONALD
4437 BOHL KENNETH
1604 WEIMER ADAM SR
4320 NEB JOHN

772 ANDERSON ROBERT
599 BENDER THOMAS

1080 FRIES HAROLD
1773 CARLSON ROY H
1294 CARLSON ROY H

864 CRUMLEY LH
39 YOCl\M FLOYD W

5112 REHKOP DONALD
5000 REHKOP DONALD
4002 LARRICK WM
5126 3-T CATTLE COMPANY
2659 FORT MORGAN LIVESTOCK
4464 SCHREINER ADAM
4345 SCHREINER ADAM
2317 LIND DAN

303MCARTH11R LP
3027 MCARTHUR LP
1942 WUNSCH WILLIAM
3413 COOPER LAND CO
3228 GELROTH HERMAN
1805 WEIMER ADAM SR

931 SOUTHARD JACK
2015 CARLSON ROY H
1720 GIOOIAM RALPH B
4514 LIND DAVE JR
4520 LIND DAVE JR
2538 COLUMBIA CHARLES
2472 COLUMBIA CHARLES
5188 SAUER ELDON ET AL
2601 BURKHART RICHARD
2768 MORGAN BOYER
2646 BLG ASSOC

728 BENDER DAVID
4090 COMM BANK STERL
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SWNW 18-04-59
SESW 13-04-59
NENW 24-04-59
SWNW 27-04-61
SWNW 21-03-58
NWNW 21-03-58
SESE 03-03-59
NENW 03-03-58
SENW 17-03-58
NWSE 18-03-58 (S)
NWSE 18-03-58 (N)
SWNE 01-03-58
NWSW 18-03-57
SWSW 01-03-58
NWNE 03-03-58
SESE 23-03-58
NWSE 08-03-58
SWSE 18-03-57
SWNW 18-03-57
NWSE 11-03-58
SWSE 02-04-58
SWSE 19-04-58
SWNE 29-04-58
SWNW 10-03-58
NENE 26-03-58
NWNW 14-03-58
NESW 25-03-58
SESW 19-04-58
SWNE 18-03-58
SESW 01-03-58
NWNE 14-04-60
SENE 18-03-57
SWSE 04-03-58
NWSE 04-03-58
SWNE 12-03-58
SWNW 21-04-61
NWNE 20-03-58(S)
NWNE 20-03-58 (N)
SWSE 30-03-57
NENE 31-03-57
SESE 14-03-58
NWSW 17-03-58 (S)
NWSW 17-03-58(N)
NWSW 09-03-58
NENE 16-03-58
NENE 16-03-58
SWSW 18-03-57
NWNW 30-03-57
SESE 24-03-57
SWNE 30-04-58
SWSW 07-03-57
NWNE 09-03-58
NWSW 03-03-58
SWNW 18-03-58 (N)
SWNW 18-03-58(S)
SENE 07-03-58
&wNW 08-03-58
NENW 14-03-59
NWSE 19-03-57
SWSW 20-03-57
NESW 19-03-57
SWSW 12-04-60
SWNE 25-03-58



Item Permit No. SDF owner Location.............-_ .
179 8648
180 8649
181 8650
182 8654
183 8843
184 9071F
185 R11524-01
186 R148(11212)
187 R15364
188 R15365
189 R218 (7146)
190 R225(7126)
191 R260 (1269)
192 R5913
193 R6687
194 R7174
195 R8289
196 RF634 (11482)
197 RF671 (6001)
198 RF681 (8639)
199 RF802 (8267)

1210 PRINTZ CARL
1080 PRINTZ CARL
3115 IIl\EKER ROBERT
1470 HORI BROS INC
1349 STALEY R~D
4671 FUERST POTATO GROWERS
3000 SCHOTT AIlIl
245 PETERSON VIOLET
140 RUMSEY TRUST
250 RUMSEY TRUST
685 FRITZLER GABRIEL

1563 EPSTEIN ROSE
2799 RUSCH JOHN RANDAL
3038 GUNTHER KATHERINE
1259 BECKER ALBERT
2922 GUNTHER KATHERINE
4083 WEBER E~

120 STEWART cams
872 BENDER DAVID
373 EHRLICH GREG
936 JENSEN D~D

F-4

SWNW 02-03-58(S)
SWNW 02-03-58(N)
NWNW 24-03-57
SESW 12-03-58
SWSW 04-03-58
NWSE 35-04-59
NlINE 30-03-57
SWNW 26-04-61
SESE 23-04-61
SENE 27-04-61
SWSE 29-04-58
SWNE 13-03-58
NENE 23-03-58
SWNE 29-03-57(N)
SWNW 29-04-58
SWNE 29-03-57(S)
SENW 17-03-58
SWSE 20-04-61
SESE 12-04-60
SWNW 12-04-60
NWSE 13-4-59



APPENDIXG

BIJOU AUGMENTATION PLAN ACCOUNTS

G.t Net Retum Flow Calculations: Using SDF Coemclent Values

NODE YEAR MON GWIN GWOUT Net
====================---=.====-

33 1985 1 0 0 0
33 1985 2 0 0 0
33 1985 3 0 0 0
33 1985 4 0 0 0
33 1985 5 0 159 159
33 1985 6 16 264 248
33 1985 7 34 249 215
33 1985 8 12 199 187
33 1985 9 12 163 151
33 1985 10 71 132 61
33 1985 11 81 141 60
33 1985 12 101 174 73
33 1986 1 100 187 87
33 1986 2 103 160 57
33 1986 3 99 142 43
33 1986 4 94 132 38
33 1986 5 87 144 57
33 1986 6 85 181 96
33 1986 7 87 199 112
33 1986 8 83 215 132
33 1986 9 85 208 123
33 1986 10 112 198 86
33 1986 11 139 206 67
33 1986 12 156 224 68
33 1987 1 179 225 46
33 1987 2 181 225 44
33 1987 3 178 218 40
33 1987 4 172 214 42
33 1987 5 169 321 152
33 1987 6 173 397 224
33 1987 7 162 412 250
33 1987 8 154 412 258
33 1987 9 159 362 203
33 1987 10 170 327 157
33 1987 11 182 360 178
33 1987 12 181 346 165
33 1988 1 179 343 164
33 1988 2 167 342 175
33 1988 3 149 333 184
33 1988. 4 145 316 171
33 1988 5 133 350 217
33 1988 6 133 474 341
33 1988 7 116 519 403
33 1988 8 114 531 417
33 1988 9 130 476 346
33 1988 10 162 441 279

G-l



NODE YEAR MON GWIN GWOUT Net
-======-=======-==-===========

33 1988 11 180 417 237
33 1988 12 190 396 206
33 1989 1 186 382 196
33 1989 2 184 366 182
33 1989 3 171 389 218
33 1989 4 159 425 266
33 1989 5 148 547 399
33 1989 6 145 489 344
33 1989 7 141 447 306
33 1989 8 144 451 307
33 1989 9 155 407 252
33 1989 10 176 388 212
33 1989 11 184 561 377
33 1989 12 198 519 321
33 1990 1 188 471 283
33 1990 2 179 431 252
33 1990 3 168 408 240
33 1990 4 154 385 231
33 1990 5 146 572 426
33 1990 6 140 601 461
33 1990 7 133 531 398
33 1990 8 130 600 470
33 1990 9 131 494 363
33 1990 10 139 454 315
33 1990 11 169 589 420
33 1990 12 192 612 420
33 1991 1 190 487 297
33 1991 2 187 437 250
33 1991 3 180 409 229
33 1991 4 168 412 244
33 1991 5 158 594 436
33 1991 6 154 540 386
33 1991 7 151 507 356
33 1991 8 166 589 423
33 1991 9 191 526 335
33 1991 10 206 491 285
33 1991 11 223 657 434
33 1991 12 226 738 512

0·2



G.2 Net Retum Flow Calculations: Using MODRSP Coefficient Values

REC 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17
MaN NET DEPL RTN Node 7 10 11 12 13 14 15 16 17 18 20 21 22 35 36 37 38

--------------------------------------------------~----------------------------------1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
2 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
3 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
4 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
5 881 0 881 26 119 9 11 47 20 2 1 0 0 0 0 0 85 293 268 0
6 717 24 741 19 101 9 14 74 30 2 1 0 0 0 0 -1 70 206 167 25
7 709 119 828 6 42 4 11 61 33 1 3 1 0 0 0 -2 29 205 309 6
8 592 144 736 4 21 2 8 57 28 1 3 -1 0 0 -1 -10 17 145 259 59
9 204 537 741 2 11 2 6 49 20 0 -1 -3 0 0 -2 -20 12 17 347 -236

10 86 1016 102 2 7 1 5 7 17 o -6 -10 -1 -2 -6 -42 10 -72 549 -373
11 547 712 259 1 4 0 3 5 18 -1 -8 -9 -2 -3 -7 -54 8 127 547 -82
12 664 560 224 7 35 2 5 10 19 -1-10 -3 -2 -5 -4 -57 29 165 509 -35
13 506 447 953 2 14 1 5 19 18 -1 -9 4 -3 -5 -3 -55 13 158 372 -24
14 362 363 725 1 7 1 4 19 11 o -7 11 -1 -5 -3 -57 9 36 359 -23
15 239 303 542 1 3 0 3 20 9 o -4 20 -1 -5 -1 -55 6 19 244 -20
16 151 258 409 0 2 0 3 17 6 o -3 21 0 -3 o -47 5 15 151 -16
17 427 222 649 0 1 0 3 33 22 1 -1 26 1 -2 o -41 5 235 161 -17
18 1009 230 239 0 1 0 2 40 31 1 2 27 1 -2 o -39 3 224 741 -23
19 1181 272 453 0 0 0 2 33 28 1 3 32 1 0 o -37 3 163 956 -4
20 1091 480 571 0 0 0 1 29 29 1 4 35 2 1 -1 -37 33 138 909 -53
21 466 872 338 0 0 0 o 25 21 0 3 33 2 o -4 -52 4 -15 637 -188
22 457 907 364 0 0 0 o 16 19 o -3 30 3 -1 -5 -73 2 -24 603 -110
23 449 1084 533 0 0 0 o 10 18 o -8 27 2 -2 -6 -96 2 127 608 -233
24 533 811 344 0 0 0 o 11 19 2 -9 34 1 -5 -5 -98 1 221 408 -47
25 353 627 980 0 0 0 0 911 1-11 45 2 -5 -1 -93 0 75 326 -6
26 266 513 779 0 0 0 0 7 8 o -8 51 5 -4 o -84 0 20 275 -4
27 220 442 662 0 0 0 0 7 7 o -5 53 5 -2 o -85 0 13 231 -4
28 342 356 698 0 0 0 0 4 3 o -1 58 4 -1 o -76 0 15 337 -1
29 946 307 253 0 1 1 1 25 25 2 1 54 6 2 o -66 119 351 428 -4
30 1155 299 454 0 1 1 1 33 33 2 0 56 6 3 o -59 138 245 666 29
31 1301 239 540 0 1 1 1 29 31 1 5 59 5 4 o -52 128 205 834 49
32 1151 265 416 0 0 0 o 21 26 1 10 60 5 7 o -39 95 175 807 -17
33 809 459 268 0 0 0 -3 7 20 o 10 54 6 7 -1 -43 8 67 751 -74
34 849 479 328 0 0 0 -4 -2 16 0 7 52 4 5 -3 -48 1 42 803 -24
35 684 584 268 0 0 0 -3 12 17 2 5 48 3 -1 -3 -48 41 231 465 -61
36 813 444 257 0 0 0 -3 -9 13 2 3 51 5 -1 -4 -47 1 179 616 7
37 696 354 050 0 0 0 -3 o 17 1 3 55 6 -1 -1 -42 0 195 453 13
38 510 292 802 0 0 0 0 5 16 0 5 56 6 1 o -41 -1 67 386 10
39 443 233 676 0 0 0 0 3 14 0 7 58 6 4 o -33 0 48 326 10
40 365 188 553 0 0 0 0 511 0 4 57 5 7 o -24 0 37 255 8
41 746 146 892 0 0 0 o 13 18 1 8 57 5 8 o -18 79 203 364 8
42 1536 152 688 0 1 1 1 23 41 4 9 57 5 7 o -12 146 586 652 15
43 1480 141 621 0 0 0 1 32 52 4 10 59 7 7 o -10 82 552 676 8
44 1111 523 634 0 0 0 -1 25 49 2 14 54 6 7 -1 -13 80 366 714 -191
45 633 650 283 0 0 0 -4 6 41 o 12 48 4 6 -5 -26 6 131 562 -148
46 143 940 083 0 0 0 -5 13 32 0 2 41 4 2 -8 -46 -1 77 274 -216
47 -62 1017 955 0 0 0 -5 16 29 -2 -2 39 1 -1-10 -63 -2 53 190 -273
48 -63 781 718 0 0 0 -3 15 23 -1 -7 39 1 -1 -7 -67 -3 34 73 -129
49 -1 610 609 0 0 0 -3 12 16 -1 -7 41 2 2 -5 -65 -3 28 79 -73
50 28 507 535 0 0 0 -1 -9 12 o -4 43 3 3 -2 -62 -2 26 74 -53
51 322 404 726 0 0 0 0 4 25 2 0 47 3 4 o -55 -1 240 96 -43
52 365 338 703 0 0 0 o 22 33 2 2 50 4 4 o -44 27 213 87 -35
53 700 272 972 0 1 1 1 33 46 3 1 47 3 6 o -33 115 374 133 -31
54 473 269 742 0 0 0 o 30 39 1 0 45 3 6 o -28 7 119 288 -37
55 228 393 621 0 0 0 o 16 33 0 3 43 3 5 o -24 2 52 191 -96
56 156 556 712 0 0 0 0 2 30 1 2 39 3 5 o -20 11 152 85 -154
57 -288 906 618 0 0 0 -1 13 23 0 0 26 3 4 -2 -30 1 -27 0 -272

G-3



MON NET DEPL RTN Node 7 10 11 12 13 14 15 16 17 18 20 21 22 35 36 37 38________==--__________________• _____________________===___=____~=________=-___• ____c=

58 -547 954 407 0 0 0 -2 20 17 0 -6 18 2 -1 -3 -43 0 -42 -203 -264
59 191 886 077 0 1 1 0 -8 31 2 -8 9 0 -4 -4 -52 126 341 -71 -173
60 496 674 170 0 0 0 -1 o 42 4 -9 11 0 -4 -3 -56 8 436 129. -61
61 168 527 695 0 0 0 0 5 29 1 -6 12 0 -4 0 -57 2 82 132 -28
62 27 422 449 0 0 0 0 5 23 o -6 16 0 -3 0 -57 1 37 32 -21
63 -18 347 329 0 0 0 0 5 17 o -7 14 0 -2 0 -54 0 26 -1 -16
64 -12 284 272 0 0 0 0 4 14 o -5 15 -1 1 o -47 0 20 -1 -12
65 1318 228 546 0 0 1 1 39 53 5 -1 16 -1 2 o -40 106 758 389 -10
66 1197 203 400 0 0 1 0 47 56 6 2 17 0 2 o -31 97 424 578 -2
67 918 266 184 0 0 0 0 39 48 3 6 22 1 2 o -25 17 135 723 -53
68 665 726 391 0 0 0 0 27 44 2 6 18 0 2 -1 -26 60 201 603 -271
69 726 555 281 0 0 0 0 20 30 1 3 18 -1 -2 -4 -37 5 56 678 -41
70 463 693 156 0 0 0 o 15 23 1 2 17 -1 -5 -4 -45 1 29 566 -136
71 288 878 166 0 0 0 -1 -1 28 3 -4 19 -1 -8 -4 -60 81 305 166 -235
72 248 679 927 0 0 1 -1 10 18 2 -7 26 -1 -10 o -65 102 165 117 -89
73 223 548 771 0 0 0 o -7 11 o -2 29 -1 -7 -1 -66 7 42 270 -52
74 219 445 664 0 0 0 o -6 7 0 1 39 -1 -5 o -59 2 30 250 -39
75 146 371 517 0 0 0 o -4 6 0 1 44 0 -2 o -54 1 26 160 -32
76 385 304 689 0 0 1 0 7 14 0 3 44 1 2 o -42 89 80 208 -22
77 1388 246 634 0 1 1 1 33 42 3 5 47 1 4 o -35 142 536 624 -17
78 1125 230 355 0 0 0 1 31 42 1 5 47 2 5 o -31 30 190 816 -14
79 1075 327 402 0 0 0 o 19 37 0 9 53 4 6 o -27 4 103 973 -106
80 1238 668 906 0 0 0 -1 11 49 4 10 56 4 6 -1 -30 72 517 776 -213
81 560 852 412 0 0 0 -3 36 36 1 8 51 5 1 -3 -43 5 109 630 -201
82 385 911 296 0 0 0 -3 41 31 0 4 50 5 -6 -5 -54 0 37 522 -155
83 735 1038 773 0 1 1 -1 42 39 4 1 53 3 -6 -6 -58 136 457 430 -277
84 887 771 658 0 1 1 o 29 34 5 0 56 3 -10 -7 -60 139 500 355 -101

0-4




