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effect the material variability has on response variability. For
example, an M, value of 0.00560,the value found for the effect of
joist stiffness variability, would indicate that a material stiffness
COV value of 30 percent causes a 16.8 percent (0,00560%(30) = .1680)
increase in the maximum response mean. The Mi values are listed on
the appropriate plots and are later summarized in Table 6.2. Obviously
the material components must have the same size and mean property
value as given in Table 3.1 for these values to be valid.

The correlation between the maximum joist tensile stress and the
stiffness of that joist is shown in Fig. 3.19. The more highly
stressed joists are also generally those which have significantly
higher than average stiffness. This is consistent with the explanation
that the stiffer joist attracts more load. Also the spread of the
twenty-five values from the floors for each COV considered increases
as the joist E variation increases. The relationship between maxi-
mum joist stress within the floor and the stiffness of this joist is
an approximately linear relationship.

Another way of examining the role of lateral load distribution is
shown in Fig. 3.20. In this figure, joist stress is shown to be
related to the ratio of the modulus of elasticity (E) of the joist
(Ej) with the maximum stress to the average E of the adjacent joists
(I/Z(Ej_1 + Ej+1))' This distribution vividly shows that the stiffness
of the neighboring joists significantly affects the maximum joist
stress response. With the highast joist variation considered
(40 percent), the most highly stressed joist was sometimes three or

more times as stiff as the average of the two adjacent joists.
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This chapter has shown that under a uniform load the joist E
variation is the most significant component in determining the vari-
ability of maximum deflections, joist tensile stresses and nail forces.
The joist E variation is also the most significant component in
determining mean maximum deflection and joist stress. Also it has
shown that most floor response characteristics caused by variable
material properties can be approximated by considering only the joist
E variation. Increased variation of any component is seen to raise
the mean maximum response as well as the variability of the response.
The deflections in almost every floor simulated are less than the
joist-only deflection computed using the mean E value.

It should be noted that the stiffness of the sheathing joints was
held constant for all the simulations reported in this volume, includ-
ing those for the basic floors included in this chapter. Other
studies subsequent to the planning of the simulations reported herein
have shown that the sheathing joint condition (open versus tightly-
butted or glued) and the corresponding joint stiffness values can have
a very appreciable influence on floor response and component stresses.
Sheathing joint stiffness was not chosen as a variable in this study,
at least in part because little information is available on suitable
stiffness values and the variability of joint stiffness values has not

been determined.



Chapter IV

EFFECTS OF LOADING TYPE AND FLOOR GEOMETRY

4.1 Variations of the Basic Floor System

The second objective of this study was to determine changes in the
basic floor response resulting from some changes in floor component
geometry and floor loading conditions. For this purpose, simulations
of floors having the properties shown in Table 4.1 were conducted.

These simulations are separated into the following three
categories:

1. Effect of concentrated loads (Simulations 7, 8 and 9)

2. Effect of butted plywood joints (Simulation 10)

3. Effect of plywood thickness (Simulation 11)

The basic floor properties and cutoff values described in
Section 3.1 were used throughout this chapter. The floor configuration,
including plywood pattern, shown in Fig. 3.1 was used throughout this
chapter. To determine the influence of component stiffness variability
on the response of floors with concentrated loading, three simulations
were conducted each with only one of the components allowed to vary in
stiffness. Levels of coefficient of variation (COV) used were: joist
E, 20 percent; plywood E, 20 percent; and slip modulus, 60 percent.
Therefore Simulations 7, 8 and 9 were statistically the same as floors
2, 4 and 5, respectively, except for the loading condition.

The concentrated load used in Simulations 7, 8 and 9 was 550
pounds applied at the midspan of the middle joist. This load acting
at the midspan of an isolated joist of mean stiffness causes a deflec-
tion of 0.399 inches or span divided by 358, near the span over 360
value. (The span divided by 360 value was chosen as a value often seen

in design, not as necessarily the proper value for concentrated loads).
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TABLE 4.1 Material and Geometric Variability

Simulation Mean Joist E cov Mean Plywocd cov Plywood Plywood Mean Slip cov Siip Ltoading
Number PST x 10°*6 Joist E E*, PSI x 10*8 Plywood Thickness Connection Modulus Ibs/in. Modulus Pourds
Percent E, Percent Inches Type Percent
7 1.800 20.0 1.360.11 1] 0.75 T&G 30,000 0 550 C.P.
0.529 4
8 1.800 0 1.360.04 20.0 0.75 T&G 30,000 0 $50 C.P.
0.529 4
9 1.800 0 1.36044 0 0.78 T&G 30,000 60.0 $50 C.P.
0.529 4
10 1.800 20.0 1.360 4L 0 0.75 BUTTED 30,000 0 40 PSF
0.529 &L
11 1.800 20.0 1.360.04 10.0 0.50 T&G 30,000 40.0 40 PSF
0.529 4
11 = Paralle] E Value for Flexure
4 = Perpendicular E Value for Flexure
T&G = Tongue and Croove Connection
COV = Coefficient of Variation
. = Using Gross Untransformed Section
PSF = Puunds per Square Foot
C.P. = Concentrated Load at Floor Center Point

Joint element stiffness (for joints in either direction and for both axial load and bending)
500 psi
10000 psi

Simulation 10
Others

Butted
T&G

SS
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The effect of a butted (versus tongue and groove) plywood joint
condition on floor response was determined with a simulation of floors
having variable joist E and the material properties shown for
Simulation 10 in Table 4.1. A uniform load of 40 psf was used for
these floors. The maximum floor deflections, tensile joist stresses
and nail forces of this simulation can be compared with those of floor
Simulation 2 because the properties and level of joist stiffness var-
iation are the same for both. The butted plywood joint was accounted
for by using a lower material stiffness for the finite element repre-
senting the joint than that used for the tongue and groove connection.
Both the tongue and groove and the butted joints were assumed to have
an effective width of 1/16 in. and the stiffnesses given in Table 4.1.

The effect of changing the plywood thickness (with all other
properties of the basic floor held constant) was simulated using a
half-inch plywood thickness in Simulation 11. A comparison of the
results from this simulation with those of Simulation 6, which included
floors statistically the same except for the plywood thickness, and
the deflections computed for joist only can supply adequate data for
describing an approximate relationship between plywood thickness and

floor response.

4.2.1 Simulations with Concentrated Loading

Floor Simulations 7, 8 and 9 were conducted with the material
properties and variations given in Table 4.1. Figures 4.1 and 4.2
show the resulting cumulative maximum floor deflections and maximum
joist tensile stresses within each floor for simulations with
variable joist E of 20 percent COV (Simulation 7). These distri-

butions show that the center of each response distribution is located
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approximately at the value computed for the floor without material
variability. This type of response should be expected. In all floors,
the loaded joist was always the location of the maximum deflection
and joist stress. Consequently, the critical joist location was set
by the loading condition and this critical joist would have an above
average stiffness for about one half of the floors. The adjacent
joists act to share the load. The deflections and stresses depend on
both the loaded joist stiffness, which influences the load distributed
laterally, and the adjacent joist stiffnesses, which determines their
ability to support these loads. The simulated floor deflections are
compared to joist-only deflections in Fig. 4.3. It can be seen that a
considerable decrease in deflections occurs when component interaction
is incorporated. The distribution curve for the floor system has
values approximately 30 percent of those for the joist only, which
indicates that about 70 percent of the load was distributed laterally
to other joists.

The cumulative distributions of maximum joist deflection and
joist stress among the floors for the simulations of concentrated loaded
floor with variable plywood E are given in Figs. 4.4 and 4.5. The
maximum deflection and joist stress of the floor with no variation in
material properties is again located at about the center of each dis-
tribution. The range of maximum deflections resulting with a 20 percent
COV for the plywood E are close to those for the same level of joist
stiffness variation; compare Figs. 4.1 and 4.4. Joist tensile stresses
vary slightly less with plywood variability. Therefore, the variability
of plywood E has a more significant effect on the response variation

of concentrated-loaded floors than for the uniform loading case.
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Figures 4.6 and 4.7 show the cumulative maximum deflection and
joist stress distribution for the basic floor with variable slip
modulus, again with a concentrated load of 550 pounds acting at the
center of the floor, Simulation 9. The range of maximum deflections
and joist stresses are approximately the same as in Simulations 7 and
8 (variable joist E and plywood E with a concentrated load).
However, the variation of slip modulus was three times greater
(60 percent vs. 20 percent) than that for either the joist E or
plywood E coefficient of variation. Therefore, the slip modulus
variability does not produce as significant variations for maximum
deflection and joist stress as do the other two variabilities investi-
gated. The values for maximum floor response distributions when slip

modulus is varied are again clustered around the no-variation values.

4.2.2 Simulations Varying the Plywood Joint Condition

The condition of the joints in the plywood sheathing layer was
found to have a significant effect on the floor response.

Figures 4.8 and 4.9 show the distributions of maximum joist
deflection and joist tensile stresses within each of the twenty-five
floors of Simulation 10. The basic floor configuration with butted
plywood joint conditions and a uniform load of 40 psf was used. Except
for the joint condition specified, Simulation 10 had the same specifi-
cations as did Simulation 2. Figure 4.8 shows a range of maximum
deflection values approximately equal to that of Fig. 3.2 of
Simulation 2. However, the maximum deflection and joist stress values
are higher by approximately 16 percent and 10 percent respectively, in

the butted plywood system than in the tongue and groove plywood system.
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Figure 4.10 shows the deflection reduction obtained by considering
the butted plywood floor system as an integral unit and as a system of
isolated joists without sheathing. Figures 4.8 and 4.10 show that the
maximum floor deflection value can be less than the maximum deflection
value of the same floor with no variability. This is possible if the
randomly selected floor has been assigned components with a relatively

high sample mean and a low sample COV.

4.2.3 Effects of Changing Plywood Thickness

Decreased plywood thickness will result in less floor stiffness
and a greater influence of joist properties on the floor response. To
quantify these behaviors, Simulation 11 was conducted. The floors in
this simulation were the basic floor with a one-half inch thick ply-
wood sheathing layer substituted for the 3/4 in. thickness specified
for the floors of Chapter III. A uniform load of 40 psf was used.
The same mean component stiffnesses and variabilities as had been used
with Simulation 6 (20 percent with joist E, 10 percent with plywood
E and 40 percent for slip modulus) were specified in Simulation 11.
The cumulative distribution of maximum joist deflections and joist
tensile stresses within each floor of Simulation 11 are shown in
Figs. 4.11 and 4.12. Both of these distributions show values higher
than Simulation 6 (3/4 inch plywood thickness). The ranges of the
distributions are slightly reduced with the thinner plywood. These
approximately ten percent and seven percent increases in joist deflec-
tions and joist tensile stresses for Simulation 11 reflect the expected
influence of the decrease in plywood thickness. However, all the maxi-
mum floor deflections in Simulation 11 are still below the 0.290 in.

joist only deflection computed with the mean joist E.
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4.3.1 Discussion of the Effects of Material Property Variations on
Response of Floors with Concentrated and Uniform Loadings

In this section the COV of the component properties of Simulations
7, 8 and 9 presented in Section 4.2.1 are compared with the resulting
variations of the floor response with concentrated load (Section 4.2.1)
and with the response of the same basic floors uniformly loaded (Section
3.2). Figures 4.13, 4.14 and 4.15 show the maximum deflection COV,
maximum joist tensile stress COV and maximum nail force COV as a func-
tion of component COV used in Simulations 7, 8 and 9. The assumption of
a linear relationship between component characteristics and response
characteristics used previously in Section 3.3 will be assumed to be
applicable also for a floor with concentrated loads.

The material property component coefficient of variation (COV)
values versus the maximum joist deflection COV in Fig. 4.13 shows that
under a concentrated load both joist E and plywood E have a large
and approximately equal effect on the deflection COV. The variability
of the maximum joist deflection (which was always under the loaded joist)
was 32.8 percent, 29.7 percent and 10.9 percent of the coefficient of
variation of 20 percent for joist E, 20 percent for plywood E and
60 percent for slip modulus, respectively. These relationships are
different from those found for the uniform loading case. For uniform
loading the joist E variability had a much larger effect than either
plywood or connector stiffness. The increased importance of the ply-
wood E variation with concentrated loading can be explained by com-
paring the typical deflection profile across the joist centerlines of
a uniformly loaded floor and that for a floor with a concentrated load.

These profile shapes are shown in Appendix C. For the concentrated
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load the plywood sheathing layer has much higher bending curvatures in
the direction perpendicular to the joists. Consequently, variations of
the plywood bending stiffness result in larger differences in the
sheathing layer flexural stresses for the concentrated loaded case than
for a uniform loaded floor with smaller curvatures. For the concen-
trated load case, a stiffer sheathing layer will be able to relieve

more load from the critical joist and thus greatly influence the deflec-
tion of this critical joist. The influence of joist variability on
maximum joist deflection was nearly identical for the two loading cases.
The COV of the maximum joist deflection for the uniformly loaded floors
equaled 33.7 percent of the joist E COV versus 32.8 percent with a
concentrated load and a joist variation of 20 percent. Joist deflection
variation increased from 6.3 percent to 29.7 percent of the plywood
variation and from 9.0 percent to 10.9 percent of the slip modulus
variation when the loading system was changed from uniform to concen-
trated load.

The maximum joist tensile stress COV expressed as a function of
component COV is present in Fig. 4.14. The joist E variability has
the most pronounced effect. Variation of sheathing stiffness again is
found to be fairly important, however, not as significant as this
sheathing E variation was for joist deflections. For a joist E
variation of 20 percent, a joist stress COV of 46.6 percent resulted
for a concentrated loading as compared to 28.4 percent of the joist E
COV for a uniform loading. Plywood E variability also had a larger
effect on joist stress variation for concentrated than for uniform loads.
With a plywood E variation of 20 percent, the COV of the maximum joist

stress was 25.5 percent of the sheathing stiffness COV for concentrated
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loading versus 5.1 percent for the uniform loading. The influence of
slip modulus COV moved in an opposite effect, being less influential
for the concentrated loading case.

Figure 4.15 shows the component COV as a function of the nail force
coefficient of variation (COV). The nail slip modulus variation has the
greatest effect on computed nail force variation, being over twice as
influential as the same COV of joist or plywood E,

Figures 4.16, 4.17 and 4.18 show the effect component variability
has on the mean maximum response of a floor system with a concentrated
load acting at the center of the floor. The maximum deflection response
caused by component COV is shown in Fig. 4.16 to be similarly affected
by the variation of all three component stiffnesses. The increased
influence of the sheathing stiffness again can be explained by the
increased importance of the sheathing flexural action indicated in
Appendix C.

The mean values of the maximum joist deflection and tensile
stress response are relatively insensitive to the component variability
for the concentrated loaded case. This is shown by the greatly expanded
vertical scale needed in Figures 4.16 and 4.17. Mean maximum joist
deflection increased (from the no-variation case) 0.000113, 0.00010 and
0.0000817 times the joist E, plywood E, and slip modulus COV expressed
in percents for the concentrated loaded case versus 0.000i0 to 0.0010
slopes for the uniform loading case. Thus, the movement of the mean
of the maximum floor deflection response is much lower for the
concentrated loading. The smallness of these slope values is more

important than their exact values. Slightly different floor samples
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in the simulation process could easily result in fairly large
percentage changes of these small values. Mean maximum joist stresses
also increased much less with increasing joist E and slip modulus
variability for the concentrated loading case. Plywood E variability
moved the joist stress mean more for the concentrated loading case.
These changes of response mean values caused by concentrated loads with
component variability were shown earlier to be quite small in Figs. 4.1-
4.7. The trend towards smaller movements of the mean with material
variability also is related to the different patterns of response dis-
tribution seen in these figures from those displayed for the uniform
load in Chapter 3. The cumulative maximum distributions for concen-
trated loads can be seen to vary about both sides of the values for
floors with no variability. In contrast, with the uniform load, maxi-
mum response values were almost above the no variation results. The
mean maximum nail force values increased a larger percentage with mater-
ial stiffness variations than did joist deflections or joist tensile
stresses.

Figures 4.17 and 4.18 show that joist E and plywood E
variabilities both effect the mean maximum joist tensile stress and
nail force values more than does the slip modulus variation. The
relatively small effect slip modulus variability has on mean maximum
nail force is somewhat surprising considering the larger influence
found for this variation on the mean maximum deflection for the uniform
loading case (Fig. 3.18).

The effective joist E ratio, defined in Section 3.3 as the ratio
of critical joist E to the average E of the two adjacent joists,

is shown plotted against maximum joist stress in Fig. 4.19. Higher
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joist stresses occurred when the adjacent joists were more flexible and
thus less able to contribute to the load sharing behavior. The maximum
joist stress was next plotted against the E of the most highly
stressed joist (Fig. 4.20). The joist stress and its stiffness were
found to be well correlated. The stiffer joists again are shown to
attract more load and are more highly stressed. These results demon-
strate that the maximum joist stress is a function of the relative
stiffness of the loaded and adjacent unloaded joists and the relative

ability of the latter to participate as load sharing members.

4.3.2 Effects of Plywood Joint Conditions

The floors of Simulations 2 and 10 were identically specified
except for the use of tongue and groove plywood joints in Simulation 2
and butted plywood joints in Simulation 10. The response of these two
floors, both loaded with a uniform load of 40 psf, are compared in
Figs. 4.21, 4.22 and 4.23. As expected, the butted plywood system
displayed larger deflections and joist stresses. However nail forces
were consistently higher for the tongue and groove plywood floor system
(Fig. 4.23). These higher nail forces with stiffer tongue and groove
plywood joints can be explained by the increased structural interaction
and the resulting higher interlayer shear forces. The mean values for
the maximum floor deflection and tensile stress response (at 50 percent
frequency) increased 19 percent and 10 percent respectively when butted
joints were substituted for tongue and groove joints. Nail forces
dropped approximately 22 percent.

Figures 4.24 and 4.25 show the effect of critical joist E and
the effective joist E ratio on the maximum tensile stress of that

critical joist for the butted plywood floor system. A comparison of
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these two plots with Figs. 3.19 and 3.20, plots for the same floor
except with tongue and groove plywood joints, shows that the butted
system has more scatter when maximum joist stress is shown versus the

E of this joist.

4.3.3 Influence of Plywood Thickness on Maximum Joist Deflections and
Tensile Stresses

Use of thinner sheathing layers results in increases of both the
joist stresses and deflections, as would be expected. Figure 4.26
shows a relationship between plywood thickness and the mean maximum
joist deflection. The values plotted were obtained from deflection
results of Simulations 6 and 11 which, except for the plywood thickness,
are identical in geometry and material variability. The value for zero
plywood thickness was obtained from joist-only deflection results from
these same two simulations. The dashed line is a linear approximation
that matches the nonlinear relationship to within plus or minus
0.025 inches for the range shown.

Figure 4.27 shows a relationship between plywood thickness and
mean maximum joist tensile stress. The data plotted is from the same
sources as used for Fig. 4.26. The dashed line is a linear relation-
ship that approximates the nonlinear form to within plus or minus
10 psi.

The various floor configurations and loading cases presented in
this and other sections of this chapter were chosen to study several of
the common and considered important modifications of the basic floor
investigated in Chapter III which exist in actual floors. Obviously,
many other combinations of changes in component dimensions, loading

patterns, material properties and/or floor size could be similarly
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studied. Although floor descriptions other than those present here

will result in different numerical relationships between input property
variations and response characteristics, consideration of floors similar
to those herein reported would be expected to result in similar

relationships.



Chapter V

SIMULATIONS OF DESIGN CODE MINIMUM FLOORS

5.1 Properties of the Minimum Floors
A minimum floor will be defined for this study as a floor including
the minimum combination of joist size, plywood thickness and properties
allowed by the specifications of one or more recognized specification
producing agencies, including the Uniform Building Code (24), the

Building Officials Code Administrators (25), and the Federal Housing

Administration (26) for floor systems constructed with joists of 1.6 x 108

psi mean modulus of elasticity (E) and spaced 16 inches on center.

The floors investigated consisted of either two or three layers. The
bottom two layers always consisted of the joists and plywood sheathing
in the arrangement shown in Fig. 3.1. The third layer when used was
either a continuous layer of hardwood flooring or butted sheets of

4 ft by 8 ft particle board orientated with the 8 ft dimension perpen-
dicular to the joists. Gaps in the layer of particle board were
staggered one-half of the 4 ft by 8 ft sheet dimension from the gaps
in the plywood layer below. Thus, the third layer had a gap along the
centerline locations of the joists.

The material properties used for each simulation are summarized
in Tables 5.1 and 5.2. Material property cutoff values used in
limiting assigned components stiffnesses were set at plus or minus two
standard deviations from the mean value. Thus, about five percent of
the component stiffnesses, mostly the highest values due to the skew-
ness of the distribution, were expected to be controlled by either the

upper or lower cutoff value.
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TABLE 5.1 Two-Layered Minimum Floor Systems

Sizulation Mean Joist E cov Mean Plywood cov Plywood Plywood Mean Slip COA Slip
Number PSI x 10*¢ Joist E E*, PSI x 10*¢ Plywood Thickness Comnection Modulus lbs/in. Modu lus
Percent E, Percent Inches Percent
12 1.600 20.0 0.0737 & [} s/s T_G 18,000 0
0.7620 M
13 1.600 20.0 0.0737 4 20.0 s/8 T 18,000 40.0
0.7620 34
14 1.600 20.0 0.101 & 20.0 1/2 T4G 30,000 60.0
1.310 44
1s 1.600 (] 0.394 % 11 AN, 19/32 T4 22,700 [
1.385 11 13 WM.
16 1.600 9 A.M, 0,394 1 11 A. M, 19/32 TG 22,700 0
18 W.N. 1.385 11 13 WM,
17 1.600 9 AN, 0.394 4 11 AM. 19/32 TG 22,700 60.0
18 W.N. 1.385 41 15 W. M,
18 1.600 18 .M. 0.394 & ] 19/32 T§G 22,700 [
1.385 44
19 1.600 9 AN 0.394 L ] 19/32 T&G 22,700 [
1.385 44
20 1.600 9 A.M. 0.394 1 (] 19/32 T&G 22,700 [J
18 W.M. 1.385 11
A.M. = Among Mill Variation 1/2 and 5/8-in. plywood: Imnsanded panels with all
W.M. = Within Mill Variation plies from the same species group, identification
TG = Tongue snd Groove Plywood Conmection index = 32/16 for both. Species group 1 for
CO¥ = Coefficient of Variation 1/2-in. thickness, group 3 for 5/8-in. thickness
o = Using Gross Untransformed Section (See PDS Spec., Ref. 20). .
4. = Perperdicular E Value in Flexure Property values for 19/32-in. plywood supplied by
44 = Parallel E Value in Flexure National Forest Products Association (NFPA).

E of joint elements = 10000 psi for joints in both directioms and for both axial load and bending

Length of joint elements = 0.10 in.
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TABLE 5.2 Three-Layered Minimum Floor Systems

Simulation Mean Joist E cov Mean Plywood Plywood Plywood Mean Third COV Third Third Layer Mean Slip COV Slip Slip Modulus
Number PSI x 10*®  Joist £ E*, PSI x 10*6 nyvooa Thickness Connection h{er E Layer Thickness Modulus Modulus ibs/in.
Percent E, Percent Inches Type psi  Percent Inches ids/in. Percent (Between Flywood
Units (Between Joist and Third Layver)
and Plywood)
21 1.600 20.0 0.0737 ¢ 20.0 5/8 TG 0.250 [ /2 35,000 40.0 3,000
0.7620 13
22 1.600 [} 0.0737 4 0 8/8 T 0.250 40.0 /2 35,000 0 3,000
0.7620 41
23 1.600 9 AM. 0.3152 11 AN, 1/2 BUTTED 0.080 4 0 25/32 35,000 0 10,200
18 W.M. 1.440411 13 W.M. 1.160 10
24 1.600 9 AM. 0.315% 11 AM. 1/2 BUTTED 1.080 1 (] 25/32 35,000 0 16,200
18 MM, 1.44001 13 .M. 1.1604L
A.M. = Anong Mill Variation Third layer ELL for Simulatioms 23 and 24 of 1.0 x 10" psi were
N.M. = ¥ithin Mill Variation first chosen and is more typical for oak. 1.16 x 10 value used
T&G = Toague and Groove Plywood Connectiom by error and was discovered during final report preparation.
COV = Coefficient of Variatiom
. = Using Gross Untransformed Sectiom
4 = Perpendicular E Value in Flexure
AL = Parallel E Value in Flexure

E of joint elements (same for both axial loed and bending)

Plywood layer, for joints both parallel and perpendicular to joists
Simulations 21, 22 10060 psi
Sisulations 23, 24 500 psi

Particle board third layer (Simulatioms 21, 22)
Joints perpendicular to joists 500 psi
Joints parallel to joists none included
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5.2.1 Simulations of Floors with 5/8 inch Thick Plywood

Two simulations were conducted using floors with one sheathing
layer consisting of 5/8 inch plywood with a gross untransformed E
values of 73,700 psi perpendicular and 762,000 psi parallel to the face
ply. These two floors, identified as Simulations 12 and 13 in Table 5.1,
are basically the same except that floor 13 had the plywood E and
nail slip modulus values varied (20 and 40 percent respectively) in
addition to having the 20 percent joist E COV also specified for
Simulation 13 (see Table 5.1).

The cumulative distribution of the maximum joist deflection
within each floor and the maximum joist tensile stress within each
floor for Simulations 12 and 13 are shown in Figs. 5,1 and 5.2, respec-
tively. The two simulations of the 5/8 inch plywood floor system, with
and without plywood and connector stiffnesses varied, were conducted
to demonstrate that consideration of joist E approximates the
response resulting from the simultaneous variation of joist E, ply-
wood E and slip modulus. The mean response values and the listed
COV for the responses, along with the values for other simulations are
in Table 6.1 of Chapter VI. The mean maximum joist deflection increased
only slightly (from 0.278 in. to 0,286 in.) when plywood and connector
stiffness variations were added to the floor with variable joist E
values, The deflection response COV increased from 5.4 percent to
6.6 percent.

Figure 5.1 shows that all of the maximum floor deflections for
both simulations are below the joist-only deflection computed with the
mean E. However, the maximum joist tensile stress distributions

(Fig. 5.2) show that some maximum floor joist stresses are higher than
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given by a joist-only calculation. Just as was the case for floor
simulations reported in Chapter III (see Fig. 3.3), these highly
stressed joists were also noticably stiffer than the average joist.
The average of the E values for the eight joists having stresses
above the joist-only value was 2,040,000 psi, 128 percent of the mean
joist stiffness. The mean of the maximum tensile joist stresses were
essentially the same for Simulations 12 and 13 (835 psi for Simulation
12 versus 836 psi for Simulation 13).

Figure 5.3 shows the considerable reduction of deflection which
exists when the floor with variable component stiffness is analyzed
as an interacting system of components instead of a number of isolated

joists.

5.2.2 Response of a Floor System with 1/2-inch Plywood

A 1/2 in. thick plywood floor with properties given in Table 5.1
as Simulation 14 is also a minimum floor. Figures 5.4 and 5.5 show the
response of this 1/2 in. plywood floor system. The cumulative maximum
(per floor) joist deflection distribution (Fig. 5.4) shows that even
with this small plywood thickness, all joist deflections of all of
these minimum floors are below the joist-only deflection computed with
the mean E. The cumulative maximum (per floor) joist tensile stress
distribution (Fig. 5.5) shows that one floor of the twenty-five included
in this simulation had a maximum joist stress exceeding that given by
the joist-only flexural stress. This highest stressed joist had an
E value of 2.26 x 10% psi and was adjacent to joists with 1,190,000 psi
and 1,750,000 psi E values.

A comparison of the response of floors 13 (Figs. 5.1 and 5.2) with

that of Simulation 14 (Figs. 5.4 and 5.5) shows that the thinner but
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stiffer plywood sheathing was more effective in reducing both maximum
joist deflection (from a mean of 0.282 inch to 0.273 inch) and joist
stresses (827 psi to 802 psi). The higher connector slip modulus also
contributed to this improved performance for the thinner but stiffer
sheathing.

Figure 5.6 displays the large differences in predicted deflection
of the floor with component variation when treated as an integrated

floor system versus that given by the joist-only assumption.

5.2.3 Response of Floors with 19/32 inch Plywood and Among and Within
Mill Variabilities

The material properties used for simulation numbers 15, 16 and 17
were supplied by the National Forest Products Association (N.F.P.A.).
Both a between mill and a within mill distribution sampling procedure
were used in these simulations. Among mill variations could be expected
to arise from the differences in timber properties used by the indivi-
dual mills and from some individual mill characteristics and practices.
Timber properties, including density and strength, vary with geograph-
ical location and climate. Within mill variations result from the
variation of density, defect size and distribution, grading, and other
variables within the population of timber providing the mill.

All the joists and sheathing of a floor was assumed to come from
one mill. When the among mill variations were considered (Tables 5.1
and 5.2), the mean property stiffness for the individual floors in the
simulation were randomly selected from the specified among mill
variation. When within mill variations were included, the stiffness
of the individual components were selected from a population with the
specified mean for the floor (as set by the sampling of among mill

variation) and with the within-mill variation.
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Six simulations were included in this series. For Simulation 15,
only plywood stiffness was varied and both within and among mill var-
iations were used. Simulation 20 included both types of variation for
the joists. Simulation 16 combined both sources of variability for both
the plywood sheathing and the joists. Simulation 17 added variability
of the connector stiffness (COV of 60 percent) to the parameters varied
in Simulation 16. The following coefficients of variation were used
when the component listed was assigned variable stiffnesses: joist
within mill - 18 percent, joist among mill - 9 percent, plywood within
mill - 13 percent and plywood among mill - 11 percent. In addition,
Simulations 18 and 19, which contained consideration of the joist
within mill variability only and the joist among mill variability only,
respectively, were added to help evaluate the relative influence of
these two sources of variability.

Figures 5.7 and 5.8 show the cumulative distributions of maximum
(per floor) joist deflections and joist tensile stresses for Simula-
tions 15, 16 and 17. The plywood E variability alone results in
small variations of both maximum joist deflection and maximum joist
tensile stress variation, as was previously reported in Section 3.3.
The effect of the slip modulus variability (60 percent COV) on deflec-
tion can be approximated by comparing the response of Simulations 16
and 17 of Fig. 5.7. The large influence seen when the joist E varia-
bility is added, as well as the results of Simulation 20, discussed
later, demonstrates that the joist E variability is by a large margin
the major contributor to the response variation, as would be expected
considering the results reported in Section 3.3. The joist only E

variability (Simulation 20) increases the mean value and variation of
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the response much more than does the plywood variability alone
(Simulation 15). The mean of the maximum joist deflections increased
from the 0.223 in. value for the condition of no material variation
value to 0.226 in. for inclusion of plywood E variability only and to
0.267 in. for joist E variation only. This latter value is very

near the 0.269 in. mean deflection resulting from the inclusion of both
joist and plywood stiffness variability.

Figure 5.8 shows that of the 75 floors in these three simulations
(15, 16 and 17), only one floor had a maximum joist stress larger than
that given by the joist-only stress calculation. The joist having
this high stress had an E of 1.81 x 10% psi, considerably above the
1.60 x 108 psi mean value. The crossing of the cumulative distribu-
tion curves for joist tensile stresses from Simulations 16 and 17
above the 70 percent frequency value is felt to be an example of the
random process. Another simulation with the same specified input
parameter values would likely not give this crossing. Simulations
including more samples would give results which would be more reproduc-
ible. The plots do, however, show that the joist E variability has
a greater influence on the joist response than does the plywood vari-
ability.

The dramatic decrease in deflections of floors with variable
material properties resulting from the floor responding as an inter-
acting unit rather than as a series of joists only is displayed in
Fig. 5.9 for Simulation 17, which had joist E, plywood E and con-
nector stiffnesses all varied.

Three simulations, 18, 19 and 20, were conducted to obtain an

understanding of how the among and within mill variations affect the
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floor response. These floors had the properties shown in Table 5.1.
Because joist E variation was found previously to account for a
majority of the deflection response variation, floors with only joist
E variability were considered. Simulation 20 considered both within
and among mill variations, Simulation 19 included only among mill
variations, and Simulation 18 included only within mill variation.
Simulation 19, which consideres only among mill variations, was not,
of course, intended to represent an actual floor system since there is
no variability of the joist E within the floor. The purpose of this
simulation was to obtain an estimate of the effect of among mill var-
iation only.

The response of these simulations is shown in Figs. 5.10 and 5.11.
The among mill variation is shown to influence the response means less
than does the within mill variation. This is due in part to the zero
variability of the floor properties within each of the individual
floors.

Variability of deflection response, as measured by the sample COV,
ranged from 5.66 percent for 9 percent among mill COV only, 6.35 percent
for 18 percent within mill COV only, and 7.27 percent for consideration
of both of these variabilities. Note that even though the among mill
variation was 50 percent of the within mill variation, it had nearly
as much effect on the maximum deflection COV. The explanation for this
is that the floor with among mill variations only did not have the
possibility of weaker joists being adjacent to the stiffer joists which
could relieve this weaker joist of a portion of the load tributary to
it. Thus, the within-mill variation level was attenuated more by the
lateral load distribution of the floor system than was the among-mill

values.
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The mean of the maximum joist deflections increased much less
(to 0.229 in. versus the 0.223 in. no variation value) with the among-
mill variations than with the within mill variation value (mean maxi-
mum deflection is 0.261 in.). Consideration of only among mill var-
iations should result in floors with nearly equal probabilities that
all joists in the individual floor will be all above or all below the
specified mean value. Thus it is expected that the among-mill varia-
tion only responses are distributed around the no variation value.

Among mill variability of joist stiffness also resulted in a
negligible shift of the mean of the maximum joist tensile stresses.
With 9 percent among mill variation only the mean maximum joist stresses
increased only 3 psi above the 677 psi value for a floor with no var-
iability versus an 89 psi increase resulting from a within mill
variation of 18 percent. Only a small COV, 1.33 percent, resulted for
this stress response. Little load sharing existed because of the uni-
form loading and the uniform joist stiffnesses of these floors. Var-
iations in joist stresses resulted almost entirely from the changing
ratio of the joist stiffness to the sheathing stiffness and the
resulting variation in the relative contribution of these two components
to the composite section strength. Lower stresses resulted from floors
with lower joist stiffness. This behavior differs markedly from that
which results from joist stiffness variation within a floor, a response
which has been discussed in detail in Section 3.3.

The floor response variability and change in mean response values
when both variabilities are considered are sometimes but not always
close to the sum of the two variabilities considered separately.

Addition of among-mill variability to within-mill variability
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(Simulations 18 and 20) resulted in increased mean maximum deflections
and joist tensile stresses of 0.006 in. and 5 psi, respectively, close
to the 0.007 in. and 3 psi values above the no variation case observed
with Simulation 19 with among-mill variation only. The 7.27 percent
COV for maximum joist deflection with both variations considered was
much less than the sum of the 6.35 and 5.66 percent values from
Simulations 18 and 19, respectively. However, the variation of maxi-
mum joist stresses with both variabilities 5.85 percent exceeded the
sum of the individual values of 4.00 and 1.33 percent for within- and
among-mill variations only.

The above discussion demonstrates that the among mill and within

mill variation result in considerable different system response.

5.2.4 The Effect of a Particle Board Third Layer on Floor Response

To determine the effect of a particle board third layer on the
response of a minimum floor system, one-half inch thick particle board
sheets were added to the floor configuration and component stiffness
variabilities used in Simulation 13. The properties of this three
layered system, Simulation 21, are given in Table 5.2. The value of the
modulus of elasticity, E, of the particle board used in this study was
obtained from the United States Department of Commerce, Commercial
Standard CS 236-66 (25), and was 250,000 psi. The mean slip modulus
between particle board and plywood was chosen as 3000 pounds per inch
(12).

The maximum deflection and joist tensile stress responses of the
floors of Simulations 21 (with particle board) and 13 (without particle
board) are shown in Figs. 5.12 and 5.13. A considerable decrease in

the maximum joist deflection within the floor system results with the
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addition of particle board (from a mean maximum value of 0.286 inches
without particle board to 0.243 inches with particle board). However,
the addition of the particle board was less effective in reducing the
maximum joist stress. The mean of these maximum joist tensile stresses
decreased slightly from 828 psi to 809 psi with the addition of the
third layer.

Figure 5.14 shows the deflection reduction that exists by
considering the three layered floor system as a unit instead of as a

floor with joists only resisting the loading.

5.2.5 The Effect of Particle Board E Variability on Floor Response

To establish the effect that particle board E variability has
on floor response, Simulation 22 with only the particle board stiffness
varied was conducted. This simulation had the same average properties
as those of the preceding Simulation 21. A fairly large level of
variation (COV of 40 percent) was used for assigning the particle
board stiffness to increase the effect of this parameter's variation.
All properties of Simulation 22 are given in Table 5.2.

Figures 5.15 and 5.16 show the cumulative maximum (per floor)
deflection and joist tensile stress distributions resulting from
Simulation 22. Note the highly expanded horizontal scales of both
figures. The variation in floor response, both joist deflection and
maximum tensile stress, is seen to be very small. Thus, it is concluded
that variability of particle board E produces only a very small

variation in floor response.



PERCENT FREQUENCY

100 t~FLOOR NO | a
VARIATION <«—— JOIST ONLY DEFLECTION -
90 1 g o g USING MEAN E g
o o
o a
80 1 l e ‘ O
| o | a
- o] a
70 o a
04 | ° l o °  5/8 IN, PLYWOOD
o o AND 1/2 1IN,
50 - | o | =) PARTICLE BOARD
o a]
O 0
w{ | 8 l E
0o o
30 1 | o | a
o o O FLOOR SIMULATION 21
20 - | o [ o - 0 JOIST ONLY DEFLECTION
o a)
10 A | o | O  VARIABLE: JOIST E 20% COV,
o o PLYWOOD E 207 COV, SLIP MODULUS
0 "4/{ Y Q Y Y | Y n Y w C(t)v T Y
022 .26 .30 .34 .38 42 .46 .50

DEFLECTION, INCHES

FIGURE 5.14
CUMULATIVE MAXIMUM DEFLECTION DISTRIBUTION - SIMULATION 21

611



PERCENT FREQUENCY

100
90

80

70

60

50
40

30 -

20

10

I

O
«—— FLOOR NO o
| VARIATION o
(o}
l O
O
Q
[ o)
O JOIST ONLY DEFLECTION
‘ O  USING MEAN E
| o 0.326 INCHES
O
| o 5/8 IN, PLYWOOD AND
o} 1/2 IN. PARTICLE BOARD
o
| o
O
l 5 VARTABLE PARTICLE BOARD E 40% COV
O
O
(0]
/( C‘) l Y 1 T Y Y Y Y L
.2213 .2217 .2221 .2225 ,2229

DEFLECTION, INCHES

FIGURE 5.15

CUMULATIVE MAXIMUM DEFLECTION DISTRIBUTION - SIMULATION 22

021



PERCENT FREQUENCY

100
90 7
80 T
70 1
60 7
50 7
40
30 1
20

10 -

JOIST STRESS, PSI

FIGURE 5,16

o
FLOOR NO o)
{‘—rVARIATION s ©
| o °
o
| o
o 5/8 IN. PLYWOOD AND
| o 1/2 IN, PARTICLE BOARD
o
O]
| o]
O]
| o ° JOIST ONLY STRESS
875 PSI
O
. °
| o VARIABLE PARTICLE BOARD E 40% COV
o
o
o l
o
, ' . '
684.,3 685 686 687 688

CUMULATIVE MAXIMUM JOIST STRESS DISTRIBUTION - SIMULATION 22

121



122

5.2.6 Response of Floors with a Hardwood Third Layer

Simulations 23 and 24 included floors with 25/32 inch thick by
2 1/4 inch wide hardwood oak flooring placed perpendicular to the
joists and atop one-half inch thick butted plywood.

The material properties used in these simulations are given in
Table 5.2 and were mostly supplied by the National Forest Products
Association. Slip modulus values were obtained from previous similar
work at Colorado State University (12). A mathematical modeling
including each piece of this third layer, which consists of narrow
strips of various lengths, would be an expensive and time consuming
task. It was therefore deemed necessary to model the strips as a
continuous sheathing layer and to include two simulations which should
bound the proper answer. To provide a lower bound on the maximum
joist deflections and joist tensile stresses, the hardwood flooring
was treated as a continuous third layer with no reduction in material
properties to account for the softening effect of the flooring joints
(Simulation 23). An upper bound on the maximum deflections and joist
tensile stresses was supplied by treating the third layer as a contin-
uous tightly butted tongue and groove gap (Simulation 24). This gap
condition was modeled by reducing the flooring material perpendicular
to the grain stiffness from the 80,000 psi material value to 10,000 psi.

The cumulative maximum (per floor) deflection and joist tensile
stress distributions for Simulations 23 and 24 are shown in Figures 5.17
and 5.18. The maximum joist deflection range from a mean of 0.280 in.
for the no gap condition to 0.309 in. for the tightly butted gap case
(Fig. 5.17). About one-third of the floors with the tightly butted

joints had at least one joist with a deflection larger than the joist-
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only calculation gives using the mean joist E value would predict.
The maximum joist tensile stress varies from a mean value of 784 psi
to 846 psi for these same two extremes, The proper values are some-
where within the 0.029 in. deflection and 62 psi stress intervals.
Although both of these intervals are fairly large, more information
concerning material properties is needed for closer evaluation of
effects the third layer of hardwood strips has on floor response.

The reduction in deflection that exists from treating the floor
system as a unit rather than a collection of independent joists is
displayed in Figs. 5.19 and 5.20.

The minimum floor simulations discussed in this chapter show that
these floors, for the given loading and material variation values, have
a greatly reduced response from what a joist-only consideration would

predict.
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Chapter VI

SUMMARY AND CONCLUSIONS

6.1 Summary

This study consisted of Monte-Carlo simulation analyses of wood
joist floor response to load with one or more variable material
properties.

The purpose of this study were, first, to determine the effect of
several component (joist E, plywood E, nail slip modulus) vari-
abilities on floor response, second, to establish first approximations
of the effect that certain geometric and loading conditions (tongue and
groove versus butted plywood joints, concentrated versus uniform load-
ing, plywood thickness, and two layers of sheathing) impose on floor
response, and third, to simulate the expected response of some floors
with variable component stiffnesses and with configuration and material
strengths at or near the minimums allowed by some widely used U.S.
design codes (including U.B.C. and B.0.C.A.).

The method used in these simulations included the selection of
component stiffness values for each floor of a particular simulation
utilizing a random number generator and a Weibull distribution with a
previously specified mean and COV which describes the component's
approximated stiffness distribution. Slip modulus variations were
assigned independently of any joist and for sheathing variabilities.
Once the floor component stiffnesses were assigned, the floors were
analyzed for response to given loads using a finite element formulation
of a mathematical model previously developed by others (2, 9, 10) at
Colorado State University for analysis of multilayered floors. This

mathematical formulation correctly models the incomplete composite
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action and lateral load sharing distribution of such multilayered floors
having relative slip between each layer.

Response results for all twenty-five floors generated for each
simulation of a given combination of component configuration and level
of variability were then analyzed to determine floor response charac-
teristics. In all simulations the sample size of twenty-five floors
was used to keep most error of the estimate values below five percent.
This level of statistical accuracy was reached for all but one simula-
tion. The smallest practical sample size was desired to reduce the
sizable computational expense which resulted when each of the floor
systems in the simulation was individually analyzed.

The first study was conducted on a basic floor system (2 in. by
8 in. nominal joists, 16 in. on center, 12 feet long, 3/4 inch thick
tongue and groove sheathing, and uniformly loaded with 40 psf), with
independently varied joist, plywood and nail connector stiffnesses to
isolate their effect on maximum floor deflections, joist tensile
stresses and nail forces in the joist direction. The basic floor was
then subjected to only a center point concentrated load,again with
only one component stiffness allowed to vary, to determine response
characteristics of concentrated loaded floors arising from component
variation. The basic floor was then studied with butted (instead of
tongue and groove) plywood joint conditions and again for a half inch
(versus 3/4 inch) plywood thickness.

The last part of this study consisted of simulation analyses of
minimum floors, including six simulations where various combinations
of among-mill and within-mill variations were used to better simulate

a large population of wood joist floors. As part of this last study,
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four three-layered systems were modeled, two with a particle board third
layer and two with oak flooring third layers, to determine the effect
of a third layer on the response characteristics.

The influence (mean maximum value and COV) of the 24 different
combinations of floor configurations, component variability, and load-
ing conditions considered on the mean and variation of maximum joist
deflection and stress response within each floor are summarized in
Table 6.1.

The characteristics of material variability and their effect on
the response of maximum deflection (mean and COV) and the maximum joist
tensile stress (mean and COV) for the basic floor and some variations
of the basic floor are given in Table 6.2. Component stiffness vari-
ability and response means and variations have been assumed to be
linearly related. The larger multiplication factor or slope for these
linear approximations identify the more critical combinations of com-
ponent variabilities and loading conditions. These multiplication
factors or slope values should be reasonably accurate for slight var-
iations of the conditions for which these values were computed.

A comparison of the specified mean and COV values for the varied
floor components with those resulting from the Monte-Carlo simulation
procedures for each of the 24 simulations in this study are given in
Appendix B. The validity of the trends determined in this study is
demonstrated by the error of the estimate values for each simulation
displayed in Table 6.3.

Plots of the floor response for three simulations (2, 3 and 22)
on normal distribution paper are shown in Appendix D. These simula-

tions were chosen to represent the medium, highest and lowest,



TABLE 6.1 Summary of Floor Responses

Simulation Description COV of The Component Percent Response of The Floors *
Number Joist Plywood Slip Max. Joist Max. Joist
E E Modulus Deflection Stress
Inches PSI

Mean COV Mean cov

1 Basic Floor 10 - - 0.190 3.25 698 3.56

2 Basic Floor 20 - - 0.201 5.99 759 6.46

3 Basic Floor 40 - - 0.233 13.50 884 10.25

4 Basic Floor - 20 - 0.186 1.26 664 1.03

5 Basic Floor - - 60 0.205 5.38 699 2.93

6 Basic Floor 20 10 40 0.208 8.01 772 5.85

7 Basic Floor 20 - - 0.121 6.56 563 9.32
Conc. Load

8 Basic Floor - 20 - 0.120 5.94 564 5.11
Conc. Load

9 Basic Floor - - 60 0.123 6.54 564 2.17
Conc. Load

10 Basic Floor 20 - - 0.237 5.08 834 4.11

Butted Plywood
11 Basic Floor 20 10 40 0.232 5.68 794 7.16

1/2 inch Plywood

*More detailed response is given in Table 6, 3.

¢t



TABLE 6.1 Continued

Simulation Description COV of the Component, Percent Response of The Floors *
Number Joist Plywood Slip Max. Joist Max Joist
E E Modulus Deflection Stress
’ Inches PS1
Mean COV  Mean cov

12 5/8 Plywood 20 - - 0.274 5.44 835 4.07
13 5/8 Plywood 20 20 40 0.286 6.56 836 5.67
14 1/2 Plywood 20 20 60 0.277 7.27 801 5.22
15 19/32 Plywood - 11,13** - 0.226 2.26 697 1.47
16 19/32 Plywood 9,18 11,13 - 0.269 7.45 773 5.88
17 19/32 Plywood 9,18 11,13 60 0.291 7.73 788 6.38
18 19/32 Plywood 0,18 - - 0.261 6.35 766 4.00
19 19/32 Plywood 9,0 - - 0.229 5.66 680 1.33
20 19/32 Plywood 9,18 - - 0.267 7.27 771 5.85
21 5/8 Plywood and P.B. 20 20 40 0.243 5.27 805 4.64
22 5/8 Plywood and P.B. - 40+ - 0.222 0.23 685 0.32
23 1/2 Plywood and Oak 9,18 11,13 40 0.280 6.53 784 6.42
24 1/2 Plywood and Oak 9,18 11,13 40 0.309 11.8 846 5.19

* All Minimum Floors NOTE: Simulation 23 - Oak flooring has an E in

** Among Mill, Within Mill the perpendicular to flooring direction of

P.B. = Particle Board 80,000 psi.

Oak = Hardwood Oak Flooring

Simulation 24 - Oak flooring E in the

* perpendicular direction = 10,000 psi.

Particle Board Variation Only

el



TABLE 6.2 Summary of Component Versus Response Variabilities

Loading and Component Simulations Multiplication Factors for Mean Response Values
Varied Supplying Max. Joist Max. Joist Max. Nail
Information Deflection Stress Force

Uniform Loading 40 psi

Joist E 1,2,3 0.00560 0.00758 0.00408
Plywood E 4 0.00054 0.00029 0.00067
Slip Modulus 5 0.00179 0.00101 0.00294
Conc. Load 550 Pounds
Joist E 7 0.00095 0.00048 0.01677
Plywood E 8 0.00084 0.00062 0.01696
Slip Modulus 9 0.00069 0.00022 0.00394
Mean Maximum _ Mean Maximum Response (1 + (Multiplication) (Component COV) )
Response B Without Variation Factor Percent

Mean Maximum Responses Without Variation

Condition Joist Deflection Joist Stress Nail Force
Inches PSI Pounds
Basic Floor 0.184 660 298

Uniform Loading

Basic Floor 0.1185 557 119
Concentrated Load

¢el



TABLE 6.2 Continued

Loading and Component Simulations Multiplication Factors for Mean Response Values
Varied Supplying Max. Joist Max. Joist Max. Nail
Information Deflection Stress Force

Uniform Loading 40 psf

Joist E 1,2,3 0.337 0.284 0.193
Plywood E 4 0.063 0.051 0.085
Slip Modulus 5 0.090 0.049 0.140
Conc. Load 550 Pounds

Joist E 7 0.328 0.466 0.161
Plywood E 8 0.297 0.255 0.118
Slip Modulus 9 0.109 0.036 0.362
COV of Mean - (Multiplication) (Component COV)

Max. Response Factor Percent

el
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TABLE 6.3 Simulation Results

Simulation Deflection Mean Maximum Magnitude of Error*
Number COvV, Percent Deflection of the Estimate

S e Magnitude Percent of
[_Joist Deflection[ g

Mean
Deflection

1 3.25 0.190 0.00256 1.341

2 5.98 0.201 0.00496 2.471

3 13.49 0.233 0.01299 5.571

4 1.26 0.186 0.00097 0.522

5 5.38 0.204 0.00454 2.220

6 8.01 0.208 0.00695 3.343

7 6.56 0.121 0.00327 2.709

8 5.94 0.120 0.00296 2.453

9 6.53 0.123 0.00333 2.699

10 5.08 0.237 0.00498 2.098
11 5.68 0.231 0.00543 2.344
12 5.43 0.278 0.00625 2.244
13 6.56 0.286 0.00773 2.707
14 7.27 0.276 0.00830 3.002
15 2.26 0.226 0.00210 0.933
16 7.45 0.269 0.00829 3.007
17 7.73 0.290 0.00928 3.193
18 6.35 0.261 0.00685 2.621
19 5.66 0.229 0.00537 2.337
20 7.27 0.267 0.00803 3.002
21 5.27 0.243 0.00529 2.177
22 0.23 0.222 0.00021 0.096
23 6.53 0.280 0.00755 2.696
24 11.81 0.309 0.01507 4.875

*All error terms are based on a 95% confidence limit. The true mean
value is expected to be outside of the interval extending from one
error of the estimate value above to one such value below the computed
sample value only five percent of the time.
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TABLE 6.3 Continued

Simulation Joist Stress Mean Maximum Magnitude of Error*
Number COV, Percent Joist Stress of the Estimate
PSI
Magnitude Percent of
Mean
| Joist Tensile Stress | Joist
Stress
1 3.56 697.8 10.2581 1.470
2 6.46 759.4 20.2686 2.668
3 10.25 884.0 37.3982 4.230
4 1.03 663.8 2.8227 0.425
5 2.94 699.0 20.4609 2.927
6 5.85 772.2 18.6464 2.414
7 9.32 562.5 21.6445 3.847
8 5.12 563.9 11.9125 2.112
9 2.16 564.4 5.0472 0.894
10 4.11 833.5 14.1560 1.698
11 7.16 793.8 23.4587 2.955
12 4.07 835.2 14.0253 1.679
13 5.67 835.5 19.5535 2,340
14 5.22 800.7 17.2673 2.156
15 1.47 696.6 4.2391 0.608
16 5.88 772.5 18.7614 2.428
17 6.38 787.5 20.7612 2.636
18 4.00 766.4 12.7514 1.653
19 1.33 679.8 3.7317 0.548
20 5.85 771.4 18.5100 2.414
21 4.64 805.4 15.4347 1.916
22 0.32 685.8 0.9164 0.133
23 6.42 784.3 20.8096 2.653
24 5.18 846.1 18.1171 2.141

*All error terms are based on a 95% confidence limit.
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respectively, error of the estimate terms for maximum joist deflections
which are contained in Table 6.3. These plots indicate that the response

is approximately normal.

6.2 Conclusions
The following major conclusions can be reached based on the results
of the simulations described in Chapter III, IV, and V:

1. With uniform loading, the variability of the maximum joist
deflection and maximum joist tensile stress responses within
each floor is predominately caused by the variation of the
joist modulus of elasticity (E) values.

2. With either uniform or concentrated loading, the maximum nail
force variation is affected to a considerable degree by the
variation in the joist E, the plywood E and the slip
modulus.

3. For concentrated loadings, the variability of maximum
deflection and joist tensile stress response is mostly
affected by both the variability of the joist E, especially
for the loaded and the two adjacent joists and by the var-
jation in the plywood E values.

4. For uniform loads, the ratio of the E for the critical joist
to the average E value of the two adjacent joists,
Ej/(l/Z(Ej_1+Ej+1)), is approximately linearly related with
the maximum joist tensile stress of that same floor.

5. The joist of a uniformly loaded floor system having the highest
flexural stress also will usually have a higher than average

stiffness.
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6. A uniformly loaded floor system with tightly butted sheathing
joints gives higher maximum deflections and joist stresses but
lower maximum nail forces than does the same system with
tongue and groove plywood joints.

7. Maximum plywood stresses are small for all of the simulations
conducted in this study (see Appendix F).

8. The maximum joist deflections of all the minimum floor
configurations and material distributions studied are almost
always below the joist-only deflection calculated using the
mean E.

9. Large reductions in predicted deflection response exists when
the floor is analyzed as an interacting system of components
as compared to the results of a joist-only analyses.

10. Particle board used as a third layer considerably reduces the
maximum joist deflections and only slightly reduced the maxi-
mum joist tensile stresses.

11. Variability of the particle board E produces only very
small changes in the mean and COV response of the floor.

12.  When both among and within mill material property distributions
are considered, the within mill distribution will account for
nearly all of the increase in mean deflection response values
and joist tensile stress variability. However, both sources

of variability increase the variability of the response.

6.3 Future Research Needs
The project reported herein demonstrates that the Monte-Carlo
simulation method is a very useful tool in examining floor response

characteristics. Its use with a valid mathematical model can provide
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information which is impossible, or at best, impractical to obtain from
a physical testing program,

Several needed improvements can be identified which would make the
simulation method more valuable and useful in predicting floor response
to load. These fall into the following three broad categories: improve-
ment of the mathematical model for floor analysis incorporated into the
simulation studies, improved information on component variabilities,
and modification of the simulation method itself.

For the method itself, future work is needed to better determine the
number of floor samples which are needed to obtain the desired level of
reliability for the predictions. This is needed to minimize the compu-
tation costs. The sample size needed no doubt depends upon the relative
importance of the component varied in determining the floor response
and the component variability level as well as on the level of confidence
desired in the solution.

The model needs to be modified so that connector slip modulus mean
and variabilities can be assigned as a function of the stiffness
properties of the joist and sheathing elements adjoining the slip plane.

Logic could be included in the program which stops a simulation
when enough floors had been generated and analyzed to give a specified
accuracy level for all response characteristics desired.

Variability of load intensity over the surface of the floor could
be included in the model to better match the typical loading patterns
which actually exist on floors.

The capabilities of the simulation method heavily depend on those
of the mathematical model and analysis methods. Improved efficiency of

the analysis methods become very important when time savings can be
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multiplied many times, as they would be in the simulation procedure. A
method to realistically determine floor failure capacities is needed to
allow the simulation method to be used to study floor safety statistics
in addition to the serviceability statistics which were the primary
concern in the present study.

One of the weakest areas in the use of the simulation studies is
the limited amount of data on material geometry and strength variability
and mean stiffness values. These should be based on large quantities of
samples; quantities large enough that among and within mill distribu-
tions can be accurately obtained for different species and products.

Use of the simulation method for wood joist floors does point the
way toward a possible design method which could be based on providing
floors with a specified level or probability of satisfactory service
and safety performance. The form of this design method is undefined at
present. It would appear that a systematic parametric study which
would result in refinement and extension of the relationships between
input and output characteristics, such as those reported in Table 6.2,
would be most useful. A design method which directly or indirectly
recognize both the benefits of floor component interaction and the
effects of material variabilities would allow the use of minimum member
sizes and properties along with the maximum joist spacings consistent

with desired performance levels.
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APPENDIX A RESPONSE VARIATIONS WITHIN INDIVIDUAL FLOORS
OF THE BASIC FLOOR SIMULATIONS

A second method of presenting the distributions of the floor
response is included in this appendix. This presentation is most useful
for uniformly loaded floors. The cumulative plot of average joist
deflection and joist tensile stress within each floor are given for
simulations one through five. Such plots give more information on the
behavior of the average joist within each floor as opposed to the most
critical joist.

To convey a measure of the variability of the joist response
within each floor, an interval extending one sample standard deviation
above and below the sample mean value for the floor is shown for each
floor, Only these maximum values were shown in the plots of Chapter III.

The figures of this appendix show that the standard deviation of
response within a floor is quite random across the average response
distribution. Also evident is that the maximum response is significantly
greater than the mean response values. The maximum response values
within the floor are quite highly correlated with the placement of the
floor within the average response distribution. Maximum floor response
characteristics were more variable than the average response variations,
especially in cases when joist stiffness was varied. The average joist

stress varied little when other than joist stiffness was varied.



PERCENT FREQUENCY

100

90
80
70
60
50
40
30
20
10

MAXIMUM DEFLECTION
FLOOR WITHOUT VARIATION

PSR-

o 0.203
JOIST-ONLY DEFLECTION o 0.199
USING MEAN E = 0.290 IN. - -
O | |
o .
O [ ]
-O ]
o .
O [ |
o— .
> .
O~ ]
O~ n
-0 ]
JOIST E
o m,  Cov = 107
O ]
O B
o - —O0— AVERAGE DEFIECTION
O » WITH + & = ONE
5 . STANDARD DEVIATION
o a
o - m MAXIMUM DEFLECTION
o— - PER FLOOR
4/,1 T vu 11 Y A v '
.16 .165 .170 .175 .180 .185 .190 .195
DEFLECTION, INCHES
FIGURE A-1
CUMULATIVE AVERAGE DEFLECTION DISTRIBUTION - SIMULATION 1

144!



PERCENT FREQUENCY

100
90
80
70
60
50
40
30
20

10

L

JOIST-ONLY STRESS
= 877 PSI

MAXIMUM JOIST STRESS __..
FLOOR WITHOUT VARIATION

W

N

P0dd 0000006
j 0
X6}

C
PO (o} O o) é) o b s

| 9 2e)

; -

a  JOIST E

™ cov = 10%

L ]
| ]

]

|
—O— AVERAGE JOIST
STRESS WITH +
& = ONE
STANDARD DEV,
s MAXIMUM JOIST

STRESS PER
FLOOR

/7

550

575 600 62 650 675
JOIST STRESS, PSI

FIGURE A-2

700 725

CUMULATIVE AVERAGE JOIST STRESS DISTRIBUTION - SIMULATION 1

Syt



PERCENT FREQUENCY

100
90
80
70
60
50
40
30
20

10

1

MAXIMUM DEFLECTION_

S

FLOOR WITHOUT VARIATION 0.220
—O 0.730
JOIST-ONLY DEFLECTION o—0 0.216
USING MEAN E = 0.290 IN. o 0.210
o 0.212
o 0.212
e [
o n
O~ ]
o) n
o .
o .
O a2
0 »
o ]
O | ]
-O B JOIST E
ff = CoV = 20%
O L ]
0 ™
P -
o - —-O— AVERAGE DEFLECTION
o - WITH + & - ONE
o . STANDARD DEVIATION
o a ® MAX DEFIECTION
150 160 .170 .180 .190 .200

DEFLECTION, INCHES

FIGURE A-3

CUMULATIVE AVERAGE DEFLECTION DISTRIBUTION - SIMULATION 2

91



PERCENT FREQUENCY

100 A
90 -

80 1

i

70

60 1

50 1

30 A1
20 -

10 -+

MAXIMUM JOIST STRESS
FLOOR WITHOUT VARIATION

JOIST-ONLY STRESS = 877 PSI

857
840
|
n
]
=
n
|
]
]
n
L
=
= JOIST E COV = 20%
]
n

n
a —O— AVERAGE JOIST STRESS

WITH + & - ONE

i
- STANDARD DEVIATION
o g m MAXIMUM JOIST STRESS
o PER FLOOR
¥ ¥ ¥ - ¥ H J ¥ L4 1] ¥ ¥ L)
550 600 650 700 750 800

JOIST STRESS, PSI

FIGURE A-4

CUMULATIVE AVERAGE JOIST STRESS DISTRIBUTION - SIMULATION 2

Lyt



PERCENT FREQUENCY

MAXIMUM DEFLECTION

FLOOR WITHOUT VARIATION JOIST-ONLY DEFLECTION
y % La/
100 ~ .
- i
o) I
90 - O . !
O- n i
80 1 —O0— . . %
—0 = i
70 - —0 n |
—O0 | i
l. l
50 7 ) JOIST E COV = 40%
~-O— . i
40 - o - ;
¥o ] —O— AVERAGE DEFLECTION
30 A —O0— n WITH + & - ONE
O - = STANDARD DEVIATION
20 - o
P F—— m MAXIMUM DEFLECTION
10 - o o PER FLOOR
-O ]
0 "%j " —-——-—--]O———-— .l

1

T T T T 1
2135 «155 .175 2195 2215 2235 0255 0275 2295 2315
DEFLECTION, INCHES

FIGURE A-5
CUMULATIVE AVERAGE DEFILECTION DISTRIBUTION - SIMULATION 3

8Y1



PERCENT FREQUENCY

MAXIMUM JOIST STRESS
FLOOR WITHOUT VARIATION —* JOIST-ONLY STRESS ﬂ
100 o 1040
% 1028
. 0 1004
20 o 1024 ¥
0 1024
80 - o 973
o 946
70 - 5 -
O n
- O =
60 ° i
O ]
50 A o .
O ]
o s JOIST E
*0 7 —C ] Cov = 40%
30 - =
pY m —O—AVERAGE JOIST
20 + o &  STRESS WITH +
-0 ] & - ONE
O- - STANDARD DEV.,
7 o— - a MAXIMUM JOIST
p O STRESS
0 A/ Q » i

400 450 500 550 600 650 700 750 800 850 900
JOIST STRESS, PSI

FIGURE A-6
CUMULATIVE AVERAGE JOIST STRESS DISTRIBUTION - SIMULATION 3



PERCENT FREQUENCY

0ST

MAXIMUM DEFLECTIONNM>>1
FLOOR WITHOUT VARIATION
100 T o
JOIST-ONLY DEFLECTION -O- a
90 4 USING MEAN E = 0.290 IN. j - ]
o— .
80 - O ]
-Or | |
§ O n
70 S .
O [}
60 1 O n
| o ®  PLYWOOD E COV = 20%
50 g =
O ]
O ]
40 ~ o .
O »
30 4 O [ ]
o - —O— AVERAGE DEFLECTION
o n WITH + & - ONE
20 O- = STANDARD DEVIATION
O n
10 1 O u s MAXIMUM DEFLECTION
O ] PER FLOOR
O "'{1/ 1 1 T 1 C' 1 T ! T T 1 t
. 165 2170 o175 .180 .185 .190

DEFLECTION, INCHES

FIGURE A-7
CUMULATIVE AVERAGE DEFLECTION DISTRIBUTION - SIMULATION 4



PERCENT FREQUENCY

1007
90-

80+

60+
50+
404
307
20-

101

Lo

MAXIMUM JOIST STRESS
FLOOR WITHOUT VARIATION

O

10 O

JOIST-ONLY
STRESS = 877 PSI

PLYWOOD E CovV = 207%

—O— AVERAGE JOIST STRESS
WITH + & - ONE
STANDARD DEVIATION

m MAXTMUM JOIST STRESS
PER FLOOR

J

600

620

640 660
JOIST STRESS, PSI

FIGURE A-8

680 700

CUMLATIVE AVERAGE JOIST STRESS DISTRIBUTION - SIMULATION 4

18T



PERCENT FREQUENCY

100 A

90 T
80 4

70 A
60
50 -
40 -
30 -
20 -

10 1

MAXIMUM DEFLECTION

JOIST-ONLY DEFLECTION

FLOOR WITHOUT VARIATION ~—™ USING MEAN E = 0.290 IN. 0. 991
—O 0.731
N ~ 0.218
O [ |
o 0.216
—O 0.215
o -
O- ]
o .
o =
[
~ |
' »
o .
O " SLIP MODULUS
A COV = 60%
O n
O L
O "
7o) .
O - ®  _o- AVERAGE DEFILECTION WITH
—0 + & = ONE STANDARD DEV.
—© . m MAXIMUM DEFLECTION
"f/l T T e T T . ! T ! I I 1
<165 .170 .175  ,180 .185  ,190 .195 .200  ,205 .210

DEFLECTION, INCHES

FIGURE A-9

CUMULATIVE AVERAGE DEFLECTION DISTRIBUTION - SIMULATION 5

Zst



PERCENT FREQUENCY

MAXTMUM JOIST STRESS

FLOOR WITHOUT VARIATION ~—™]
1007 O -
O .
90 JOIST-ONLY STRESS o\ -
= 877 PSI O n
O ]
80+ O | ]
O- ]
4 O~ a
70 p -
O n
60+ O a
g s  SLIP MODULUS COV = 60%
50+ Pl
O n
O a
401 -O- a
O ]
30- o, = —O— AVERAGE JOIST STRESS
o u WITH + & = ONE
204 o a STANDARD DEVIATION
D * . m MAXIMUM JOIST STRESS
10- O " PER FLOOR
o n
0- /’ 1 Y T Q T A T T T 1
575 600 625 650 675 700 725 750

JOIST STRESS, PSI

FIGURE A-10
CUMULATIVE AVERAGE JOIST STRESS DISTRIBUTION - SIMULATION 5

£ST



154

APPENDIX B SPECIFIED AND SAMPLE PROPERTY MEANS AND COV VALUES

The mean component values and component variabilities computed
from the values assigned in the simulation studies will not be exactly
equal to those specified because of the finite sample size involved.

This appendix presents in tabular form the statistical
characteristics of the floors actually included in each simulation to
aid in comparing the specified and the resulting values of both mean
value and coefficient of variation. The specified values are also given
in Tables 3.1, 4.1, 5.1 and 5.2, and shown in parenthesis in this

Appendix.



APPENDIX B

Resultant Mean Values and COV

Simulation Mean Joist E cov Mean Plywood cov Mean Slip COV Slip
Number PSI x 10*® Joist E E*, PSI x 10%*6 Plywood Modulus 1bs/in. Modulus
Percent E, Percent Percent
1 1.780 (1.80) 9.46 (10)
2 1.761 (1.80) 19.03 (20)
3 1.743 (1.80) 39.04 (40)
4 1.33011L (1.360) 18.42 (20)
0.517 L (0.529)
5 28,200 (30,000) 58.72 (60)
6 1.798 (1.80) 19.22 (20) 1.36111 (1.366) 9.09 (10) 30,400 (30,000) 39.62 (40)
0.529 1L (0.529
7 1.793 (1.80) 19.24 (20)
8 1.36611 (1.361) 18.67 (20)
0.532L (0.529)
9 32,200 (30,000) 60.10 (60)
10 1.794 (1.80) 19.32 (20)
11 1.763 (1.80) 20.03 (20) 1.38711 (1.361) 8.65 (10) 30,200 (30,000) 40.64 (40)
0.5404 (0.529)
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APPENDIX B Continued

Simulation Mean Joist E Cov Mean Plywood cov Mean Slip COV Slip
Number PSI x 10*6 Joist E E*, PSI x 10*6 Plywood Modulus 1bs/in. Modulus
Percent E, Percent Percent
12 1.597 (1.60) 19.42 (20)
13 1.599 (1.60) 19.08 (20) 0.7714 (0.762) 18.32 (20) 17,500 (18,000) 38.72 (40)
0.076 L (0.074)
14 1.613 (1.60) 19.11 (20) 1.286 1L (1.310) 19.42 (20) 27,900 (30,000) 59.93 (60)
0.099 L (0.101)
15 1.322 B.M.L1 (1.385) 8.62 B.M.(11)
0.376 B.M. L (0.394) ;
1.392 W.M. £1 (1.385) 11.27 W.M.(13)
0.396 W.M. L (0.394)
16 1.562 B.M.(1.60) 6.31 B.M,(9) 1.311 B,M.1l (1,385) 8.44 B.M.(11)
1.620 W.M. (1.60)15.77W.M.(18) 0.373 B.M. L (0.394)
1.385 W.M. 1L (1.385) 11.32 W.M. (13)
0.394 W.M. 1 (0.394)
17 1.540 B.M.(1.60) 7.75B.M.(9) 1.367 B.M.LL (1.385) 9.81 B,M.(11) 22,800 (22,700) 60.40 (60)
1.610 W.M.(1.60)18.20W.M,(18) 0.389 B.M. 1 (0.
1.396 W.M. 11 (1. 12.82 W.M. (13)
0.397 W.M. L (0.
18 1.510 W.M. (1.60)17.51W ,M.(18)
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APPENDIX B Continued

Simulation Mean Joist E cov Mean Plywood cov Mean Slip COV Slip
Number PSI x 10%6 Joist E E*, PSI x 10%*6 Plywood Modulus 1bs/in. Modulus
Percent E, Percent Percent
19 1.512 B.M. (1.60) 11.94 B.M. (9)
20 1.547 B.M.(1.60) 10.81 B.M.(9)
1.600 W.M.(1.60) 17.59 W.M, (18)
21 1.637 (1.60) 18.94 (20) 0.76211(0.762) 17.51 (20) 34,100 (35,000) 40.37 (40)
0.074 L (0.074)
22 0.239* (.250) 38.83*(40)
23 1.493 B.M.(1.60) 6.46 B.M.(9) 1.435 B.M.Li(1.440) 9.59 B,M.(11) 35,600 (35,000) 59.61 (60)
1.601 W.M.(1,60) 18.02 W.M.(18) 0.314 B.M.1(0.315)
1.440 W.M.£1(1.440)13.11 W.M, (13)
0.315 W.M.L(0.315)
24 1.516 B.M.(1.60) 10.70 B.M.(9) 1.385 B.M.11(1.440)10.47 B.M. (11) 35,500 (35,000) 59.87 (60)
1.601 W.M.(1.60) 17.44 W.,M.(18) 0.303 B.M.1(0.315)
1.444 W.M.11(1.440)13,04 W.M. (13)
0.316 W.M.1(0.315)
B.M. = Between Mill Variation
W.M. = Within Mill Variation
* = Reference to Particle Board
1l = Parallel E Value
4 = Perpendicular E Value
+ = Using Gross Untransformed Section
() = Specified Value

LST
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APPENDIX C FLOOR DEFLECTION PROFILES FOR UNIFORM AND CONCENTRATED LOADS*

UNIFORM LOAD,NO VARIABILITY

CONCENTRATED LOAD, NO VARIABILITY

* TYPICAL DEFLECTION PROFILES ALONG THE JOIST CENTERLINES
FOR FLOORS WITH NO MATERIAL VARIABILITY AND THE
CHARACTERISTICS GIVEN IN FIG. 3.1
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APPENDIX D FIT OF SELECTED RESULTS TO A NORMAL DISTRIBUTION

The maximum floor response values from Simulations 2, 3 and 22 are
shown in this appendix plotted on normal probability paper to give an
indication of the accuracy of assuming that the response of simulated
floor systems are normally distributed. The three simulations having
their response displayed in this appendix were chosen to correspond to
the simulation giving the approximate average, the highest and the low-
est error of the estimate value for maximum joist deflection in
Table 6.3. For plotting these curves the first point was assumed at
the middle of the 0 to 4 percent interval and subsequent points were
plotted at intervals of 4 percent. This was done to minimize the
unrealistic distortions which can result at near the ends of such

probability plots with small sample sizes.
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APPENDIX E DETAILED RESPONSE OF SELECTED FLOORS

Typical floor deflections and joist stresses for one floor from
each of the first six simulations are presented in this appendix. Joist
only response values as well as response values for the floor system
with no component stiffness variability are also provided so that com-
parisons can be made between the simulated floor response and the two
idealized cases.

The figures of this appendix show how material variability can
affect the entire floor system and the advantages of considering the

floor system to act as a unit.
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APPENDIX F VARIATION OF PLYWOOD STRESSES, SIMULATION 8

To show that the plywood stresses of all the simulations conducted
in this study are small (in the T-beam direction) the cumulative maxi-
mum compressive stress for both the top and bottom of the plywood are

displayed for one simulation.

Simulation 6 was chosen for this appendix because it had the
highest mean maximum plywood stresses of all of the simulations

involved in the study.
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