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ABSTRACT

DEVELOPMENT OF A MARTIAN IN SITU HYBRID ROCKET MOTOR

One of the chief obstacles that has prevented a human mission to Mars is the excessive
amount of mass that must be launched into low earth orbit to assemble the Mars-bound
spacecraft. Since propellants alone account for 75% of the total mass requiraments,
concept has been proposed for both manned missions and unmanned robotic sample return
missions, which relies on In-Situ Resource Utilization wherein propellants for the trgitm
Earth are manufactured from raw materials available on Mars. This researcdfooube
development and testing of a unique propulsion system that could enable in-situ use of the
Martian atmosphere as an oxidizer source and Martian soil as a fuz $outhe return journey
back to Earth for manned and unmanned vehicles. The propulsion system employs carbon
dioxide as an oxidizer and metals as the fuel component. The need to understand and test this
concept is significant as there is currently little experimental knowledge on the performance of
carbon dioxide oxidizer and metallic fuels in rocket engines. Aluminum and magnesium fuels are
the leading choice for burning with carbon dioxide as they can liberate the contained oxygen for
rapid combustion to occur. Magnesium is favorable for its ignitability characterishieseas
aluminum has a higher energy density but is more difficult to ignite due to the formation of its
oxide layer. In the research conducted for this thesis, aluminum and magnesium panteles we
both considered to determine an optimal system that could be used to model an actual Mars
propulsion system. The project entailed a myriad of combustion tests based on a conventional

hybrid rocket motor in which the metallic fuel particles were encased in a polymer matrix binder



and oxidized through a liquid oxidizer. The hybrid rocket motor configuration is not only
amenable for the Mars environment because of ease of storage, but also affotded grea
adaptability safety for the experimental studies described here because of the sinfiplicity o
refueling procedures and because the fuel component itself aids in keeping the combustion
chamber wall cool, thereby eliminating the need for an active cooling system. Through initial
testing, it was observed that adding an additional oxidizer aided in the combustion of carbon
dioxide with high percentage metal fuel grains. Specifically, the results of this study suggest that
using nitrous oxide as a complementary oxidizer was beneficial in attaining sustained
combustion. However, it was also found that miscibility and mixing issues between the carbon
dioxide and nitrous oxide oxidizers led to induced combustion instability during the hybrid test

fires that had a 50% carbon dioxide and 50% nitrous oxide mixture ratio.
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CHAPTER 1 xINTRODUCTION

Background

As the 18 century brought many improvements in the field of rogketre past one
hundred and fifty years has shown significant advancement in utilizing rocket propulsion as a
means to explore the universe. In the early 1900s, a Russian schoolteacher named Konstantin
Tsiolkovsky developed one of the essential conceptsZRXOG LQIOXHQFH PDQYV UHD
WKH (DUWKTV DWPRVSKHUH +LV HTXDWLRQ SRSXODUO\ NQR.
describes how to achieve a specific change in velocity by shedding mass in the form of burning

propellant at a high exhaust velocity.

ay H\OléT (1-1)

The first considerable advancements in the manufacturing and testing of rocket motors came

from Dr. Robert Goddard. During his time as an instructor at Clark University, Goddgmd be

testing solid propellant rocket motors. These motors used the same type of compressed black

powder propellant used by the Chinese in tHedhtury. This consisted of potassium nitrate

(saltpeter) as the oxidizer, and charcoal as the fuel. Sulfur was additionally addbdra rate

modifier to improve ignition characteristics. Later in 1926, Goddard successfullyhigefivst

liquid propellant rocket to an estimated altitude of forty-one feet using gasoline and liquid

oxygen as the propellants. This type of motor fed its propellants from their individual tanks to

the combustion chamber through gas pressure. Once in the combustion chamber, a spark plug
ignited the propellants, and hot exhaust gases left the ndzxle * RGGDUG YV H[SHUWLVH 1

rocket motors grew, so did tiheckets. As the propellant tanks became larger, the need for



turbopumps became a necessity. Turbopumps allowed the propellant tanks to be lightweight and
still provide the necessary pressure to feed the propellants into the combustion chambeer. W
Goddard was working on the turbopump variant of his rockets, other groups in Germany and the
Soviet Union started building, static firing, and launching solid and liquid propellant rocket
motors. A German group, Society for Space Travel (Verein fir Raumschiffabg),

experimenting with rockets just before the start of the second world war. Wernher Von Braun
was one of the group members who stood out for having exceptional engineering leadership
gualities and began taking on more responsibilities until the group dissgsatéatid War II

began. The German military toak interest in some of the group members, primarily in Von

Braun. He and his team were then given the money and resources to develop larger and more
advanced propulsion systems to carry heavier payloads. This eventually turned into the V-2
rocket, a rocket capable of 60 miles in altitude and 125 miles in range [1]. At the \&fwdldf

War Il, Von Braun and many of the other German rocket engineers surrendered to the American
Army and was taken to Fort Bliss, Texas. During this time, Sergei Korolev was working on
inverse engineering captured V-2 rockets in the Soviet Union. Korolev and his team eventually
ZHUH DEOH WR ODXQFK WKH ZRUOG YV Hartd vrigit ipQcwhet bfF LD O V D\
1957. This led to a space race between the United States and the Soviet Union led by Von Braun
and Korolev, respectively. As the United States was ending the Apollo missions to the moon in

the early 1970s, a new target appeared for robotic and human exploration: Mars.

Literature Review
The planet Mars has been a subject of interest and curiosity recently as satallites
rovers have been able to give significant detail on the environment and composition of the soll

and atmosphere. In 1978,% 6 $ § V irglniissions found that the Martian atmosphere is 95.32%



carbon dioxide [2]. More recent missions have identified metals in the regolith, including
aluminum, magnesium, titanium, iron, and potassium. Magnesium and aluminum have been
found at mass percentages of five percent2tucing the payload and vehicle mass has
traditionally been the primary engineering challenge of leaving the gravitational pull of Earth.
Up to this point, it has not been practical to send enough fuel with a mission to meableoae
return to Earth. This remains a significant limitation when considering complex scienmmiss
and human missions to MaKf3ne potential solution to this challenge is using resources from the
regolith and atmosphere as chemical propellants for the return journey back f3Editie use

of in situ propellants has been discussed for decades to reduce the overall vivap& baeh [3]

Two key concepts fan-situ Martian propulsion are attaining liquid oxygen from the carbon
dioxide atmosphere utilizing the Sabatier reaction, and directly using the carbon dioxide
atmosphere as an oxidiz&;3]. The Sabatier reaction employs carbon dioxide and hydrogen as

reactants to retrieve water and methane products [2,3].

t*s \1gE t% (1-2)

%AIE VH\ %EE t*gl (1-3)
&RPSUHVVRUV RQ ODUVY VXUIDFH ZRXOG FRPSUHVV DQG FRR(
liquid where it would then be reacted with hydrogen in the presence of a catalyst [2]. The
hydrogen must either be transported from Earth, or retrieved by melting@cB &tV SHROHYV
performing electrolysis to separate the hydrogen and oxygen [2]. Either way, the hydrogen
would increase the total weight of the Earth launch vehicle as it would have to be brought from
Earth in a storage tank or recovered from water with a large electrolysis plant. A nmattane
oxygen propellant combination provides exceptional specific impulse, high propellant density,

and similar cryogenic storage temperatupecific impulse (Isp) ia quantification of a rocket



motorfV HIILFLHQF\ ,W tatal faecH, Idr @idsE (B) genéridteld divided by the mass
flow rate of propellants delivered to the combustion chami@mn{ultiplied by the gravitationa

constant at sea level (g) and has units of time [4].

(1-4)

+0L —I.B(— c
A high energy fuel and oxidizer combination such as hydrogen and oxygen have a specific
impulse of 380 to 400 seconds at sea level [3,4]. Methane and oxygealbasee theoretical
specific impulse of 320 to 340 at sea level, which remains favorable in comparison to many other
liquids and most solid propellants, that are approximately 150 to 275 seconds [3,4].
Directly utilizing the carbon dioxide atmosphere may be another viable option, trading
performance for simplicity and versatility. The theoretical specific impulsarbba dioxide a
an oxidizer and a metal fuel is within the range of 185 to 220 seconds [5]. Albeit a lower
performing propellant combination, the carbon dioxide only needs to be in a compressed liquid
state to be viable, eliminating the need to transport liquid hydrogen, a catalyst reactor, or an
electrolysis plant from Eartirhe metals can either be transported from Earth, or be extracted
from the soil as oxides [6Yarious metallic fuels have the potential to be oxidized by carbon
dioxide in a rocket motor configuration. Lithium, beryllium, boron, magnesium, aluminum,
silicon, cadmium, titanium and zirconium have been considered as possible fuel choitks [7].
most promising of these were beryllium, aluminum, and magnesium based on specific impulse
and oxidizer to fuel ratio, as seen in Figure 1-1. Hydrides have been added totamombadels
to aid in increasing the specific impulse [7]. It was found that beryllium, while having the highest
theoretical specific impulse out of the selected group of metals, would be difficult to implement
as a viable propellant with carbon dioxide due to its high toxicity [7]. Experiments with

magnesium and aluminum are the most likely to result in viable solutions ifmsén

4



propellant combination. Aluminum and magnesium have their respective advantages and
disadvantages. Aluminum has a higher adiabatic flame temperature compared to magnesium
resulting in a slightly higher theoretical specific impulse. Aluminum also has a higher ignition
temperature due to the formation of its oxide layer [2]. Magnesium features a lower ignition
temperature that makes it attractive to use as it requires less energy to igngenaroa the
Martian surface. The possibility exists that an alloy of magnesium and aluminum could be

explored for the desired properties of low ignition temperature and high specific impulse.

300 -lIlr'l—'-KiiillllllllIl]l'llllIIII'IIII[IIII-
B F(\ ~ o
|/ ~ o ~
_! \S'”i‘* H"‘\BzHE
250 =
& L
U N
g L
E 200 -
[#] =
[ia
5 N
L)
Q_‘ =
m o
150 P
o Metals
L = = = = Hydrides
100 2 a2 2 2 0 3 2 3 2 0 3 2 2 2 0 2 2 3 2 1 2 32 2 3 0 5 2 32 2 0 2 2 2 3 | 2 3 2 3
0 1 2 3 4 5 6 7 8

Oxidizer to Fuel Ratio, O/F
Figure 1-1. Specific impulse of various metals and hydrides burned ®that 150 psi [5].
Two Stage to Martian Orbit
If the propulsion requirements grew to accommodate more payload weight, one way of
solving this could be using a traditional rocket propellant combination that utilizes nitrogen
tetroxide and monomethyl hydrazine or unsymmetrical dimethyl hydrazine with the proposed in-
situ metal and carbon dioxide propellant. Nitrogen tetroxide has historically been used as an

oxidizer since the 1930s and continues to be used in different propulsion systems today [4]. It
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hypergolic (ignites solely through the chemical interaction between the oxidizer and fuel without
the need for an external ignition source) with various fuels, including monomethyl and
unsymmetrical dimethyl hydrazine. This propellant combination is simple as it does not eequire
separate system for the ignition and startup of the engine, and it is storable for an extended
period of time (months to years). Additionally, the chemical reaction rate of hypergolic
propellants is high, so that a higher mass flow rate can be implemented for transporting the
propellants from the tanks to the combustion chamber. This results in a higher combustion
chamber pressure, which in turn results in higher thrust. The nitrogen tetroxide and monomethyl
hydrazine combination has a specific impulse of approximately 320 seconds compared to the 185
to 220 seconds of the less efficient metal and carbon dioxide combination [6]. To retmple s

array from Mars back to Earth requires a Martian orbital velocijystfover three miles per
VHFRQG (DUWKYV seveh niel paridendrd) LAY Edrtt, escaping the pull of gravity

is accomplished through staging where multiple rocket engines and their tanks are stacked on top
of one another. These stages are deployed when their respective propellant tankdede empt

thus shedding unusable mass, making the entire vehicle lighter. This typically results in a three
VWDJH WR RUELW Y H kévErOntile$\pBr déa0RdDofbkial (Blaciy.kShafirovich

Gukalp, and Baker have proposed a two stage to orbit vehicle for Mars samiamisgions

where the Martian orbital velocity and the vehicle mass are both significantly lower and thus
more favorable [6]. This two stage vehicle would use carbon dioxide and metallic powders for
the first stage and nitrogen tetroxide and monomethyl hydrazine for the second stage [6]. The
first stage would propel the vehicle out of the thickest portion of the Martian atmosphiow/to a

the second, more efficient stage to attain the required velocity to make the return journey back to

Earth [6]



Rocket Propulsion versus Air Breathing Propulsion

Ramjets and turbojet engines using the carbon dioxide Martian atmosphere as an oxidizer
have been proposed to carry large experiments or crews to other locations of istanest a
alternative to rocket propulsion [Air-breathing propulsion is attractive for surveying Mars as
aerodynamic surfaces providing lift enables the propulsion systesndbrequire a thrust to
weight ratio greatethan one wheein a rocket propulsion system does have that requirement.
Therefore, the question arises; why use a rocket propulsion system over a wingedtaigorea

propulsion vehike system?

Figu 1-2.Concepf an air-breathing propulsion systemadmelicopter lift system [8, 9].

The main topic of concern with carbon dioxide and metal combustion is the formation of oxide
exhaust products [7]. Aluminum and magnesium oxide exhaust particles would be an
engineering challenge to overcome as they could quickly erode delicate turbomachinery such as
turbine blades in a turbojet engine. This problem is more easily dealt veitodket motor, as

the exhaust particles are only exiting a nozzle and not a set of rotating turbine blades.
Additionally, the pressure of the Martian atmosphere is 0.6%fJ Vitk§ispheric pressure,

and thus the decrease in density makes it much more difficult for a winged vehicle toTlyg7]

eqguation below displays how much lift (L) (equivalent to the weight (W) of the total velsicle) i



produced by a vehicle based on its coefficient of i,(atmospheric densityés . ), horizontal

velocity (8), and wing area#s) [10].

L=W= % 65,289 # (1-5)
As an example, suppose a future mission to Mars required a winged vehicle the $i@-af a

Predator drone [11The coefficient of lift @ is 0.75 fora2.5° angle of attack, the atmospheric

iReU

T Ane wing area #) is 123 B P and the desired velocity

density (€] is 3.853 x 10"-

(V) is approximately 15éééQWhen the values for the known terms are implemented, a maximum
lift and weight of 40 pounds is calculated. Therefore, a drone that weighs 2,200 potaatthon
could weigh no more than 40 pounds on Mars to achieve the same horizontal velocityli& 150

This is mainly attributed to the low Martian atmospheric density.

Figure 1-3.MQ-1 Predator Unmanned Aerial Combat Vehicle][11
Figure 1-4 shows the required horizontal velocity needed to lift a specific weight through the

low-density Martian atmosphere.
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Figure 1-4.Lift and weight versus velocity for the MQ-1 Predator on Mars.
The analysis above suggests that new aircraft designs suited for the low densép Marti
atmosphere would need to bevdloped. Additionally, while winged and rotor vehicles certainly
have their place in Martian exploration, rocket propulsion could offer distinct thrust to weight
advantages, primarily in sample return missions and crewed missions requiring traversing the

landscape.



CHAPTER 2 +DESIGN PLAN

Modes of Combuston

Many modes of combustion have been considered for successfully combusting aluminum
and magnesium with carbon dioxide as an oxidizer. Figure 2-1 displays these methods of
combustion. The first mode (Figure 2-1a) is a combination of a hybrid motor and a solid motor.
Carbon dioxide is contained in a separate tank, while a fuel rich solid rocket motor resides

beneath it [5]

a) Rocket Feed of Mg b) Hybnd ¢) Frozen CO;
CO5
5\““_’/3 — solid rocket
(Mg rich)
X Y Mg powder .
\ in binder
d) Monopropellant Slurry e) Liguid Bi-Propellant Powdered M

molten Mg / \

CO3

COy | powder Mg

\

Figure 2-1.Modes of carbon dioxide and magnesium combustion [5].
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Enough solid oxidizer is present in the grain so that combustion is self-sustaining without any
external oxidizing sources. The carbon dioxide is routed around the solid propellant casing and is
mixed in a combustion chamber below it before the exhaust produdtg 8md through a

nozzle. The second configuration is a conventional hybrid mode in which the metalig fuel
encased in a matrix binder (Figure 2-1b). This mode could afford great versatiigfualing
procedures would be akin to changing out cartridges for the fuel grain and compressiregl liquif
carbon dioxide for the oxidizer. Additionally, the fuel component itself would keep the

combustion chamber wall cool, eliminating an active cooling system. The disadvantage would be

the need to bring a binder for the metal particles.

Other proposed modes include magnesium and aluminum suspended in frozen carbon dioxide
(Figure 2-1c); monopropellant slurry in which the solid magnesium and aluminum particles are
suspended in liquid carbon (Figure 2-1d); and liquid carbon dioxide and molten magnesium and
aluminum (Figure 2-1e) [12]. Suspending magnesium and aluminum in frozen carbon dioxide is
simplisticly attractive, as it would resemble a solid rocket motor lacking the complexity of
moving partssimplifying storage, ignition, and operation. The disadvantage is in producing a
homogenous mixture for stable combustion to oc&wsignificant drawback, whicls one that
currently plagues all solid rocket motors, is that the thrust cannot be throttled. The
monopropellant slurry possesses similar advantages to the solid propellant, as the only moving
part would be a single moving valve to allow the propellant to flow into the combustion
chamber, thus making it throttleable by varying the propellant flow rate. The drawback of this
design is the settling of metallic fuel within the liquid oxidizer, which changes the oxidizer to
fuel ratio. The liquid carbon dioxide and the molten magnesium and aluminum would act most

similar to a traditional liquid propellant motor but would require extensive energy to keep the

11



metallic fuel liquid [13. The last method encompasses burning floated powder in the combustion
chamber (Figure 2-1f). The main advantage of this mode is the increased surfatdlerea
metallic powder, which reduces the required energy for ignition. Missions on Mars that require
hopping to various geographic locations would benefit from this method. The added plumbing
and the need for an active cooling system could potentially increase the complexity of the
system. An important variable to consider is that the oxidizer to fuel ratio (O/F) for the
conventional hybrid motors (Figure 2-1a, 2-1b) will change over time. In contrast, the solid
motor and liquid motor configurations (Figure 2-1c, 2-1d, 2-1e, 2-1f) ardé@biaintain a

constant mass flow rate (and thus a constant oxidizer to fuel ratio) of both oxidiZeelamlie

to time, cost, and complexity, the conventional hybrid motor design (Figure 2-1b) and the
powdered metal design (Figure 2-1f) were chosen as the main modes of combustion for

investigation to determine which would be eventually used for hot fire testing.

Powdered Metal Design

The powdered metal design has been the traditional mode of combustion for as long as in
situ propellants have been proposed on Mars. It could be the most versatile for8itaf
Resource Utilization (ISRU) as the metal fuel could be brought from Earth, takesgeomh
aluminum and magnesium stages of the descent vehicle, or processed from the Martian soil.
Missions that would require hopping on the surface could take off from its starting point, land in
the area of interest, replenishment its carbon dioxide, and take off again eithewto a ne

destination or back to the original base, as seen in Figure 2-2 [14].

12
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.
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Figure 2-2 Hopper refueling configuration [14].
One of the main problems with the powdered metal design is the powder feed system. Clogging
within a feed system could cause changes in fuel mass flow rate affecting combestobn. L
screws, carrier gases, venturi nozzles, and various other designs exist for thettodinspor
powders. A preliminary design utilizing a venturi nozzle was adopted with the carbon dioxide
oxidizer, additionally acting as a carrier gas to help transport the metal powder into the
combustion chamber (Figure 2-3). A speaker assembly was added to the top of thetlead of
metal powder tank to agitate the powder to aid in preventing orthokinetic coagulation from

occurring [15].

Injector Combustion Chamber

Metal Powder Tank .
Speaker Assembly { i
Carbon Dioxide Tank \ -L -
\ . \ [/\\ a2
' o , ]
4 “\ ] { Combustion Chamber Nozzle
( )ia el

Venturi Nozzle

Figure 2-3.Powdered metal speaker design.
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Wickman Spacecraft and Propulsion Company developed a small rocket motor that used
magnesium powder and gaseous carbon dioxide that could fire for approximately five seconds
[16]. The motor suffered from powder clogging, which negatively affected the combustion [16]
As many designs exist for powder transport, a passive system sfapbarthe simplest solution

to implement. Two different designs were modeled to obsbesaressure and velocity of a

venturi and annulus approach for powder transport utilizing the carbon dioxide oxidizer as a

transport carrier (Figure 2-4 a, abd

Metal Powder Tank

!

394956922

351.879411 Oxidizer and Fuel Mixture
308.801900 s

265.724380
222646879
179.569368
136.491857
93.414347
50.336836

7.259325
Pressure [Ibfin*2)]

Flow Traj ies 2

I

Carbon Dioxid; Carrier

(@)
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Carbon Dioxide Carrier

Metal Powder Tank
— i

Oxidizer and Fuel Mixture
—

99.487433 |
89.035282 |
78583131
68130979
57678828 | =
47.226677
36.774526
26322314
15870223
5418072
Pressure Ib0in*2] |

Fiow Trajectories 1 |

(b)

Figure 2-4.Venturi design (a) and annulus design (b) displaying pressure differential.

Hybrid Design

The hybrid design comprises of the metal powder being encased in a matrix binder that
contains a port that allows mixing between the fuel and oxidizer to occur for combustion (Figure
2-5). The design is simple in nature as the only two actions needed to start this kindrairmot
the ignition of the fuel grain and actuation of a valve to flow oxidizer into the fuel grein po
Although it is not a true in situ propellant motor due to the use of a binder that could not be
manufactured on Mars, the hybrid design offers several advantages over the powder design. The
most obvious is clogging of the fuel due to coagulation is significantly reduced. There is also less

hardware associated with a hybrid motor, which decreases the overall weight of the system.
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Pressure Transducer

Combustion Chamber \

N\ s

Combustion Chamber Nozzle Flow Controller Valve
Figure 2-5. Traditional hybrid design.

Carbon Dioxide Tank

The relationship between the combustion chamber pressure and the time of the burn is called
burn profile, seen in Figure 2-h is graphed with the combustion chamber pressure or thrust on
the Y-axis and the time on the X-axis. A regressive profile gradually decreasesstweees

time moves forward, while the progressive profile gradually increases the pressureraevese
forward. The neutral profile remains moderately constant in pressure throughout the burn.
Hybrid rocket motors typically burn with a regressive burn profilese profiles are useful in

determining the total impulse and specific impulse of the motor.

R, egre SSI.Ve

Neutral

ngress'\\'e

Pressure (or thrust)

Time
Figure 2-6.Burn profile for a progressive, neutral, regressive pdfn

The regression rate (or burning rate) of propellant is the measure of how quickly theaptopell
gasifies for combustion. For solid rocket motors, the regressiorsyatienarily a function of the
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combustion chamber pressure, and for hybrid rocket igjdtee regression rate is largely

function of the oxidizer mass flux [4The direction of regression is typically orthogonal to the
burning surface and is measured in inches per second [4]. Equation 2-1 displays the regression
rate of a solid propellant wher@s a coefficient based on the burning temperatdgs the

combustion chamber pressure, ahid the burning rate, or pressure rate, exponent.

NG g o 28 (2-1)

NGoauxDE (2-2)
Equation 2-2 shows the regression rate for a hybrid rocket motor with the oxidizeturg9s)f
replacing the pressure in the previous equation. The oxidizer mass flux can also sedxases
a function of the densityd;) and velocity @) of the oxidizer stream. A more applicable
solution to calculating the oxidizer mass flux is to divide the mass flow rate of the oxitiger (

by the area of the fuel grain por{, s).seen in equation 2-3.

§° (2-3)

H
[
8)
“©0

When the oxidizer is fed into the combustion chamber where the fuel grain resides, aypoundar
layer forms that eventually runs parallel to the surface of the grain. Within the boundary layer is
where vaporization of the fuel and mixing between the fuel and oxidizer.ddmiheat of

combustion causes the solid fuel to change phase allowing for the mixing and combustion to be a
continuous process. This can be seen in Figure 2-7, where the border of the boundary laye

encompasses the mixing and subsequent active combustion zone.
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Figure 2-7. Interaction between oxidizer and fuel of a hybrid motor [4].

The regression rate explained above describes the regression of a hybrid fuel grain in which
radiation can be neglected for fuels such as hydroxyl-terminated polybutadiene (d&irRiE)n

wax, polyethylene, ABS, PVC, and other polymers [4]. When metals are added to theifiiel gra
the radiation and thus heat transfer to the grain can alter the overall regressierexavels

testing that burned aluminum with HTPB showed that the radiation emitted from the aluminum
oxide combustion product lowered thtQ WK D O S\ R1 Y B g B Dh&alumi@umi

also appeared to increase the flame temperature, which in turn, could be responsibléstr the r
in regression rate [17]. Various forms of the equation for the regression rate of arbgkeid

motor exist They are dependent on many different variables, including grain composition,
oxidizer composition, grain size, port size, port geometry, and injector design. Sutton gives the
following equation (2-4) as an example of a relationship that could be used to accalat fo
effect of radiation nto the regression rate [4]. It incorporates an initial pressure (P1) and port
diameter for a cylindrical port geometry (D1) as well as a reference préBsafeand port

diameter (Dref) [4].

NBcol & WG sy sehRES EA0U GRS %#a0L (2-4)
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Other relations (seen below) for regression rate include taking the mass flow rate of thegfuel (
the density of the fueld), and various grain parameters like the length of the grajnand the

diameter of the grain port@) into account [17].

NEcok DE.o° (2-5)
I
N@géfﬁngu (2-6)

Additionally, the regression rate can be approximated by correlating the total he& fijpath
the enthalpy of vaporization, @ total change in energy needed to heat the fuel grain to the

temperature required for vaporization® 4 ){17].

Y
NG & (2-7)
@UuuU
The total heat flux can be equated to the summation of the convective heat transfer and radiative

heat transfer from the combustion flame to the surface of the grain.

3caclk 3va4€ Io«x (2-8)
30aa% Daach (Qroab Gesvdoo (2-9)
Dyaa® % GRS (2-10)

In equation 2-10, the convective heat transfer coefficient is represent@gl;hythe fuel grain
specific heat by?, the Stanton number &, the density as,; and the velocity of the oxidizer

as R [17]. The radiative heat transfer is calculated using

3467 Plgosps F WoE>0) (2-11)
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where lis the Stefan-Boltzmann constaid is the gas phase absorption coefficient, and

the combustion chamber pressure [17].

Chiaverini states that if the radiative heat transfer is one half or less than the convective heat
transfer, the net result is a small change in the regression rate (approximately eglessto or
than 10%). Additionally, there is a degree of disagreement in literature concerning the

correlation between radiative heat transfer on regression rate [17].

Initial Hybrid Testing Predictions

Between the two options of the powdered metal design and the traditional hybrid design,
the hybrid design was a better option for ease of testing and data acquisition. The télséng of
transport of metal powders was beyond the scope of this work. Therefore, the hybridwvadesign
selected as the focus of this project. The preliminary strategy for hot fire teséryybfid
rocket motor was to have pure carbon dioxide as an oxidizer with a magnesium and aluminum
alloy as the fuel grain. The tests would vary the percentage of aluminum and magnesium while
keeping all other parameters constant. Preliminary burning tests, between carbon dioxide gas and
magnesium powder, suggested that a secondary oxidizer added to the carbon dioxide would aid
in ignition and sustaining combustion. The testing would proceed with having a majority of the
oxidizer being tis secondary, and more capable oxidizer while slowly adding carbon dioxide
with each subsequent test to see the difference in performance. This changed the variable of
testing to the oxidizer, instead of the fuel. VaricjdsHOSLQJ"™ R[LGL]HUWitiZtheUH FRQ VI
main three being the following: liquid oxygen, nitric acid, and nitrous oXidgiid oxygenis
the oxidizer of choice for many propulsion systems, especially for one that will see use on Mars.
, WV 1T K WillkKkmamySlifferent fuels makes it an attractive oxidizer; howevera cryogenic

liquid and is difficult to procurén small quantities. Nitric acid was another option as a
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secondary oxidizer as it easily prepared through the vacuum distillation of satfigriand

potassium nitrate seen below.

*sDEEt-01,\t*01;E -¢5% (2-12)
A benefit that nitric acid possessesListixp&rgolic nature with certain fuels. This would
eliminate the need for an ignition system, which would reduce overall weight while increasing

reliability. Its toxicity, however, made it difficult to work with.

() | (b)
Figure 2-8. Synthesis of nitric acid (a) and hypergolic ignition with turpentine (b).

Nitrous oxide is an oxidizer that is typically used with hybrid motors. In a sealed tarnk hbi¢ ca
kept in a liquid state and fed into an injector using its own vapor pressure. Possiblytthe mos

significant benefit, in terms of this research, is the similarity in density bocatioxide Carbon

dioxide has a density of approximately%—?éﬁ 725 pounds per square inch while nitrous oxide

has a density of 4§—?§t the same pressure. This similarity in density meant that filling

procedures would be identical for both fluids. Previous experience with nitrous oxide liquid

rocket motors made it a familiar oxidizer to work WikkRORUDGR 6WDWH 8QLYHUVLW
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Intercollegiate Rocket Engineering Competition (IREC) teams have built several nitrous oxide
and ethanol motors in the past three years. These motors ranged from 100 pounds to 750 pounds

of thrust.

Figure 2-9. Hot test fires of previous motors using nitrous oxide at Colorado State University.

Due to the similarities in density, filling procedures, and previous experieheadling, nitrous

oxide was chosen as the secondary oxidizer to add to the carbon dioxide. As previously stated,
the testing regimen would start with solely nitrous oxide. The carbon dioxide would then be
added in twenty-five percent increments by mass during each test. The fuel grain was decided to
be composed of aluminum, magnesium, and a binder. Due to the high cost of nitrous oxide and
magnesium powder, the testing would be conducted with a small motor with a liquid oxidizer

mass of one pound and a fuel grain mass of 0.85 pounds.

An assumption was made early on that at the same temperature and pressure, carbomdlioxide a

nitrous oxide would be miscible due to their similar physical properties. To ensure that this
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assumption was valid, a test setup (seen in Figure 2-10) was designed and manufactured to

visually observe what occurs when the two fluids are brought together.

Dip Tube Valve

Dip Tubes

Mixing
Chamber

Filling Line
Pressure Gauge
Figure 2-10.Carbon dioxide and nitrous oxide mixing chamber setup.

The mixing chamber was made of four pieces of polycarbonate that were stacked two on each
side of an aluminum ring. The aluminum ring contained three ports; two for dip tubes and one
for the filling line. The two 1/8 inch stainless steel dip tubes were used for venting readspa
vapor and liquid when the liquid level reached the entrance of the dip tube. One was placed
higher than the other allowing for venting of both fluids separately. The filling line wabkexdtac

to a stainless steel tee in which the two sides were connected to the carbon dioxide and nitrous
oxide fill tanks. The sequence of filling can be seen in Figure 2-11. Nitrous oxiddl#ed

mixing chamber in sequence 1 and can be seen at steady state in sequence 2. Saguénces
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show the filling of carbon dioxide. Sequence 5 is the mixed product of both fluids. Abthts
during the test, turbulent gradient lines were visible until they settled a few seconds after the
introduction of carbon dioxide. The start of the final venting of the mixing valve is shown in

sequence 6.

Figure 2-11 Carbon dioxide and nitrous oxide mixing sequence.

1$6$TV &KHPLFDO (TXE QcHEidda0e Gh@dn99a), or NASA CEA, was

used to find the theoreticaharacteristic velocity (C*) for various oxidizer to fuel ratios to

observe the thermodynamic performance of the propellants. This was done for three different tes
cases for fuel composition. The first case used 100% HTPB as the fusdctra was 50%

HTPB, 40% aluminum powder, 10% magnesium powder, and the third was 25% HTPB, 65%
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aluminum powder, and 10% magnesium powder. The combustion chamber pressure was kept at
200 pounds per square inch, and in each case, the oxidizer was tested at varying peoéentages

carbon dioxide and nitrous oxide.

4500
4000 ~
3500 -
3000 A
$ 2500 -
o
E
*C) 2000 A
1500 - \“*H_._,_H
1000 A —e—N20 100%
N20 50% CO2 50%
500 A N20 25% CO2 75%
—e— C0O2 100%
0 T T T T T T T
0 1 2 3 4 5 6 7 8
O/F Ratio

Figure 2-12 O/F ratio versatheoreticalC* for 100% HTPB.
Figures 2-122-13, and 2-14 show the characteristic velocity as a function of the oxidizer to fuel
ratio for the three different test cas&he varying oxidizer composition is assumed as a mixture
due to the similarities in density between carbon dioxide and nitrous oxide and the clear mixing
chamber testing. As expected for all cases, the oxidizer mixture with the most nitrous oxide had
the highest theoretical characteristic velocity, and the oxidizer mixture with the highest

percentage of carbon dioxide had the lowest theoretical characteristic velocity.
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Figure 2-13.0/F ratio versus theoretic@t for 50% HTPB, 40% aluminum powder, 10%
magnesium powder.

Additionally, for all three cases, the highest characteristic velocity appears to quaaknfr

oxidizer to fuel ratio of 2.5 to 4 for any oxidizer mixture that contains nitrous oxideh&qure
carbon dioxide oxidizers, the highest characteristic velocity peaks at an oxidizer tdidued ta
and then begins to descend as the O/F ratio increases. The pure carbon dioxide oxediaer cas
Figure 2-14 was not able to converge on NASA CEA. This could be due to the carbon dioxide

not being able to oxidize or reduce the HTPB, even at low binder percentages.
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Figure 2-14 O/F ratio versus theoretical C* for 25% HTPB, 65% aluminum powder, 10%
magnesium powder.

One of the challenges associated with metal and carbon dioxide combustion is the large amount
of energy required to decompose the carbon dioxide in the first place. The enthalpy d#ference
between carbon dioxided(* ;= -393.5 kJ/mol) and nitrous oxiddif 3= 82.1 kJ/mal was

thought to be an aid in reducing the overall energy needed. However, an ignition\sgstem

be needed that could provide enough energy to decompose the oxidizer, and deliver enough heat
to raise the surface temperature of the fuel grain substantially, leading to the design and

characterization testing of a preheater grain for the hybrid motor.
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CHAPTER 3 +CHARACTERIZATION OF PREHEATER GRAIN

Preheater Grain Objectives

The preheater grain of a hybrid rocket motor heats the fuel grain and aids in decomposing
the incoming oxidizer. It can be in the form of a compressed pellet composed of double-base
propellant, or in the form of a solid propellant grain that utilizes the same fuel asetigrdin
with the addition of a solid oxidizer and binder. The goal for the preheater grain was tacreate
propellant that had a high adiabatic flame temperature to aid in the decomposition of the carbon
dioxide oxidizer and possessed a similar regression rate to the hybrid fuel geatasiing of the
preheater grain, or characterization of the grain, is essentially testing the prapell&naiditional
solid rocket motor. The testing sequemnt the propellant results in the acquisition of regression
rate values at their respective combustion chamber pressures. To acquire this detesiagpr
propellant is made into a grain with a specific port geometry and fired in a motor in which the only

variable of each test is the nozzle throat diameter

Preheater Grain and Ignitor Composition

Of the available solid oxidizers, ammonium perchlordée % H) Ahnd ammonium nitrate
(0*50 1, appeared to be best suited for the application. Ammonium perchlorate has had an
extensive history in the use of solid propellants all the way from the Polaris and Minuteman missile
systems to the space shuttle solid rocket boosters (SRBs). Unfortunately, its pricalahilitgva
made it a difficult oxidizer to procure in the quantities needed. A less widely known oxidizer,
ammonium nitrate, was utilized for its lower cost and higher availability. It has lmd by

Wickman Spacecraft and Propulsion Company to develop phase-stabilized ammonium nitrate
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propellant (PSAN-1), a propellant that does not expand or contract in size daeability in

temperature.: L F N P Da@nfhohium nitrate propellant formulation appears below.

Table 3-1.Wickman Ammonium Nitrate Propellant [18].

Composition Percent by Mass
Ammonium Nitrate 60.0
Magnesium 20.0
R20LM Binder (HTPB) 20.0

In 2004, Nakka found thatchlorine donor could assist in the combustion of ammonium nitrate
with aluminum as early ignition attempts proved difficult [19]. Instead of using HTRB as

binder, he opted for polychloroprene (also known as chloroprene) which contained a high
chlorine content (approximately 39% by mass) and could be easily found in the form of contact
cement. Several small test propellanEDVH G R Q 1 DsNwéie fiiked td doxiddisvopen-air

burn testing to visually observe ignitability.

Table 3-2.Polychloroprene binder based test propell§i@g

AN S Al Mg NacCl Mn{g| CuO Binder
Al4 41 15 24 0 2 0 0 18
A20 49.1 2.3 19.2 0 0 0 0 29.4
A24 48 2.8 12 0 0 0 0 37.2
A201 44.5 2.1 17.4 8.3 0 1 0 26.7
A202 40.5 2.7 15.7 15.7 0 0 1.1 24.3

Table 3-2 showsV KUHH R1 1D N Nforfhmat®bsRdesignaded es\W14, A20, and A24)

and two formulations that were alterations to the A20 propellant (designated as A201 and A202).
A201 and A202 incorporated magnesium, manganese dioxide, and copper (Il) oxide to increase
the adiabatic flame temperature, while all formulations utilized sulfur to reduce overatingniti

temperature.
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(b) (©)
Figure 3-1.Ignition testing of A20 (a), A201 (b), and A202 (c).

Each propellant formulation was timed to observe how long it took for the slug to fully ignite
using a standard electronic mat@match). Under these conditions, it was determined that
propellant formulations with an ammonium nitrate oxidizer took a lengthy amount of time
(approximately2.5-3 seconds average) to ignite. Therefore, three ignitor compounds were
evaluated to observe the time delay of ignition. These compounds were thermite based to
promote high-temperature exhaust products to contact the propellant graircorhgositiors

are belowin Table 3-3.

Table 3-3.Thermite ignitor compositions.

Ignitor-1 Ignitor-2 Ignitor-3
55% Teflon (PTFE) 77% CuO 82% CuO
22.5%Al 23% Mg 18% Al

22.5% Mg

It appeared that the aluminum-based igniter compositions took longer to ignite than ones that

contained magnesium. This could be due to a combination of the aluminum oxide layer on the

particles and relatively their large size (30 micron). Thus, the copper (II) oxide and magnesium

thermite composition was chosen for the ignitor compound.
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Figure 3-2 Ignition testing of Ignitor-1 (a), Ignitor-2 (b), Ignitor-3 (c).

Solid Motor and Test Stand Design

Based on the time delay of ignition, ease of ignition, and ease of manufacturing,
A202 was the propellant composition chosen for the first hot fire test. The motor desitpemwas
completed in Solidworks. Figure 3-3 shows the detail of this design. The aluminimg lcalsl
all components and acted as the pressure vessel. The PVC liner was held the pgopiellant
acted as a thermal liner once the regressing propellant finally reached its outer radius. The
forward closure contained a tapped hole with a pressure port to read combustion chamber
pressure, and the graphite nozzle directed the hot exhaust gases. The equatiast fergilven
below in equation 3-1 whergsis the combustion chamber pressutgis the area of the nozzle

throat and% is the thrust coefficient.

(= % #:2 (3-1)
The thrust coefficient is a measure of how well the nozzle accelerates the expanding exhaust
flow and typically resides between 0.8 to 1.9 [4]. For the characterization of the anbpiéll

was decided that the nozzle would have a straight throat profile and not a divergent exhaust
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section. This reduced any variability that the thrust coefficient could add by having a diverging

nozzle.

Forward Closure

PVC Liner

Propellant Grain

Graphite Nozzle
Figure 3-3. Solidworks model of solid propellant test motor.

Before the motor components were machined, a small test stand was designed and built. The
stand was made from angle iron and was fitted with an aluminum C channel to allow for
variability in testing solid motors of different sizégdditionally, the aluminum C channel was
attached to a T-slot rail, which could have permitted a load cell to be mountedefiné&ure

3-4 displays the CAD drawing of the test stand with the assembly model of a possible hybrid

motor for scale.

Figure 3-4.Solidworks model of the test stand.
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The propellant was made by adding the metals to the polychloroprene binder and mixing slowly
to prevent any metal dust being lofted in the air. The copper (ll) oxide and sulfur were then
added in and mixed thoroughly. Lastly, the ammonium nitrate was sifted into the mixture and
mixed until a homogenous mixture was attained. The resultant mixture was laid out onto wax
paper to cure (Figure 3-5). During curing, the propellant was torn into smaller pigte®&se
surface area for faster curing. Once the propellant was fully cured, grauasd to a powder

using a commercial grinder and sifted to achieve a uniform particle size of approximately 200
micron. This powder was then placed into the PVC liner and compressed with a 20-ton hydraulic
press. The powder was compressed in stages to achieve an overall higher densityin. the gr
Once the desired amount of propellant was compressed into the PVC liner, the gnaesport
machined using a lath& R O\ F K O R U R S é&rdihQusefjag aFcBrealet cement requires applying

it to the bonding surfaces and then allowing it to partially cure. The surfacé®arerought

together under compression until curing is complete. As a result, the high compression on the

powdered grain made the end material easily machinable.

Figure 3-5.CuringA202 propellant.
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Initial performance characteristics on the A202 propellant was acquired with Propellant
Evaluation Program (PROPEP). The propellant constituents, and estimated combustion chamber
pressure were input into the program to retrieve an approximate characteristic vatatity,

specific impulse. Figure 3-6 displays the input propellant constituents and the estimated specific
impulse, characteristic velocity, density, molecular weight, combustion chamber specific heat
ratio, and combustion chamber temperature dstfhe estimated characteristic velocity and
specific impulse were 3876.7 ft/sec and 147.7 sec, respectively. The entirefitejtpuiich

included the combustion exhaust species, frozen and shifting specific impulses, chamber
temperatures, and characteristic velocities, can be viewed in Appendix Figure A-1. Sbene of
combustion products can change from the combustion chamber to the nozzle exit. This can be in
the form of phase changes and secondary chemical reactions and is known as shifting
equilibrium[4]. Shifting equilibrium usually tends to overestimate the performance parameters
(specific impulse and exhaust velocity) anywhere from 1% to 4% [4]. Frozen equilibrium is the
term given for no change in phase or secondary reactions occurring from the chamber to the
nozzle exit [4]. It underestimates the performance by approximately 1%.tect%he purposes

of the solid motor testing, a frozen equilibrium was assumed due to the decrease in teenperatur

and pressure as the combustion products travel through the divergent portion of the nozzle.
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Display
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Figure 3-6.PROPEP simulation of A202 propellant.

The data acquisition system (DAQ) used to record combustion chamber pressure was a DATAQ
DI-1110 USB Data Acquisition Starter Kit. An external 12-volt power supply provided power to
the transducer, and the output signal line and ground was wired to the DAQ. The DAQ was
connected to a USB to Ethernet adapter and fed into 150 feet of Ethernet cable. Tithend o
Ethernet cable finally connected to a laptop which then stored the data received from the
transducer. The initial 110-volt power line was connected via an extension cord to a power outle
box and routed to the computer/arming circuit and the 12-volt power supply. The site chosen for
the hot fire testing of both solid and hybrid motors was the Engineering Research Center (ERC)
The ERC was an ideal location for testing as it was remoie layout of the power, arming,

ignition, and DAQ lines can be viewed below in Figure 3-7.
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Figure 3-7.Layout of hot test fire components at the Engineering Research Center.

First Hot Test Fire

After the A202 grain was machined to achieve the proper length and core diameter
(3.75 inches and 0.42 inches, respectively), it was placed into the casing, along with the graphite
nozzle, forward closure. The motor assembly was then attached to the test starall @nice
power, arming, ignition, and DAQ lines were laid out and tested for continuity, the copper (Il
oxide and magnesium thermite ignitor was placed through the nozzle and fed into the motor until
it contacted the forward closure. The resulting combustion chamber pressure data from the hot

test fire can be seen in the figure below.
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Figure 3-8 A202 solid motorZ L W K " QR]] @hanérDrRésiteHibta.

The motor burned for an average of two seconds and reached an average corcHeasioen
pressure of 175 pdrrom the pressure data in Figure 3-8, an actual characteristic velocity was

calculated using equation 3-2 and compared with the PROPEP data.

~ _ 4
#. AP,
1 2 g

U@5

oL (32)

a
The characteristic velocity calculated was based on the area of the nozzle #)idae(mass of

the propellant { ), the time interval A and combustion chamber pressure incremajt (

[20]. Taking the sum of each pressure value with its corresponding time interval and multiplying
by the throat area divided by the propellant mass yielded a characteristic velocity af &80 f
This value was then put back into BurnSim, a simulation program for estimating performance
parameters of solid propellant rocket motors, to observe if the performance coejdidated.

This can be seen below in Figure 3-9. The red line indicates the ratio of the toitad) lsumace

area( #, ; to the area of the nozzle throat and is denoted as Kn (equation 3-3). Typical values for
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Kn range from 180 to 250 [21]. The initial Kn can be indicative of how well the start of

combustion occurs in a motor.
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Figure 3-9.BurnSim evaluation of A202 solid motdt L W K .QR]]OH

BurnSim predicted a specific impulse of 89 seconds. A manual calculation was performed to

check the accuracy of the simulation. A modified version of equation of 3-1 was @s®Epiie@

the thrust data from the combustion chamber pressure. This modified thrust equation simply

excluded the thrust coefficient, as the solid motor nozzles used in testing did not possess

divergent exits (i.e., the throat diameter was constant throughout the entire length of the nozzle).

(= #:2

The thrust curve in Figure 3-10 was used to determine the total impulse of the motor, equivalent

to the total area under the thrust curve. The total impulse was found by taking the sum of the
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thrust values, then multiplying by the time interval, shown in equation 3-5. This resulted in a
calculated total impulse of 19.46 Ib-sec.
: 3
A DI -5
tack API( g (3-5)
U@s
12

10

Thrust [1bs]

0 05 1 15 2 25 3
Time [Seconds]

Figure 3-10.A202 solid motorZ L W K " QR]]JOH GLDPHWHU WKUXVYV

The specific impulse was then found through dividing the total impulse by the mass of the
propellant burned, shown in equation 3A6calculated specific impulse value of 88.5 seconds

appeared to be very similar to the predicted BurnSim specific impulse of 89 seconds.

>

+0L {E—f (3-6)

a
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Figure 3-11.First hot fire test of A202 propellant.

Second Solid Hot Test Fire

The second hot test fire utilized the same configuration as the first, the only
difference being in the size of the nozzle throat. The diameter was reduced from 0.2%0inches
0.2031 inches. The BurnSim simulation presented a progressive chamber pressureitir@ile

starting and maximum Kn of 220 and 354, respectively.
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Figure 3-12.BurnSim evaluation of A202 solid motor with 0.2031Q R]]O H

The same setup for the January bt test fire was adopted for the second test in which the

ignitor was placed through the nozzle and extended to the forward closure.
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Figure 3-13 A202 solid motorZ L W K " QR]]JOH GLDPHWHU FKDPEHU
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As seen in Figures 3-13 and 3-14, the combustion chamber pressure exceeded the structural
limitations of the motor casing. The combustion chamber catastrophically 48860 psi
resultingin the forward closure being expelled from the main casing. The rapid increase in

chamber pressuiadicated that the motor burned too progressively.

Third Solid Hot Test Fire

Two BurnSim files were compared to observe the difference in burn profile. In a
attempt to achieve a more neutral burn profile, a Bates grain configuration was iataupoto
the designA Bates grain simply consists of a long grain that has been cut into segments. The

segments increase the total burning surface area (additionally increasing the Kn) and result in a
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more neutral burn profiléd diagram showing the segmented Bates grain motor is shown in

Figure 3-15.

Motor Casing PVC Liner Pressure Transducer Port

Nozzle Bates Grain Forward Closure
Figure 3-15.Solidworks model of solid motor with Bates grains.

Figures 3-16 and 3-17 show the simulation of a single and two grain solid mot@rQa2th inch
nozzle throat diameter. The maximum Kn for the single grain motor was 145, while the two-
grain motor had a maximum Kn value of 2TRe two-grain configuration simulation displayed
amore neutral burn profile when compared to the single grain. This was the main motivation for

switching to a two-grain motor.
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The motor was fired (Figure 3-19), and the data were retrieved (Figure BH&). compared to

the data of the first test fire in Figure 3tBe chamber pressure increased by an average of 50
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psi. This was expected due to the higher surface area, and thus higher Kn, even atethe noz
throat diameter was kept constant. The change in combustion chamber pressure was not,
however, observed in the BurnSim simulation. This was determined to be associated with th
exhaust velocity of the propellant being higher than the PROPEP code predicted.

The fourth hot test fire would have the same two grain configuration but would have a reduced

nozzle throat diameter to increase the Kn and combustion chamber pressure.
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Figure 3-18.March F'test ofBates grain chamber pressure data.
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Figure 3-19.March F'test of Bates grains.

Fourth Solid Hot Test Fire

The fourth test contained the same two grain configuration as the third test with the
exception of the reduced nozzle throat diameter of 0.2031 inthedBurnSim model that was
created showed that the highest combustion chamber pressure the motor would produce was
281.7 psi with an initial and maximum Kn of 287 and 322, respectively. The model in Figure 3-
20 additionally displays a shorter burn duratihich is indicative that the regression rate of the

propellant increased with the increase in chamber pressure.
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The motor was fired, and another over-pressurization occured. The data thetrieasd
(Figure 3-21) was analyzed to determine the cause of failure. For 0.05 seconustothe@as in
a ramp up phase to a pressure of approximately 300 psi. From there, itlrst@elty state for

0.04 seconds until a secondary increase in pressure resulted in a breachsmthafter the

test, the inspection of the motor remains yielded many fragmented pieces of both the PVC liner

’,

and unburned propellant that were laying near the test stand. The remainder of the PVC liner that

was still in the aluminum casing had a thin crack that propagated along the length of the grain.

This crack (seen in Figure 3-22) was identified as the likely cause of the pnbpedleking just

after steady-state burning at 300 psi. The cracptiopagated during the burn increased the

burning surface area, which caused the dramatic increase in pressure. s tleis test and
prior hot fire tests, it was determined that the A202 propellant was too htitteenbustion

chamber pressures above 250 psi.
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Figure 3-21.March @" test of two grain motor chamber pressure data.

(2) ~(b)
Figure 3-22.March é" test of two grain motor (a) and crack within PVC liner (b).
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A203-A206 Solid Hot Test Fires

Due to the brittle nature of the A202 propellant, a more pliable propellant that could
take the structural stress of a motor firing was sought for the continued development of a
preheater grain for the hybrid rocket motor. The obvious choice on which component of the
propellant to alter was the binder. The two additive binders that were considered were
polybutadiene acrylonitrile (PBAN) and the previously mentioned, hydroxyl-terminated
polybutadiene (HTPB). Depending on the other components of the propellant, both of these
compounds become elastic once cured, similar to the rigidity of tire rubber. HTRB@gn
based on availability as the additive to the A202 propellant. The new A203 was mixed with a
binder ratio of 50% polychloroprene and 50% HTPB with PAPI 94 curative. The reftiits
propellant were not favorable, as tnécture did not cure ashomogenous mixturd he next
test propellant, A204, used solely HTPB and PAPI 94 as the binder. The PROPERaresnlts

Appendix Figures A-2 and A;&nd the composition is displayed in the table below:

Table 3-4.A204 propellant mass composition.

A204
Ammonium
Nitrate 54.5
Aluminum 20.0
Magnesium 5.0
Sulfur 0.5
Teflon (PTFE) 1.0
Copper (II) Oxide 1.0
R45 Binder
(HTPB) 15.68
PAPI 94 2.32
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Open air burn tests revealed that the A204 propellant could not sustain a flame sufficient enough
for further testing. This led to increasing the chlorine production during burning to improve the
regression rate by introducing Saran powder (polyvinylidene chloride). Table 3-5 shows the

alterations made to the A204 propellant to form A208nd A205B.

Table 3-5.A205-A and A205-B propellant composition.

A205-A A205-B
Ammonium Ammonium

Nitrate 59.0 Nitrate 68.0
Aluminum 10.0 Aluminum 5.0
Magnesium 5.25 Magnesium 3.0

Sulfur 0.75 Sulfur 1.0

Saran (PVDC) 3.0 Saran (PVDC) 2.0
Copper (1) Copper (I1)

Oxide 3.0 Oxide 2.0
Iron Oxide 1.0 Iron Oxide 1.0
R45 Binder R45 Binder

(HTPB) 15.68 (HTPB) 15.68
PAPI 94 2.32 PAPI 94 2.32

The A205-B propellant was used for the next hot fire test as it had a slightly bighemate

than A205A when two samples of each propellant of the same mass were burned in open air.
The grains were prepared and arranged in a two grain configuration with a 0.28125 inch (
diameter nozzle throat. The nozzle throat diameter was increased to decrease the Kn tb an initia
value of 150 and a max value of 168 in a conservative approach after the previous over-
pressurizations of the motor. The motor was fired and immediately experienced a phenomenon
known as chuffing. Chuffing occurs when rapid combustion of propellant cannot be sustained
due toalack of combustion chamber pressure. This exhibits itself as rapid burstssineréhat

may exit the nozzle at a supersonic velocity but quickly diminishes to atmospheric §agjing
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The motor then builds up enough pressure to initiate rapid burning once again, and the cycle
repeats itself until all the propellant is depleted. Chuffing can be seen in the combhetidrec

pressure data in Figure 3-23.
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Figure 3-23.March 2% chamber pressure data.

In an attempt to increase the decomposition of the ammonium naogiger chloride was
synthesized to act as an additional catalyst as it was more easily prepared than other chlorine
donors The synthesis utilized copper metal, hydrogen peroxide, and hydrochloric acid as the

reactants and produced copper chloride and water as the pr(®idgts

%@ t*%H B\ % QIEH *s1 (3-7)
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The addition oR% copper chloride, unfortunately, did little to improve the burning rate of the
A205-B propellant. Open-air tests showaedegligible decrease in the time for a test sample

piece (0.75 inch diameter, 1 inch length) to burn. The decision was then nzaxdgite a small
guantity of ammonium perchlorate to add to the oxidizer mixture to support the decomposition of
the ammonium nitrate. The new propellant, designated as A206-A, was prepared for open-air

tests to observe the viability adding a small percentage of ammonium perchlorate as the oxidizer.

Table 3-6.A206-A propellant composition

A206-A
Perchiorate 180
Aluminum 6.0
Magnesium 3.0
Copper (II) Oxide 2.0
Saran 1.0
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Iron Oxide 1.0
R45 Binder
(HTPB) 15.68
PAPI 94 2.32
Isodecyl 3.0
Pelargonate (IDP '

A206-A additionally incorporated a plasticizer called Isodecyl Pelargonate (IDP). The plasticizer
aided in the mixing and casting, making the propellant less viscous and easier to work with while
maintaining the same density. Several test pieces that were burned in open-air (Figure 3-25
showed promise as the burn time was reduced, indicating a higher regression rate. This
propellant was then cast into a PVC liner, machined, and was prepared for the nexfin@tnes

a two grain motor configuration. The nozzle throat diameter was kept at 0.2813 inches to

maintain a conservative Kn and combustion chamber pressure.

Figure 3-25.A206-A open air burn test.
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The motor was ignited and did not reach the desired the combustion chamber pressure. Chuffing
occurred again in a similar fashion as the previous test but it occurred at asddaearage

chamber pressure (Figure 3-26).

100
90
80

70
60

; |
40

30 r
20

AL JULJM_J

0 5 10 15 20 25 30
Time [Seconds]

Combustion Chamber Pressure [PSI]

Figure 3-26.April 5" chamber pressure data.

The next alteration increased the Kn by increasing the burning surface area and reducing the
nozzle throat diameter. The nozzle throat diameter was reduced from 0.28125 inches to 0.25
inches and the third grain was added, increasing the total length of the motor by 1.875 inches.
Additionally, the final changes were made to the A206 propellant. The A206-B propellant
incorporated an increase in ammonium perchlorate to aid in raising the combustion temperature
and increase the chlorine output to help decomposition of the ammonium nitrate (Appendix

Figures A-6 and A-7).
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Table 3-7.A206-B propellant composition

A206-B
Ammonium
Nitrate 41.0
Ammonium
Perchlorate 26.0
Aluminum 7.0
Magnesium 3.0
Copper (II) Oxide 4.0
Iron Oxide 1.0
R45 Binder
(HTPB) 14.0
PAPI 94 2.0
Isodecyl 20
Pelargonate (IDP '

The three grain motor was fired, and the data were gathered. The chuffing pradscget

again higher in chamber pressure (Figure 3-27). Each pulse that developed progressively
increased in duration, an indication that the increased initial Kn ratio was closer ttuthe va
needed to sustain combustion chamber pressure. This was encouraging as the nozzle throat
diameter could be reduced further, and the burning surface area could be increased without ove

concern of over pressurization to the motor casing.
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Figure 3-27.April 7" chamber pressure data.

Eighth Solid Hot Test Fire

The next motor design utilized a 0.25 inch nozzle throat diameter. It also contained
four grains to increase the burning surface area. All other geometrical parametersdemaine
constant. The four grain configuration can be viewed in Figure 3-28. The ends gf&ackere

beveled to five degrees to ensure adequate flame propagation for ignition.

Graphite Nozzle Propellant Grains Forward Closure

PVC Liner Aluminum Casing Pressure Transducer Port

Figure 3-28.Four grain motor configuration.
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Figure 3-29.BurnSim simulation of A20® four grain motor with 0.25 inch nozzle.

The BurnSim simulation (Figure 3-29) projected an initial Kn of 379 and a maximum Kn of 426.
The maximum combustion chamber pressure was predicted to be 670.1 psi.

The motor was ignited and successfully burned for approximately two seconds at an average
combustion chamber pressure of 550 psi and a maximum chamber pressure of 610 psB{Figur
30). This result corresponded well with the BurnSim predictions. The Kn values frdmot thie

test reinforced the notion that the polychloroprene binder based propellants may have been too

brittle to handle the structural loading from elevated chamber pressure conditions.
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Figure 3-30.April 121" chamber pressure data.

Figure 3-31.April 12" hot fire test.
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Ninth and Tenth Solid Hot Test Fire

The next test utilized the A206-B propellant and had an identical grain configuration
as the previous test. A new graphite nozzle was designed and machined with a throat diameter of
0.21875 (7/32)nches to increase the initial Kn to 495 and the maximum Kn to 555. Figure 3-32

displays the BurnSim prediction for the reduced nozzle throat.
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Figure 3-32 BurnSim simulation of A206-B four grain motor with 0.21875 inch nozzle.

The motor was ignited and fired successfully (Figure 3438yvever, the data were not
retrieved. It was determined that an exposed wire in the ignition line might have been close
enough to the DATAQ input terminal blot& have contacted, causing a reset to the data
acquisition system during the burn. More propellant was cast and machined to perform an

identical test with the 0.21875 inch nozzle throat diameter.
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Figure 3-33.April 14" hot fire test at moment of ignition.

While taking more precautions with cable management, the motor was cleaned and reassembled
for another hot test fire. The motor was then ignited, and the data were successfalrgd.

The combustion chamber pressure data (Figure 3-34) showed a progressive burn &br the fir
second of firing, then leveled to a more neutral burn profile for the last 0.6 seconds. Though not
exact in matching the BurnSim prediction in Figure 3-32, the data were similar enough in
chamber pressure and duration of burn to validate predictions using different parameters of

burning surface area and nozzle throat diameter.
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Figure 3-34.April 20" chamber pressure data.

Figure 3-35.April 20" hot fire test.
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Determination of A206-B Regression Rate

Due to limited time and resources, it was decided to use the previous two tests with
A206-B propellanto determire a theoretical regression rate rather than casting another
propellant grain and machining a new 0.28125 (9/32) inch nd2ROPEP calculations were
completed to determine the regression rate from the mass of the propellant grains,thuestge

combustion chamber pressure, burn time, and nozzle throat diameter.
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Figure 3-36.PROPEP grain dimension and mass input.

Figure 3-36 shows the frst WQGRZ LQSXW SDUDPHWHUV IRU WKH JUDLQV'
and the mass of each grain. At the bottom of the window, an output density per grain was given.
The next windowseen in Figure 3-3Tequired the average thrust, average, combustion cltambe

pressure, burn time, total impulse, and nozzle throat diameter.
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Figure 3-37.PROPEP burn parameters input.

In order to find the average thrust and average combustion chamber pribssto®l impulse

was first calculated using equation 3-5. This was then divided by the time duration of steady-

state burning (labeled Burn Time in Figure 3-37) to get the average thrust [20]. Tageaver

thrust and the diameter of the nozzle throat were then used in conjunction with the average thrust

to achieve the average combustion chamber pressure. For both test fires, thecavebagéon

chamber pressure can be viewed in Figure 3-38.
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Figure 3-38.April 14" and 20" test fires with respective average chamber pressures overlaid.
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After these values were placed in the PROPEP input windows, the output burn rate coefficient
(D and burn rate exponeng)(were given Figure 39. The equation for the regression was given
as the following:

Lrarrztywa®6<76 (3-7)

where Y is the regression rate in inches per second, and X is the combustion chaminer. press

Chamber Pressure vs Burn Rate

Burn Rate (in/sec)

[

Pressure (PSI)

Figure 3-39.PROPEP regression rate output.
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Figure 3-40.Regression rate of A206-B propellant.

This result was then graphed over a combustion chamber pressure range of 50 to 1000 psi
(Figure 3-40). A simulated third test fire was added into PROPEP to observHdtendes

between the calculated regression rate equation from two test fires to three testBuasSin
prediction (Appendix Figures A-9, A-10, and A)Mas made with the same grain geometry as

the previous two tests, with a new nozzle throat diameter of 0.28125 ifitlees/erage

combustion chamber pressure and average thrust were calculated to be 277.19 psi and 17.22 Ibf,

respectively. This was then used to find the regression rate equation, seen below.

Lrarszvr{adad<:: (3-8)
This result was then graphed against the first regression rate equation to oktbereawas

enough of a difference to warrant a third test fire (Figure 3-41).
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Figure 3-41.Regression rate of A206-B propellant with simulated three test fire regredsion ra

The two regression rate profiles looked similar enough to be confident in further predictions in
use as a hybrid preheater grain. The difference in regression rate at 200 psi Vie81&1y

inches per second, an acceptable difference for using the two test data.
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CHAPTER 4 +DESIGN, MANUFACTURING, AND TESTING OF HYBRID SYSTEM

Parameters and Nozzle Design

The design parameters of the hybrid motor started with setting limits on cost and ease of
manufacturing. A Microsoft Excel spreadsheet (Appendix Figures B-1 andv@sA)tilized to
model the behavior of a simple hybrid rocket motor with various geometrical and physical input
parameters. The starting design parameter was a combustion chamber pressure of 1200 psi. F
this, the thrust coefficient was calculated using equation 4-1 below v#jerpresents the exit
pressure, andlis the ratio of specific heats. The coefficient of thrust was now included in the
calculations as nozzle used for the hybrid motor was a De Laval nozzle with a convergent flow

entry and a divergent flow exit.

%= " |3(<§A,E_)A@é,acT Fs F—?Aie (4-1)

The coefficient of thrust was then fed back into equation 3-1, rearranged tdtedtaozzle

throat area.

#= e (4-2)

The throat area equated to an approximated 0.5 inch throat diameter. To achieve tha exit ar

: #5,, the following equation was used:

8- @15? @%K § @?A Fs lié?@ G (4-3)
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The nozzle was designed with a 45 degree convergent angle and 15 degree divergent angle. The
design incorporates a two part construction comprised of a steel carrier with a greyeinite

(Figure 4-1).

Figure 4-1. CAD rendering of hybrid motor nozzle assembly.

A total oxidizer mass of one pound was decided used in the calculdtf@average density
between the carbon dioxide and nitrous oxide was used to determine the oxidizer tank
dimensions. A mass flow ratd §; of 0.25 pounds per second was used to further calculate the

characteristic velocity to check against the NASA CEA code.

cr=18 (4-4)
where
| G716+ 16 (5)
| & N& #, (4-6)
M%aux%(;@a (4-7)
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To find the mass flow rate of the fudl,§ the regression rate was calculated using known values

for the burning rate coefficient and exponent a and n from Chiaverini, M. J., & KuQ,[K7].

The oxidizer to fuel ratio (O/F) was predicted to be approximately a value of thre€ifjoras
2-13 and 2-14As the mass flow rate of the oxidizer and O/F ratio was known, the mass flow
rate of the fuel and mass of the fuel were then found using equatiohpp®ximately 15%
more mass was added to the fuel grain design to allow the remainder of the fuel t act as

passive thermal insulative layer for the combustion chamber.

1 (= Z_Z (4-8)

Injector Design
The area of the injector portt(; s ywas determined by the mass flow rate of the oxidizer,
coefficient of discharge% ;, the density of the oxidizer, and the change in pressure from the

oxidizer tank to the combustion chamber.

#ua¥ M?%ﬁ— (4-9)

The discharge coefficient sdimensionless value used to describe how well fluid flows through
an orifice. Values close to one describe more laminar fluid movement, while values close to 0.1
describe more turbulent flow through an orifice. #jvalue of 0.175 was chosen for the

discharge coefficient as previous tests with liquid motors using nitrous oxide showed possible

mixed-phase flow through the injector.

The design of the pintle injector chosen was a baffled pintle injector due to itsf ease
manufacturing, and simplicity of tuning. This type of injector housed a single pintle wi¢h thre

orifices, which added to the equivalent the calculated area of the injector. The pintle was made
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from a hex piece of brass and machined to thread into the housing of the injector body (Figure 4-

2).

Figure 4-2. CAD rendering of hybrid motor pintle.

The injector body possessed a baffled face that extended past the pintle orificegimhetbe
induce turbulence for decreasing the size of the oxidizer droplets traveling into the fuel grain
port. The baffle induced this turbulence through redirecting the flow orthogonally to the pintle

orifices (Figure 4-3).

Combustion Chamber Pressure Transducer Port

Pressure Port | I |_,

Pintle Orifices

Oxidizer Inlet Port

e ’//

Baffle Pintle Tl [ ]

Injector Housing

Figure 4-3. Diagram of hybrid motor injector.
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Pyrotechnic valve Design

The valve design selected for delivering the oxidizer through the injector and to the
combustion chamber was a pyrotechnic valve. This type of valving offered simplicity and
reliability. The design of the pyrotechnic valve was based on the helium valve used on the

Mueller XLR-50 rocket in 1994 [23].

The valve was actuated from a single pyrotechnic squib placed at the front of the piston. This
squib consisted of an E- match fed into the forward cap and filled with 0.75 grams of

recrystallized potassium nitrate-based propellant.

Oxidizer Inlet Port

Vent Cap
Squib Charge
[P
. ==
| . L I—l I. mﬂw—v‘j—\%
/ AL \ Squib Cap
Piston in Closed Position B

Oxidizer Outlet Port
Figure 4-4. Diagram of hybrid motor pyrotechnic valve in the closed position.

When the squib charge ignited, the expanding gas pushed the piston past the oxidizer inlet port,

which allowed the oxidizer to flow around the piston into the oxidizer outlet port (Figure 4-4).
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The exhaust gases from the squib charge exited an exhaust vent, and the airghegemas

forward of the piston was vented out of the vent cap.

Ignited Squib Charge

L

Oxidizer Flow to Injector
Figure 4-5. Diagram of hybrid motor pyrotechnic valve in the open position.

Fuel Grain Composition

The first hybrid motor hot test fire was decided to be a systems test to ensure that the

oxidizer filling sequence, ignition sequence, and DAQ system were working propeehefore,

the starting fuel grain composition of the hybrid motor consisted of aluminum and HTPB binder

with a cylindrical core (Table 4-1)

Table 4-1.Hybrid Motor Fuel 1.

Composition Percent by Mass
Aluminum 50.0
PAPI 94 6.0
R20LM Binder (HTPB) 44.0
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For subsequent hot test fires in which carbon dioxide was added, the fuel grain wddaltere
include more metal fuels and increase the surface area of the grain port. Brnentigizes of
aluminum powder were employed to achieve a higher packing density for the metals. Aluminum

particles that were D Q Gwere placed under a microscope to see the relative difference in

= -
| b *
-~

size (Figure 4-5).

®». .

Figure 4-6. Optical microscope imageR | RQ WKH OHIW DQG | RQ WK

Styrofoam beads and paraffin wax pellets were tested in small test aluraimUbi] PB fuel

grains as two possible solutions to observe how well mixing and casting into a grain
configuration would occur. The addition of either of these components was to increase the grain
port surface area during combustion. The Styrofoam would be melted away after casting by
flowing acetone through the grain, exposing the metal and binder. At the same time, the paraffin
wax pellets would remain in the grain until the heat of combustion would melt and evaporate the
pellets, thus leaving voids in tifigel grain. The test fuel grain consisted of an HTPB and

aluminum mixture amounting to 70% of the total mass. The 30% remainder was filled by the

Styrofoam beads, and was cast into a PVC liner seen in Figure 4-6.

73



e o
Figure 4-7. Styrofoam beads in test fuel grain.

After the test grain was cast, acetone was applied to the exterior surfaces to dissolve away the
Styrofoam beads. This was unsuccessful due to the thin layer of HTPB and aluminumtéthat coa
all of the beads. The next test was replacing the 30% Styrofoam beads with paraffiingvax.

wax provided a more homogenous mixture when cast, and appeared to leave a large number of

voids when heated by an external flame, as seen in Figure 4-6.

Figure 4-8. Paraffin wax in test fuel grain.

With the addition of multimodal metals and paraffin wax pellets, the final fuel grain composition

for the carbon dioxide and nitrous oxide hybrid motors was developed (Table 4-2).
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Table 4-2.Hybrid Motor Fuel 2.

Composition Percent by Mass
Aluminum 10.0
$OXPLQXP 32.0
ODJQHVLXP 10.0

Paraffin Wax 30.0

R20LM Binder (HTPB) 14.0
PAPI 94 2.0
IDP 2.0

Fuel Grain Port Geometry

As stated above, the port geometry for the first test of the hybrid system was to be a
cylindrical port design. To find the length required for the correct O/F ratio, the massiteowof r
the fuel (I § was found using equation 4-8. Equation 4-6 was then rearranged to solve for the
burning area#,. The density of the fuel grairgy, was found by weighing a one cubic inch

volume of the grain, and the theoretical regression rate was approximated using equation 2-2

using known values for the burning rate coefficient and exponent (a and n) [17].

a6

#» = a—ﬁ (4‘10)

The length of the port was then found to be approximately 9 inches by using the circumference

of the port. The diameter for the cylindrical port was calculated to be 0.625 inches.

For the carbon dioxide and nitrous oxide hybrid motors, a finocyl port geometry was selected as
its increase in surface area was advantageous. A propellant grain simulator e /&D

was used to visualize the cylindrical and finocyl fuel grains seen below.
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(a) b) (

Figure 4-9.GrainsCAD simulation of a cylindrical grain port (a) and finocyl grain port (b).

Overall Design and Initial Testing

The design of the hybrid motor was assembled in Solidworks to visualize the placement

of where each component would reside in hot test firings (Figure.4-10)

Forward Closure

Aft Closure

Injector Housing

Preheater Grain

Nozzle Fuel Grain

Oxidizer
Dip Tube

Oxidizer Tank

Oxidizer Fill Inlet

Pyrotechnic Valve

Firtte Assembly

Combustion Chamber
Figure 4-10.Diagram of hybrid motor with cylindrical fuel grain.

The pyrotechnic valve was the first component to be manufactured and tested. The valve

housing, piston, vent cap, and squib cap weaehined from 6061 T6 aluminurm hydrostatic

pump pressurized water to two times the maximum operating pressure into the inlet of the valve

assembly. After a period of five minutes, the squib charge was remotely ignited, andethe wa
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successfully drained from the outlet port. The oxidizer tank assembly and combustion chamber
assembly were then manufactured and hydrostatically tested to two times the maximum
operating pressure and held for five minutes. The next and final initial test of the equipas

a preheater ignition and cold flow test. This test was intended to provide valuable data for the
timing of the preheater grain bythe filling sequence with additional associated hardwhes

testing of theDAQ system, and the testing of the ignition circuit (Figure 4-11).

Preheater E-match ®  ® Pyrotechnic Valve

E-match
12V
SPST Relay T
| Veumm
2l L
M J
Pyrotechnic
Preheater Valve Relay
Relay Switch Switch

/ /
12V pJ

Figure 4-11.Circuit diagram of preheater and pyrotechnic valve ignition system.

The test began by filling the oxidizer tank with liquid carbon dioxide until the liquid started
flowing out of the dip tube, indicating that the tank was entirely filled. This was followed with
the ignition of the preheater grain. The combustion chamber and nozzle were not attached to the

injector to take high-speed video of the cold flow exiting the baffled pintle. Three seconds after
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preheater grain ignition, the pyrotechnic valve relay switch was thrown, and the carbon dioxide

immediately flowed rapidly out of the baffled pintle (Figure 4-12).

Oxidizer Tank

) Oxidizer Fill Line
Pyrotechnic Valve

Injector Assembly

Preheater grain

Figure 4-12.Cold flow and ignition system test.

As the carbon dioxide was being injected into ambient atmosphere, the difference in pressure
( A 2 was just the starting pressure subtracted from the ambient pressure. This méaat that
expected time for all the carbon dioxide to flow out of the injector was expected to be smaller
than the time o& hot fire test due to the decrease in mass flow rate from the sriafler
contributed from the 200 psi combustion chamber pressure. The liquid carbon dioxide took
approximately two seconds to fully drain from the tank through the injector. This was expected

as the predicted time for the hot test fires was approximately three seconds.
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First Hot Fire Test £100% Nitrous Oxide

After the completion of the cold flow and preheater grain test, the cylindrical fuel grain
was cast and machined to length. The preheater grain was installed near the base of the baffle on
the injector. The ambient temperature on the day of the hot test fire was approximately 90
degrees Fahrenheit, therefore, cooling of the nitrous oxide tank was necesstiy thee
pressure from exceeding 900 psi. The filling of the nitrous oxide (from the fill tathle to
oxidizer tank) was conducted after several attempts to cool the fill tank. The ofitlizek

contained a ball valve that was used to manually fill the oxidizer tank on the test stand.

Oxidizer
Fill Tank

Combustion
Chamber

Oxidizer

Fill Line Test Stand

Figure 4-13.Filling setup for August 9 hot fire test.

The E-matches for the preheater grain and pyrotechnic valve were armed, and the DAQ was set
to record the combustion chamber pressure and oxidizer tank data. The preheater grain was
ignited, and three seconds later, the signal to the pyrotechnic valve E-match was sent. The motor

fired successfully, and the data were retrieved. The graph below displays the pressigre ve
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time for the combustion chamber and oxidizer tank. The vertical green line displays the point at
which the liquid nitrous oxide was depleted, and mainly gaseous nitrous oxide was flowing
through the injector. This inflection point occurs when the negative slope of the combustion
chamber increases to a larger value. This holds true only for pressure-fedhmotles as the

oxidizer tank pressure is continuously decreasing.

J00

Combustion

Chamber

sure [PSI]

Pres

| Gaseous
Oxidizer

Ligquad
Omidizer

1

Figure 4-14.August 9" hot fire test data.

An estimated regression rate was then calculated with the time that the liquid oxidizer flowed
into the chamber and the change in the fuel grain port area. The fuel grain port dig@)etes(
cast at 0.625 inches and ended at an average diamgtef (L inch after the firing. The radii of

these diameters were then subtracted from each other to attain the distance evaporated and

burned that was perpendicular to the port axis (Figure 4-15). This was then divided by the burn
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duration (69 during liquid oxidizer flow to achieve an approximated regression rate for the fuel
grain (equation 4-11).

e (4-11)
I

An experimental regression rate of 0.085 inches per second was calcliasedhlue was
similar to the predictive values of 0.110 inches per second and 0.097 inches per second

calculated using equations 2.2 and 2.4, respectively.

Pre Firing Port
Diameter (dp) Liquid Oxidizer Preheater Grain Pintle

Post Firing Port Fuel(}ram |

Diameter (D)

Figure 4-15.Fuel grain regression diagram.

The grain post-firing is shown below in Figure 4-16. The post-firing port diam&ewas

measured by measuring the diameter in multiple locations on both ends and averaging the result.
The post-firing mass of the grain was subtracted from the initial mass and was resddd&/a

pounds burned. This was utilized to find the experimental fuel mass flowlrgtef(the fuel

grain 0.090 pounds per second.
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Figuré '4-1-6.Injector side (Iéft) and nozzle side (right) of te“grain 'p;ost-firing.
Knowing an approximate regression rate for the fuel having a fifty percent metals tiwass ra
aided in progressing in the next series of tests in which the oxidizer composition was the only

variable across all tests.

Figure 4-17.August 9" hot fire test: 100% nitrous oxide.

Second Hot Fire Test+100% Nitrous Oxide
The second hot fire test was a repeat of the first firing with the exceptieplating the

cylindrical fuel grain port with a finocyl port and changing to the second fuel composition (Table
82



4-2). The purpose of these changeste increase the port area and to introduce magnesium

into the fuel composition.

Figure 4-18.View of preheater grain looking towards the finocyl fuel grain.

The motor was assembled, filled with nitrous oxide, fired, and the data were cetrieve
successfully (Figure 4-19). The result of the change in fuel composition angepanetry

appeared to produce a more desirable neutral burn profile throughout the liquid oxidizer porti

of the burn. The gaseous oxidizer segment of the burn seemed similar to the prevfoadres
which a gradual decay in oxidizer tank pressure mimicked the combustion chamber decay. The
mass of the fuel grain burned was recorded as 0.198 pounds, a similar value ¢withes fhrot

test fire
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Figure 4-19.August 19 hot fire test data.

Figure 4-20.August 19' hot fire test: 100% nitrous oxide.
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Third Hot Fire Test +75% Nitrous Oxide and 25% Carbon Dioxide

The third hot test fire of the hybrid motor was the first to change the oxidizer composition
by introducing carbon dioxide. The mixture ratio was set to be 75% nitrous oxide and 25%
carbon dioxide by volume. This was accomplished through the use of two dip tubes set at
different lengths at the forward closure. Figure 4-21 showcases this design for mixcagbibre
dioxide and nitrous oxide. During the filling procedure, carbon dioxide firstesti@ough tle
oxidizer fill inlet. The headspace gas exithrough the carbon dioxide dip tube until the liquid
level reached the lowest point in the dip tube. As soon as capillary forces caused ligond car
dioxide to flow through the dip tube aitdvas visually observed to flow outside of the tank, the
carbon dioxide vent valve was closed remotely by exerting tension on a rope that was attached to
the valve handle. The carbon dioxide fill tank valve was then closed off. The nitrous oxide fill
tank valve was then opened and also filled through the oxidizer fill inlet. The purpose of using a
single inlet for both fluids was to encourage turbulent mixing. Once the nitrous oxide began to
exit the nitrous oxide fill valve through its own dip tube, that valve was then closed off with a
different rope leading back to the remote filling statibrihe ambient temperature was too high
to maintain a moderately constant tank pressure, the nitrous oxide vent valve would be opened to
relieve headspace pressure until the pressure reading on the DAQ was within aclbeyiisdie
the ambient temperature was too low, a heater blanket was attached to both the fill tank and the

oxidizer tankto warm them to the desired pressure.
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Nitrous Oxide
Vent Valve

Nitrous Oxide

Dip Tube Forward Closure
Carbon Dioxide
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Aft Closure
Oxidizer Fill Inlet

b

Figure 4-21.0xidizer tank dip tube assembly.

The motor was filled and fired successfully, however, the data did not look as proasghme
previous test fires. Figure 4-22 shows the combustion chamber pressure climbing to a maximum
pressure of 154 psi and then gradually decreasing in a regressive burn phefileitcome was
expected to be the combustion chamber pressure profile mimicking the previous test in which a
neutral profile was present during the liquid oxidizer phase before regressing undessgase
oxidizer flow, but shifted down to a lower average pressure. As the ambient temperdh@e on

day of the hot test fire was approximately 90 degrees Fahrenheit, this outcome in the data could

have benthe result of venting too much headspace gas pressure to relive the tank to a suitable
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pressurgust before firing. The average time of the burn was additionally substantially less than
that of the previous tests. Although the C* versus O/F graph (Figures 2-11 through 2-13)
presented the oxidizer mixture having a lower exhaust velocity as the amount of carbon dioxide
increased, the result of the third test was deemed to be less based on the combusticonsiteracti
of the 25% carbon dioxide and 75% nitrous oxide and more on the filling procedure.
Additionally, the mass of the fuel grain burned was 0.149 pounds, which was the lowest value at
that point in the testing. As the mass flow rate of the oxidizer directly influences the mass flow
rate of the fuel in a hybrid rocket motor, it was assumed that since the fuel mass flonsrate wa
lower than expected, the oxidizer mass flow rate was also most likely lower than expected

(equations 4-6 and 4-7).
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Figure 4-22.September IShot fire test data.
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Figure 4-23.September 1%Shot fire test: 75% nitrous oxide and 25% carbon dioxide.

Fourth Hot Fire Test +50% Nitrous Oxide and 50% Carbon Dioxide

It was decided to move forward with the testing regime to a mixture of 50% carbon
dioxide and 50% nitrous oxide due to time and cost constraints. The only changes made for the
fourth test was altering the lengths of the dip tubes to equate an equivalent mixture ratio within
the oxidizer tank. The motor was filled and fired successfully. Upon inspection ottrded
high-speed video footage at 960 frames per second, an odd phenomenon was observed that had
not taken place in any of the previous hot test fires. The exhaust gases appeared to pulsate
rapidly as they were exiting the nozzle. This visual occurrence was then confirmed by the

recorded pressure data in Figure 4-24.
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Figure 4-24.October % hot fire test data.

The data in Figure 4-24 show a restively neutral burn profile for the liquid poftitve oxidizer

until subsiding at 2.35 seconds to a regressive profile for the remainder of the burn tNeithin

neutral portion, the combustion chamber pressure oscillated as initially indicated by the high-

speed video. A closer view of the neutral burn portion can be viewed below in Figure rb2b. F

this graph, an oscillating frequency of approximately 80 Hz was determined. Combustion

instability of this nature is described by Sutton in the following stataMeyiirii motors have

exhibited two basic types of instabilities in static test environments: oxidizer feed system-
LQGXFHG LQVWDELOLW\ QRQDFRXVWLF DQG ADRBEMKROGLQJ
instability is essentially a chugging type as described in Chapter 9 and arises when the feed

VA\VWHP LV VXI¢ FIAstQeEs0ilaNoRd &gpear h@rmonic, it was determined that the
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instability was more likely a oxidizer feed system induced instability, and not a flame holding
instability.
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Figure 4-25.Enlarged October8combustion chamber data.

Figure 4-26 below is combustion chamber pressure data gathered from a 24 inch diameter liquid
oxygen and HTPB hybrid rocket motor that experienced oxidizer feed system induced instability

[4]. The data appeared quite similar to the pressure data in Figure 4-25.
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Figure 4-26.Low frequency, high amplitude combustion chamber pressure oscillation [4].
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The ramifications of the oxidizer feed system induced instability could have meant thatheither
pressure dropA 2 between the oxidizer tank and combustion chamber was too small, or that
undesirable physical interactions were occurring between the carbon dioxide and nitrous oxide
Since the pressure drop had consistently been over 400 psilatheftasts thus far with no

indication of combustion instability, the source of the instability was most likely an interaction
between the two oxidizers that occurred during the burn. Bs#re results given by the clear

mixing chamber (Figure 2-11) seemed quite promising, there might have either been slight
differences in miscibility between the two oxidizers, or the turbulent mixing achieved through

the filling process was inadequate to ensure a homogeneous mixture. A combination of these two
inadequacies may have been amplified during the pressure drop, which affected the

concentration of either oxidizer flowing into the combustion chamber.

Figure 4-27.October & hot fire test: 50% nitrous oxide and%@arbon dioxide.
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Fifth Hot Fire Test +50% Nitrous Oxide and 50% Carbon Dioxide

Due to the instability experienced in the previous test, a new testing arrangement was
developed. In an attempt to mitigate the oscillations in the combustion chamber pressure, it was
decided to contain the carbon dioxide and nitrous oxide in two separate oxidizer tanks. These
separated tanks contained their own filling lines and dip tubes. As the tanks were different
geometrically, the dip tubes were cut to specific lengths to equate the two volumes. The volumes
were calculated to hold the same mass of oxidizer as the previous test- 0.5 pounds of nitrous
oxide and 0.5 pounds of carbon dioxide. Figure 4-28 shows the separaiedrdsiak

arrangement on the test stand.

Carbon Dioxide

L Nitrous
Oxide Tank
Nitrous Oxide
Oxidizer Mixing Fill Line
Valve
Carbon Dioxide
Fill Line

Figure 4-28.Dual oxidizer tank setup.

A closer view of the dual oxidizer tank arrangement is below. The filling sequenite floot

test fire was altered to accommodate the second tank. First, the oxidizer mixing vatVeseds
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to ensure that no carbon dioxide would enter the nitrous oxide tank before filling of the nitrous
oxide. Then the carbon dioxide vent valve was opened to allow the headspace gas to vent. Next,
the carbon dioxide fill tank valve was opened to allow flow into the carbon dioxide tank. Once
liquid carbon dioxide was observed flowing out of the vent valve port, the vent valve was closed.
The same process was then performed with the nitrous.&itly, the oxidizer mixing valve

was opened to allow both oxidizers to share an open port above the pyrotechnic valve. When the
time for the hot fire test came, the preheater grain was ignited, and three seconittie later,
pyrotechnic valve was ignited.

Carbon Dioxide Nitrous Oxide

Tank Tank

Carbon Dioxide

Dip Tube
Nitrous Oxide
Fill Line

Carbon Dioxide

Vent Valve
Oxidizer Mixing
Valve

Carbon Dioxide

Fill Line

Pyrotechnic
Valve

Figure 4-29.Close up view of dual oxidizer tank setup.

After the test, the high-speed footage was viewed, and no large oscillations were observed. The

data was thereviewed and confirmed that no combustion chamber oscillations were as large in
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amplitude or frequency as the previous test, but erratic changes in the chambee press

present during the firing (Figure 4-29).
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Figure 4-30.November 1% hot fire test data.

These peaks seen in the combustion chamber pressure data were most likely duenoediffier

the flow of carbon dioxide and nitrous oxide. As the nitrous oxide had an unimpeded flow
direction to the injector, it appears as though it may have been leading the combustion. The
carbon dioxide had two 90 degree turns before it mixed with the nitrous oxide directly above the

injector, which could have caused turbulent Eddies to form (Figure 4-30).
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Pyrotechnic Valve/ Injector
Figure 4-31.Diagram of CO2 and N20O routing.

The oxidizer tank pressure remained relatively high (525 psi) after the combustion chamber
pressure receded to approximately 50 psi. This was most likely residual carbon didxidedef

tank and evaporatl through the piping until it eventually egdthe injector.

Figure 4-32.November 1% hot fire test: 50% nitrous oxide and%@arbon dioxide.
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Comparisons of Hybrid Motor Test Results

Although not as many hybrid tests were performed as desired, the results acquired proved
to be interesting. The last two test fires were compared to the control data point-&@st Fir
Below is a graph of the second firing, (Test Fire 2 - red) which had an oxidizerenof 100%
nitrous oxide, the fourth firing, (Test Fire 4 - green) which had an oxidizer mot&@ %
nitrous oxide and 50% carbon dioxide, and the fifth firing, (Test Fire 5 - blue) wikihad an
oxidizer mixture of 50 % nitrous oxide and 50% carbon dioxide (Figure 4-32). To quantitatively
analyze these three firings, the total impulsg X of each was compared. Equation 3-5 was

utilized to calculate the approximate total impulses from the combustion chamber pressure data.
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Figure 4-33.0Overlapped combustion chamber pressure data from Test Fires 2, 4, and 5.

Test Fire 2 had a calculated total impulse of 228.7 Ibf-seconds. Test Firecdlotdated at

230.7 Ibf-seconds, and Test Fired 5 at 267.5 Ibf-seconds. The aversgle@a each firing was
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also calculated to estimate an effective exhaust velocity (C*) using equation 4-4. -Bable 4

displays these exhaust velocities and their corresponding burned fuel mass.

Table 4-3.Calculated exhaust velocitie€¥) and fuel mass burned ( ),

Test Number C* “E n
Test Fire 2 1887.7 ft/sec 0.197 Ibm
Test Fire 4 2035.7 ft/sec 0.291 Ibm
Test Fire 5 2360.6 ft/sec 0.365 Ibm

Below are two images of the fuel grain used in Test Fire 5. The left imagekeasafter casting

(before the hot test fire), and the right was post-firing.

Figure 4-34.Test Fire 5 fuel grain before (left) and after (right) hot test firing.

Since the content of the metal in the fuel graasapproximately 50% of the total mass, it was
unsure how the heat transfer would propagate. From the limited testing done on this project,

estimates were made on the convective and radiative heat transfer. Using the convective heat
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transfer coefficient equation 2-10 required a Stanton numbes wEs calculated using the

following equation:

5 ratu4 K4ag N4z (4-12)
The heat transfer coefficient was then acquired, and an approximate convedtivanséer of
1191.9 W was calculated. Equation 2-11 was used to approximate a radiative heat transfer of
573.6 W. These values were instantaneous values calculated at the start of ignition. The ratio o
radiative heat transfer to convective heat transfer was then calculated to be 0.48tedAs s
earlier in chapter two, Chiaverini specified if the radiative heat transfer is one half thraless
the convective heat transfer, the net result is a small change in the regressmppraterfately
equal to or less than 10%) [17]. In a fuel grain with higher metal content (greater thgrifE0%
total heat transfer would increase as the radiative heat transfer increasetbréhehanges in
the regression rate of the fuel will likely have to be taken in to account in hybrid motors with

higher metal composition.
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CHAPTER 5 +CONCLUSION AND FUTURE WORK

Conclusion

The ambition of this project was to observe and identify some of the key aspects of
designing and operating a high metals rocket motor with a dual oxadirgarised of carbon
dioxide and nitrous oxide. Chapter one discussed the background of rocket propulsion and its
impact on history. It then went into detail on how obtainable elements such as the atmosphere
and metals within the regolith could be utilized in propulsion systems for traversing the planet or
even returning back to the Earth. Chapter two described the different modes of combustion using
metal powders and carbon dioxide and then put its focus on the powdered metal design and the
traditional hybrid design. The chapter then defined different ways of calculating the regression of
solid propellants and hybrid fuels in regards to convective and radiant heat tiansfer.
additionally showcased an experiment to observe the interactions between liquid carbon dioxide
and liquid nitrous oxide within a clear mixing chamber. Lastly, chapter two compared the
theoretical exhaust velocity and O/F ratio for different oxidizer mixture ratios withetitfer
metal fuel compositions. Chapter three then addressed the characterization of a preteater gr
which would deliver enough energy to aid in the initial startup and decomposition of the oxidizer
mixture while retaining a similar theoretical regression rate to the calculated regressidn rate o
the fuel grain. This was accomplished through hot fire tests of polychloroprene based composite
propellants. After a series of unscheduled rapid disassemblies, a dual oxidizer propelgant
ammonium nitrate and ammonium perchlorate with the common binder HTPB was tested
successfully. The characterization process used different nozzle throat diamreddfertnt

tests to approximate a regression rate for the A206-B propellant. Chapter four finallyetiscuss
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the design and testing of the hybrid system. Using parameters such as theoretical exhaust
velocity, regression rate, oxidizer, and fuel mass flow rate, and combustion cham&erepres
estimated in chapters two and three, the design of the hybrid motor was established. The oxidizer
tank, combustion chamber, nozzle, injector, and pyrotechnic valve were designed and
hydrostatically tested to 1.5 times the maximum operating pressure. The system was then cold
flow tested to observe the burn time of the preheater grain, and the flow time of the liquid

oxidizer exiting the injector. This led to the hot test firings of the system. This chapter also
addressed the various problems associated with this type of propulsion system such as oxidizer
feed system induced instability and miscibility concerns with carbon dioxide and nitrous oxide

oxidizer mixtures.

The results of this research concluded that though the carbon dioxide and nitrous oxide
mixed into a homogenous fluid in the clear mixing chamber in Figure 2-11, the data in hybrid
motor Tests 4 and 5 with a 50/50 oxidizer mixture suggest that one of the fluids may be coming
out of solution during the burn when changes in headspace pressure are occurringeticems
that at the scale of the motors and metal fuel content tested for this thesis, radiative heat transfe
did not play a significant role in affecting the regression rate of the fuel grain. Isaajer
hybrid motors with higher metal contents may have to combat new challenges with increased

radiative heat transfer.

Future Work

There is much work to be done to understand the nature of carbon dioxide and metal
rocket propulsion systems. The effort made in this project was an attempt to transmit tioé ideas
RWKHUVY LQWR UHDO KDUGZDUH VR ZRUN FDQ EH DGGHG WR

are many proposed ways of utilizing the resources of other planets and moons, but this thesis
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focused on one particular method. At the time of this writing, companies such SpaceX and Blue
Origin are developing propulsion systems that use liquid methane and liquid oxygen as
propellants. This could be another very promising solution for in situ propellant resource
utilization employing the Sabatier reaction on the surface of Mars. Neverthelessyéner

things learned through this project that could be applied to future research for carbonathdxide

metal propulsion.

One aspect of the design that was assumed to hold true from bench testing to hot test fires
was the homogeneity of the carbon dioxide and nitrous oxide oxidizers. Separated tanks for both
oxidizers leading directly into the injector, although a heavier design when thinking of actual

flight hardware, could be yield more favorable results in observing the combustion process.

Circulation zones within the combustion chamber could aid in better mixing between the
oxidizer mixture and the fuel. These zones, called a precombustion chamber and a
postcombustion chamber, are two spaces in between the injector and forward facing end of the
fuel grain and the aft end of the fuel grain with the nozzle that support more efficient mixing to

avoid fuel-rich exhaust exiting the nozzle.

This work involved bench-scale hardware where the motor size was kept to a maximum
thrust of 50 pounds. Seeing certain tendencies like combustion instability and the effect of
radiant heat transfer to the fuel grain was difficult. A large motor could be useddo mor
thoroughly address the issues that will be faced by hardware intended for spaceftiykiaty
a future recommendation would be to increase both the oxidizer mass flow rate and combustion
chamber pressure on future test motors to record the range of performance athietrezse

unique propellants.
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Lastly, work that was completed towards the end of the project currently looks like an
area of interest. Figure 2-1 shows the different modes of mixing and burning meteénuith
dioxide. Part (a) of that figure displays an image that looks similar to the traditional hybrid mode
excep that the fuel grain is solid propellant with a high fuel (metal) content. This low oxidizer
approach would entail that the motor would burn as a solid motor until the carbon dioxide was
introduced. This type of system would not require a preheater grain and would be ignited in the
same way a solid propellant grain would be with the addition of the pyrotechnic valve. A proof
of concept propellant using only 20% oxidizer is shown below in Figure 5-1. Work on this

technique will continue by the author in the coming months.

Figure 5-1.Low oxidizer fuel grain.

102



REFERENCES

[1] Von Braun, W., Ordway, F. I., Lange, H. H.-K., & Durant, F. C. (196&gtory of rocketry
and space traveNew York, NY: Crowell.

[2] Boiron, A. J., & Cantwell, B. (2013). Hybrid Rocket Propulsion and In-Sityp&lant
Production for Future Mars Missions. 49th AIAA/ASME/SAE/ASEE Joint Propulsion
Conference. doi:10.2514/6.2013-3899

[8] =XEULQ 5REHU WDiredd-Vik Iingple,*Robudtyand Cost Effective Architecture for
WKH 6SDFH ([SOR UMW AdRQpad@ SMéhdedMestibigly 1991,
doi:10.2514/6.1991-329.

[4] Sutton, G. P., & Biblarz, O. (2017rocket propulsion elementdoboken (N.Y.): Wiley.

@ *RURVKLQ 6 HW DO -€arBahGibXitel BopuBib Ebvidepisfor Mars
0LV V L BSthMoint Propulsion Conference and Exhili®99, doi:10.2514/6.1999-2408.

[6] Shafirovich, E., Gikalp, 1., & Baker, A. (2004). Metal-CO2 Propulsion Systeil&os
Missions.Proceedings of the 2nd International Conference on Green Propellants for Space
Propulsion

[7] Shafirovich, E., Shiryaev, A. and Goldshleger, U. (1993). Magnesium aoiCBioxide -
A Rocket Propellant for Mars MissisnJournal of Propulsion and Powge®(2), pp.197-203.

[8] Wickman Spacecraft &propulsion Co. http://www.wickmanspacecraft.com/marsjet.html
[9] Catalog Page For Pia22460 https://photojournal.jpl.nasa.gov/catalog/P1A22460

[10] Anderson, J. D. (2016hntroduction to Flight New York: McGraw-Hill Education.

[11] Arg-http://lwww.military-today.com/aircraft/mqgl_predator.htm

[12] Landis, G., Linne, D., & Taylor, D. (2000). A Mars rocket vehicle usingtin-s
propellants36th AIAA/ASME/SAE/ASEE Joint Propulsion Conference and Exhibit
doi:10.2514/6.2000-3120

[13] Meyer, M. L. (1993). Powdered Aluminum and Oxygen Rocket Propellants: Subscale
Combustion Experiment80th JANNAF Combustion Subcommittee Meeting sponsored by the
Joint Army-Navy-NASA-Air Force Combustion Subcommiteeterey, California, November
15-19, 1993

103



[14] Foote, P., & Litchford, RJ. (2005). Powdered Magnesium - Carbon Dioxide Combustion
for Mars Propulsiond1st AIAA/ASME/SAE/ASEE Joint Propulsion Conference & Exhibit
doi:10.2514/6.2005-4469

[15] Hinds, W. C. (1999):Aerosol technology: properties, behavior, and measurement of
airborne particles"

[16] :LFNPDQ --Situ Marttan Rocket and Airbreathing Jet Engine” 6% ,5 3KDVH ,,
Final Report, NASA Contract NASB7048, 1998.

[17] Chiaverini, M. J., & Kuo, K. K. (2007Fundamentals of hybrid rocket combustion and
propulsion American Institute of Aeronautics and Astronautics.

[18] Wickman, J. H. (2006 How to make amateur rockeSasper, WY: CP Technologies.

[19] Nakka, R. (n.d.). Experiments with Ammonium Nitrate / Aluminum based Propellant
Formulations. Retrieved from http://www.nakka-rocketry.net/anexp.html

[20] Nakka, R. (n.d.). Measuring Chamber Pressure and Determining C-Stanrast T
Coefficient. Retrieved from https://www.nakka-rocketry.net/pressure-measurement.html

[21] DeMar, J. S. (n.d.). A Practical Guide to Kn. Retrieved from
http://www.thrustgear.com/topics/Kn_Notes.htm

[22] Yount, R. A., & Angelus, T. A. (1964). Chuffing and nonacoustic instability phenomena in
solid propellant rocket®lAA Journa) 2(7), 13074.313. doi: 10.2514/3.2537

[23] Mueller, T. (n.d.). Liquid Rocket Components: Pyrotechnic Valves. Retrieved from
maxentropy.net/rocketry/pyrovalve/PyroValve.pdf

104



APPENDIX A

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 40.500 -1090 0.06230 4H 2N 3 O
0 SULFUR 2.700 0 0.07470 1S

0 ALUMINUM (PURE CRYSTALINE) 15.700 0 0.09750 1AL

0 MAGNESIUM (PURE CRYSTALINE) 15.700 0 0.06280 1 MG

0 CUPRIC OXIDE 1.100 -473 0.22800 1CU 10

0 CHLOROPRENE 24.300 -2000 0.05540 4C 5H 1CL

THE PROPELLANT DENSITY IS 0.06491 LB/CU-IN OR 1.7966 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

3.396031 H
1.097796 C
1.011893 N
1.531669 O
0.645559 MG
0.581913 AL
0.084201 S
0.274449 CL
0.013830 CU

* woees CHAMBER RESULTS FOLLOW * *
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2197 3496 13.60 200.00 -93.27 190.42 1.1621 3.117 4.510

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.604 11.333
NUMBER MOLS GAS AND CONDENSED = 3.012 0.955

1.658868e+000 H2 5.596777e-001 C& 4.997452e-001 CO 4.690683e-001 N2
2.578524e-001 MgAI204& 1.701420e-001 Mg 1.119757e-001 MgCI2  8.23 5873e-002 MgS&
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4.801712e-002 AIN& 2.556765e-002 CNH 1.684451e-002 AICI 157 5310e-002 HCI

1.349980e-002 MgCl 8.938317e-003 MgH 7.066680e-003 Cu* 517 4671e-003 Cu
4.709573e-003 C2H2 3.356596e-003 H 2.810088e-003 CH4 1.49 2465e-003 CuCl
1.108094e-003 H2S 9.285761e-004 AICI2  3.819400e-004 MgS 2.27 6668e-004 H20
1.732802e-004 Mg2Cl4  1.425767e-004 CH3 1.403512e-004 CS 1.22 3963e-004 Al
1.220937e-004 HS 1.004705e-004 NH3 8.28741 2e-005 AICI3  7.889234e-005 C2H4
5.841319e-005 AlH 4.870657e-005 Al20 3.885018e-005 Cu2 3.16 2121e-005 MgHO
2.337334e-005 CI 1.524312e-005 AIHO 1.387876e-005 CO2 1.37 7748e-005 CSO
1.274149e-005 C2H 9.910289e- 006 MgN 4.301742e-006 S 3.922845e-006 C2N2
3.593781e-006 AIOCI  3.205501e-006 CS2 2.624054e-006 AIS 2.48 0489e-006 CH20

2.47353E-06 CN 2.47353E-06 CN

THE MOLECULAR WEIGHT OF THE MIXTURE IS  25.208

ik EXHAUST RESULTS FOLLOW s sk
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1843 2857 1.00 14.70 -124.16 190.42 1.1463 2.835 0.353

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.403 11.147
NUMBER MOLS GAS AND CONDENSED = 2.835 1.126

1.685273e+000 H2 7.288175e-001 C& 5.024772e-001 N2 3.604 375e-001 CO
2.895388e-001 MgAI204& 1.264004e-001 MgCI2  1.258634e-001 Mg 8.38 7965e-002 MgS&
1.287126e-002 MgO& 1.206257e-002 HCI 1.052926e-002 Cu* 6.86 7503e-003 CNH
5.408462e-003 MgCl 2.652523e-003 AICI 2.487288e-003 Cu 1.36 0909e-003 MgH
1.109941e- 003 H 7.835975e-004 CuCl 6.187686e-004 CH4 4.729234e-004 C2H 2
1.96917 6e-004 H2S 1.215893e-004 AICI2  9.073848e-005 Mg2Cl4  4.978285e-005 H20
3.007324e-005 MgS 1.539259e-005 AICI3  1.493410e-005 NH3 1.32 4970e-005 HS
1.293328e-005 CS 1.009812e-005 CH3 6.027795e-006 Cl 5. 687462e-006 Cu2
4.417745e-006 C2H4 3.303718e-006 Al 2.680807e-006 CO2 251 7445e-006 MgHO

1.48268E-06 CSO 1.48268E-06 CSO

THE MOLECULAR WEIGHT OF THE MIXTURE IS  25.248

Frrkrk*PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#rkk
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IMPULSE ISEX T* P* C* ISP* OPT-EX D-ISP A*M EX- T
159.3 1.1807 2030 7.73 3848.0 2.84 286.3 0.59814 1525

164.0 1.0983 2119 8.19 3762.9 147.8 3.20 294.6 0.58490 1843
Figure A-1. PROPEP simulation output of A204 propellant.
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Figure A-2. PROPEP simulation of A204 propellant.

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 54500 -1090 0.06230 4H 2N 3 (0]
0 ALUMINUM (PURE CRYSTALINE) 20.000 0 0.09750 1AL
0 MAGNESIUM (PURE CRYSTALINE) 5.000 0 0.06290 1 MG

0 SULFUR 0.500 0 0.07470 1S
0 TEFLON 1.000 -1930 0.07940 1C 2F
0 CUPRIC OXIDE 1.000 -473 0.22800 1CU 10
0 R45HT 15.680 0 0.03290 667 C 999 H 50
0 PAPI 2.320 -202 0.04480224 C 155H 27 O 27N

THE PROPELLANT DENSITY IS 0.05843 LB/CU-IN OR 1.6173 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS
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NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

4543370 H
1.311608 C
1.378812 N
2.080843 O
0.039991 F
0.205592 MG
0.741290 AL
0.015593 S
0.012572 CU

CHAMBER RESULTS FOLLOW
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2410 3878 34.01 500.00 -62.28 238.69 1.1942 4.150 8.195

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.690 10.894
NUMBER MOLS GAS AND CONDENSED = 4.150 0.504

2.222396e+000 H2 1.262124e+000 CO 5.284353e-001 N2 2.88678
1.698566e-001 MgAI204* 4.531188e-002 AI203*  3.293581e-002 CNH 3.
1.218039e-002 Cu 1.175093e-002 AlF 1.118511e-002 H2S 8.68
6.672794e-003 AlF4-  5.413245e-003 C2H2 3.284847e-003 CH4 2.64
1.694661e-003 HS 1.288836e-003 H20 1.279516e-003 CS 112
9.375042e-004 HF 7.429076e-004 Al 6.045477e-004 MgS 4.21
3.077747e-004 CH3 2.462956e-004 CSO 2.333978e-004 NH3 2.
1.849083e-004 AIHO 1.545813e-004 Cu2 1.243918e-004 CO2 1.13
9.268897e-005 AIS 9.061737e-005 C2H4 7.707536e-005 S 6.33
6.171667e-005 AlF2 5.508868e-005 S2 3.947983e-005 AIOF2  3.07
2.806641e-005 MgHO 2.125584e-005 AIOF 1.434241e-005 CHO 1.38
8.455031e-006 CN 5.961351e-006 C2N2 5.052236e-006 MgN 4.74
3.365922e-006 CuF 3.223920e-006 S3 2.951964e-006 NH2 2.65
2.2509E-06 CH2 2.2509E-06 CH2 2.2509E-06 CH2

THE MOLECULAR WEIGHT OF THE MIXTURE IS  21.486

ik EXHAUST RESULTS FOLLOW  *#kkiiiiciotiiiiok *
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1855 2880 1.00 14.70 -122.24 238.69 1.1842 3.880 0.259

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.344 10.627
NUMBER MOLS GAS AND CONDENSED = 3.880 0.783

2.255466e+000 H2 9.471778e-001 CO 6.328545e-001 N2 3.517
1.924444e-001 MgAI204& 1.211585e-001 Al203&  1.035503e-001 AIN& 9.
AlF4-

9.469066e-003 CNH 8.636495e-003 Cu* 7.761848e-003 H2S 7.17
5.808721e-003 MgS& 3.900006e-003 Cu 1.660821e-003 H 7.77
7.641690e-004 AlF 6.976728e-004 C2H2 5.891314e-004 CS 5.63
2.431285e-004 CS2 1.955054e-004 HF 1.206335e-004 H20 112
7.697847e-005 MgH 5.389668e-005 S2 5.097482e-005 MgS 1.
1.677473e-005 S 1.417090e-005 CH3 1.260441e-005 CO2 1.06
9.626470e-006 S3 9.393910e-006 Cu2 8.450428e-006 MgF 5.87

3.192418e- 006 AIH 2.490230e-006 AI20 2.308685e-006 AIS 2.272648e-006 AlH

1.37874E-06 AlF2

THE MOLECULAR WEIGHT OF THE MIXTURE IS 21.445
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2e-001 AIN&
222422e-002 Mg
4477e-003 H
4244e-003 MgH
7253e-003 AI20
4206e-004 AlH
000906e-004 MgF
9189e-004 CS2
7954e-005 Cu*
2291e-005 C2H
5448e-005 CH20
5358e-006 MgF2
6711e-006 CNHO

265e-001 C&
709841e-003

5529e-003 Mg
6448e-004 CH4
2223e-004 HS
9297e-004 CSO
850255e-005 NH3
0701e-005 Al
4495e-006 C2H4
o]



wkkeePERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE***rik

IMPULSE ISEX T* P* C* ISP* OPT-EX D-ISP A*M EX- T
214.8 1.2040 2187 19.17 4596.5 5.27 347.4 0.28579 1326
228.4 1.1258 2346 19.63 4832.8 184.0 6.17 369.4 0.30048 1855

Figure A-3. PROPEP simulation output of A204 propellant.

AMMONIUM NITRATE

ALUMINUM (PURE CRYSTALINE)
MAGNESIUM (PURE CRYSTALINE)
SULFUR
POLYVINYLPYRROLIDINE

[ ]

Display
Nozzle
Graphs

Figure A-4. PROPEP simulation of A205 propellant.

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 68.000 -1090 0.06230 4H 2N 3 (0]
0 ALUMINUM (PURE CRYSTALINE) 5.000 0 0.09750 1AL
0 MAGNESIUM (PURE CRYSTALINE) 3.000 0 0.06290 1 MG

0 SULFUR 1.000 0 0.07470 1S

0 POLYVINYLPYRROLIDINE 2.000 -331 0.00001520C 788 H 109 O 88N
0 CUPRIC OXIDE 2.000 -473 0.22800 1CU 10

0 R45HT 15.680 0 0.03290667 C 999H 5 (0]

0 PAPI 2.320 -202 0.04480224 C 155H 27 O 27N
0 IRON OXIDE 1.000 -1230 0.18400 30 2FE

THE PROPELLANT DENSITY IS 0.00050 LB/CU-IN OR 0.0137 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS
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5.375302 H
1.395438 C
1.733680 N
2.639910 O
0.123355 MG
0.185323 AL
0.031186 S
0.012523 FE
0.025145 CU

f CHAMBER RESULTS FOLLOW
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1754 2697 34.01 500.00 -77.43 258.42 1.2466 4.949 6.872

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.964 9.729
NUMBER MOLS GAS AND CONDENSED = 4.949 0.161

1.941426e+000 H2 1.265828e+000 CO 8.665043e-001 N2 7.14603
1.286092e-001 CO2 9.264272e-002 MgAI204& 3.068559e-002 MgO& 3.00
2.508502e-002 Cu* 1.243097e-002 Fe& 6.796719e-004 CSO 5.67
2.478442e-004 HS 1.858373e-004 CH4 1.278419e-004 H 6.43
FeH202
5.355606e-005 CNH 4.556015e-005 Cu 2.446437e-005 S3 2.10
1.216583e-005 CH20 2.937854e-006 MgH202  2.849574e-006 HO 2.60
2.37895E-06 SO 2.37895E-06 SO 2.37895E-06 SO

THE MOLECULAR WEIGHT OF THE MIXTURE IS  19.569

wkkrktt s EXHAUST RESULTS FOLLOW ik * *
T(K) T(F) P(ATM) P(PSI)ENTHALPY ENTROPY CP/CV GAS RTN
958 1265 1.00 14.70 -121.69 258.42 1.2715 4.796 0.2 09

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.338 9.003
NUMBER MOLS GAS AND CONDENSED = 4.796 0.161

2.000721e+000 H2 9.127297e-001 CO 8.666007e-001 N2 5.143

4.055806e-001 CO2 9.264272e-002 MgAI204& 7.679141e-002 CH4 3.06

2.512958e-002 Cué& 1.835016e-002 H2S 1.249548e-002 FeS&  4.27413
0.000265601 CSO 0.000265601 CSO 0.000265601 CSO

THE MOLECULAR WEIGHT OF THE MIXTURE IS 20.174
Frk*PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#kk
IMPULSE ISEX T* P* C* |SP* OPT-EX D-ISP A*M EX- T

193.9 1.2700 1545 18.75 4192.8 4.77 2.7 0.26069 829
196.3 1.2448 1563 18.91 4242.7 164.6 5.22 2.7 0.26379 958

6e-001 H20
7260e-002 H2S
3295e-004 NH3
2230e-005

8894e-005 S2
8657e-006 SO2

215e-001 H20
8753e-002 MgO&
7e-004 NH3

Figure A-5. PROPEP simulation output of A205 propellant.
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AMMONIUM NITRATE
AMMONIUM PERCHLORATE (AP)
ALUMINUM (PURE CRYSTALINE)
MAGNESIUM (PURE CRYSTALINE)
CUPRIC OXIDE

IRON OXIDE

RA5HT

PAPI

ISODECYL PELARGONATE ;

Display
Nozzle
Graphs

Figure A-6. PROPEP simulation of A206-B propellant.

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 41.000 -1090 0.06230 4H 2N 3 (0]
0 AMMONIUM PERCHLORATE (AP) 26.000 -602 0.07040 1CL 4H 1 N 40

0 ALUMINUM (PURE CRYSTALINE) 7.000 0 0.09750 1AL
0 MAGNESIUM (PURE CRYSTALINE) 3.000 0 0.06290 1 MG

0 CUPRIC OXIDE 4.000 -473 0.22800 1CU 10

0 IRON OXIDE 1.000 -1230 0.18400 30 2FE

0 R45HT 14.000 0 0.03290 667 C 999 H 50

0 PAPI 2.000 -202 0.04480224 C 155H 27 O 27N
0 ISODECYL PELARGONATE 2.000 -714 0.00001 19C 38H 20

THE PROPELLANT DENSITY IS 0.00050 LB/CU-IN OR 0.0137 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

4.810471 H
1.276147 C
1.260434 N
2.526641 O
0.123355 MG
0.259451 AL
0.221282 CL
0.012523 FE
0.050289 CU
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cas o e CHAMBER RESULTS FOLLOW  **sirsiecesiitns
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2295 3672 68.02 1000.00 -65.30 243.40 12219 4.433 15.344

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.318 10.552
NUMBER MOLS GAS AND CONDENSED = 4.433 0.164

1.658123e+000 H2 1.191274e+000 CO 6.534647e-001 H20
1.820415e-001 HCI 1.224986e-001 MgAI204& 8.465954e-002 CO2 3.39
1.317653e-002 CuCl 1.199278e-002 FeCl2  7.196286e-003 Al203& 3.10
3.042050e-003 Cu 8.005038e-004 MgCl2  3.513191e-004 NH3 2.
FeH202
2.447859e-004 CI 2.000871e-004 HO 1.834684e-004 Fe 8.07
2.953793e-005 Cu2 2.094415e-005 FeCl 1.905454e-005 Cu3CI3 1.8
1.549791e-005 CH4 1.346110e-005 MgH202  1.093698e-005 CHO 7.90
7.304391e-006 AICI 6.513335e-006 Mg 6.506301e-006 NO 6.17
AICI2
6.035017e-006 AICI3  5.272190e- 006 MgHO 4.274430e-006 CNHO
FeCI3
3.355228e-006 AIOCI  2.686556e-006 FeO 2.356756e-006 AIHO2  2.08
1.90942E-06 Fe2Cl4 1.90942E-06 Fe2Cl4 1.90942E-06 Fe2Cl4

THE MOLECULAR WEIGHT OF THE MIXTURE IS  21.753

ik EXHAUST RESULTS FOLLOW s sk
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1059 1447 1.00 14.70 -124.81 243.40 1.2616 4.411 0.227

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 8.225 9.193
NUMBER MOLS GAS AND CONDENSED = 4.411 0.188

1.832246e+000 H2 9.897875e-001 CO 6.300987e-001 N2 4.553

2.805540e-001 CO2 2.117907e-001 HCI 1.233272e-001 MgAI204& 5.02

7.812337e-003 FeO& 6.377964e-003 AI203& 5.717097e-003 CH4 4.64

FeCI2

1.797015e-004 NH3 2.137024e-005 Fe2Cl4  5.509669e-006 Cu3CI3  4.57
1.93138E-06 CNH

THE MOLECULAR WEIGHT OF THE MIXTURE IS  21.747

6. 299686e-001 N2
4235e-002 Cu*
7765e-003 H

932094e-004

7266e-005 CNH
62019e-005 CH20
7403e-006 MgCl
2385e-006
3.575557e-006

1062e-006 NH2

475e-001 H20
5307e-002 Cu&
1406e-003

6720e-006 CuCl

Fk PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#x

IMPULSE ISEX T* P* C* |ISP* OPT-EX D-ISP A*M EX-
226.0 12441 2046 37.82 4568.5 8.15 3.1 0.14202 1003
227.6 1.2257 2064 38.06 4608.9 178.8 8.43 3.1 0.14328 1059

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 41.000 -1090 0.06230 4H 2N 3

0 AMMONIUM PERCHLORATE (AP) 26.000 -602 0.07040 1CL 4H 1

0 ALUMINUM (PURE CRYSTALINE) 7.000 0 0.09750 1AL
0 MAGNESIUM (PURE CRYSTALINE) 3.000 0 0.06290 1 MG

0 CUPRIC OXIDE 4.000 -473 0.22800 1CU 10

0 IRON OXIDE 1.000 -1230 0.18400 30 2FE

0 RASHT 14.000 0 0.03290667 C 999H 5

0 PAPI 2.000 -202 0.04480224 C 155H 27

0 ISODECYL PELARGONATE 2.000 -714 0.00001 19C 38H 2

112

O 27N



THE PROPELLANT DENSITY IS 0.00050 LB/CU-IN OR 0.0137 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

4.810471 H
1.276147 C
1.260434 N
2.526641 O
0.123355 MG
0.259451 AL
0.221282 CL
0.012523 FE
0.050289 CU

CHAMBER RESULTS FOLLOW
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2286 3656 34.01 500.00 -65.30 249.51 1.2226 4.439 7.662

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.308 10.543
NUMBER MOLS GAS AND CONDENSED = 4.439 0.157

1.660319e+000 H2 1.191088e+000 CO 6.530403e-001 H20 6.30075 7e-001 N2
1.779754e-001 HCI 1.2254 57e-001 MgAI204& 8.491249e-002 CO2 2.677049e-002 Cu*
1.764768e-002 CuCl 1.181777e-002 FeCl2  7.148674e-003 Al203& 5.71 2558e-003 Cu
4.194917e-003 H 7.450123e-004 MgCI2  3.516596e-004 Fe 3.23 0318e-004 Cl
2.934143e-004 FeH202 2.661283e-004 HO 1.777854e-004 NH3 5.42 1408e-005 Cu2
4.043360e-005 CNH 2.815415e-005 FeCl 1.271978e-005 MgH202 1.26 6669e-005
Cu3CI3

1.183664e-005 Mg 1.013211e-005 MgClI 9.323606e-006 CH20 9.18 1666e-006 AICI
8.550765e-006 NO 7.487685e-006 CHO 6.84546 0e-006 MgHO 5.503530e-006

AICI2

5.050926e-006 FeO 4.239520e-006 AIOCI  4.067429e-006 CH4 3.87 2889e-006
AICI3

3.018051e-006 AIHO2  2.441979e-006 FeCI3  2.130740e-006 CNHO 1.85 2660e-006 AIHO

1.41669E-06 NH2

THE MOLECULAR WEIGHT OF THE MIXTURE IS  21.759

ik EXHAUST RESULTS FOLLOW ¥k
T(K) T(F) P(ATM) P(PSIl) ENTHALPY ENTROPY CP/CV GAS RTN
1201 1702 1.00 14.70 -117.92 249.51 1.2555 4.422 0.226

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL= 8376 9.373
NUMBER MOLS GAS AND CONDENSED = 4.422 0.184

1.788972e+000 H2 1.055133e+000 CO 6.301472e-001 N2 5.13518 2e-001 H20
2.206845e-001 CO2 2.041884e-001 HCI 1.233273e-001 MgAI204& 5.02 0511e-002 Cu&
8.440249e-003 FeCI2  6.377962e-003 Al203&  4.035075e-003 FeO& 241 7367e-004 CH4
8.232492e-005 NH3 4.878739e-005 CuCl 1.058194e-005 Fe2Cl4  6.75 4619e-006
Cu3CI3

1.69092E-06 CNH
THE MOLECULAR WEIGHT OF THE MIXTURE IS 21.713

Tk PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#rskik
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IMPULSE ISEX T* P* C* ISP* O PT-EX D-ISP A*M EX-T

2125 1.2408 2040 18.93 4574.8 498 2.9 0.28444 1153
214.0 1.2223 2060 19.05 4607.9 178.7 5.09 2.9 0.28650 1201

Code WEIGHT D-H DENS COMPOSITION
0 AMMONIUM NITRATE 41.000 -1090 0.06230 4H 2N 3

0 AMMONIUM PERCHLORATE (AP) 26.000 -602 0.07040 1CL 4H 1

0 ALUMINUM (PURE CRYSTALINE) 7.000 0 0.09750 1AL
0 MAGNESIUM (PURE CRYSTALINE) 3.000 0 0.06290 1 MG

0 CUPRIC OXIDE 4.000 -473 0.22800 1CU 10

0 IRON OXIDE 1.000 -1230 0.18400 30O 2FE

0 R45HT 14.000 0 0.03290 667 C 999 H 5

0 PAPI 2.000 -202 0.04480224 C 155H 27

0 ISODECYL PELARGONATE 2.000 -714 0.00001 19C 38H

THE PROPELLANT DENSITY IS 0.00050 LB/CU-IN OR 0.0137 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 100.0000 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

4.810471 H
1.276147 C
1.260434 N
2.526641 O
0.123355 MG
0.259451 AL
0.221282 CL
0.012523 FE
0.050289 CU

ik CHAMBER RESULTS FOLLOW  ** *x ekl
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2286 3656 34.01 500.00 -65.30 249.51 1.2226 4.439 7.662

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.308 10.543
NUMBER MOLS GAS AND CONDENSED = 4.439 0.157

1.660319e+000 H2 1.191088e+000 CO 6.530403e-001 H20 6.300
1.779754e-001 HCI 1.225457e-001 MgAI204& 8.491249e-002 CO2 2.67
1.764768e-002 CuCl 1.181777e-002 FeCl2  7.148674e-003 Al203& 5.71
4.194917e-003 H 7.450123e-004 MgCI2  3.516596e-004 Fe 3.23
2.934143e-004 FeH202 2.661283e-004 HO 1.777854e-004 NH3 5.42
4.043360e-005 CNH 2.815415e-005 FeCl 1.271978e-005 MgH202 1.26
Cu3CI3
1.183664e-005 Mg 1.013211e-005 MgCl 9.323606e-006 CH20 9.18
8.550765e-006 NO 7.487685e-006 CHO 6.845460e-006 MgHO 5.
AICI2
5.050926e-006 FeO 4.239520e-006 AIOCI  4.067429e-006 CH4 3.87
AICI3
3.018051e-006 AIHO2  2.441979e-006 FeCI3  2.130740e-006 CNHO 1.85
1.41669E-06 NH2

THE MOLECULAR WEIGHT OF THE MIXTURE IS 21.759

* * wooe EXHAUST RESULTS FOLLOW *
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1201 1702 1.00 14.70 -117.92 249.51 1.2555 4.422 0.226
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757e-001 N2
7049e-002 Cu*
2558e-003 Cu
0318e-004 CI
1408e-005 Cu2
6669e-005

1666e-006 AlCI
503530e-006

2889e-006

2660e-006 AIHO



SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL =

8.376 9.373
NUMBER MOLS GAS AND CONDENSED =

4.422 0.184
1.788972e+000 H2

1.055133e+000 CO 6.301472e-001 N2 5.13518
2.206845e-001 CO2 2.041884e-001 HCI 1.233273e-001 MgAI204& 5.02
8.440249e-003 FeCI2  6.377962e-003 Al203& 4.035075e-003 FeO&
8.232492e-005 NH3 4.878739e-005 CuCl

Cu3CI3

241
1.058194e-005 Fe2Cl4 6.
1.69092E-06 CNH

2e-001 H20
0511e-002 Cu&
7367e-004 CH4

754619e-006

THE MOLECULAR WEIGHT OF THE MIXTURE IS 21.713

T *PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE***#rx
IMPULSE ISEX T P* C*

ISP* OPT-EX D-ISP  A*M EX-
212.5 1.2408 2040 18.93 4574.8

T
498 2.9 0.28444 1153
214.0 1.2223 2060 19.05 4607.9 178.7 5.09 2.9 0.28650 1201

Figure A-7. PROPEP simulation output of A206-B propellant

Figure A-8. BurnSim output of A206-B propellant.
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Figure A-9. ProPEP regression rate input for hypothetical third test fire-1.

Figure A-10. ProPEP regression rate input for hypothetical third test fire-2.
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Figure A-11. ProPEP regression rate input for hypothetical third test fire-3.
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APPENDIX B

Inputs Outputs
| Injector |
Diameter of orifice (single injector) 0.1094
Area of orifice 0.0094 in"2
Discharge Coefficient 0.175
Number of orifices 3
Diameter of singlet orifice 0.063162
| Tank
Inner Diameter 2.045n
Total length of tank 12 in

Volume of Tank

39.41462 in"3

200 PSI
3.840291 Pc/Pe

| Chamber |
Initial Chamber Pressure

O/F

Pe/Pc

Chamber length
Chamber Diameter
Chamber Volume

Characteristic Length (Liquids)

0.055 18.1818..8
In
M
28.27431 in"3
83.711i85

| Nozzle

Area Ratio (At/Ae)

Ae/At

0.365332675 2.737231

Area of Throat, At

0.337759582 in"2

Diameter of Throat

0.655781381in

Area of Exit, Ae

0.924526068 in"2

Diameter of Exit

1.084962739in
Figure B-1.Hybrid design motor parameters Excel sheet-1.
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| Nitrous Oxide |

Tank Pressure 733 PSI
Liquid Density 48 Ibs/ft"3
Liquid Density 0.027778 Ibs/in
Molecular Weight 44 g/mol

Oxidizer Mass 1.094851 Ibs

| Fuel Grain Geometry |

Port Area for non Cylinder in"2

Fuel Grain Diameter th
Cylinder Port diameter 0.625

Cylinder Port area 0.306796 in"2
Cylinder Port circumference 1.9634%4
Grain length h
Grain End Burning Area 2.834794 in"2
Total Grain Burning Area 23.34103 in"2

Nitrous Oxide Mass Flow Rate
0.372101506 Ibs/s

Fuel Mass Flow Rate
0.096894099 Ibm/s

Total Mass Flow Rate m_dot tot
0.468995605 Ib/s

Total Burn Time
2.942345574 s



|Oxidizer Mass Flux (G_o) Ideal Initial Thrust  k Correlations

1.212863367 Ib/s*in"2 91.856033 Ibs 2k"2/k-1 4
2/(k+1) 0.83333!
[Initial Chamber Temperature k+1/k-1 6
2677 K 4818.6 °R Thrust Coefficient, Cf  (Pe/Pc) (k-1/k) 0.4366
1.3597843 (Pe-Pa)*Ae If different Pa and F
|Fue| Regression Rate k 14
a 0.104 in/s / (Ibm/s/in2)*.681
n 0.681
Density (Rho) 0.035 Ib/in"3
r_dot 0.118606702 in/s

|Ratio of Specific Heats, k

1.4
|Ambient Pressurd

11 PSI
Gas Constant, R 65 ft-1b/Ib °R
Gravity, Gc 32.2 ft/s"2
|Throat Temperature

4015.5°R
| Throat Pressure|
105.6563575 PSI

Initial C*
4637.936227 ft/s 1413.642962 m/s
Initial ISP
195.8569167 s

Figure B-2. Hybrid design motor parameters Excel sheet-2.

a n a n a n a n
0.104 0.1 0.104 0.2 0.104 0.3 0.104 0.4
r_dot m dot ox r_dot mdoto¥ r dot mdotox r dot mdotd
0.0867452Z 0.05 0.072353148 0.05f 0.060349 0.06 0.050336 50.
0.0929712 0.1 0.083111942 0.1 0.074298 0.1 0.066419 0,
0.096818% 0.15 0.090132555 0.15f 0.083908 0.15 0.078114 50.
0.0996441 0.2 0.095470551 0.2 0.091472 0.2 0.087641 0.
0.101892% 0.25 0.099827784 0.25 0.097805 0.26 0.095823 5 0.
0.1037673 0.3 0.103535117 0.3 0.103303 0.3 0.103072 0.
0.1053793 0.35 0.106776834 0.35] 0.108193 0.35 0.109628 5 0.
0.106795¢ 0.4 0.109666865 0.4 0.112615 0.4 0.115643 0.
0.1080612 0.45 0.112280912 0.45 0.116665 0.4 0.121221 50.
0.1092057 0.5 0.114672011 0.5 0.120412 0.5 0.126439 0.

Figure B-3. Hybrid design motor parameters- regression rate calculations-1.
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a n a n a n a n
0.104 0.5 0.104 0.6 0.104 0.681] 0.104 0.7
r dot mdotox| r dot mdotoy r dot mdotox r_dot mdotd
0.041985 0.05 | 0.035019 0.05| 0.030233 0.05 0.029209 O.
0.059376 0.1 0.053079 0.1 0.048472 0.1 0.04745 0.
0.07272 0.15 | 0.067698 0.15| 0.063886 0.1% 0.063024 0.1
0.08397 0.2 0.080453 0.2 0.077712 0.2 0.077083 0.
0.093881 0.25 | 0.091979  0.25| 0.090466 0.25 0.090115 0.
0.102842 0.3 0.102612 0.3 0.102426 0.3 0.102382 0.
0.111082 0.35 | 0.112555 0.35| 0.113763 0.3 0.114048 O.
0.118751 0.4 0.121944 0.4 0.124592 0.4 0.125222 0.
0.125955  0.45 | 0.130873 0.45| 0.134998 0.45 0.135984 0.
0.132768 0.5 0.139414 0.5 0.14504 0.5 0.146:392 0.

Figure B-4.Hybrid design motor parameters- regression rate calculations-2.

Figure B-5. Regression rate versus oxidizer mass flow rate.
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Figure B-6. Regression rate versus oxidizer mass flux.

1.8

Figure B-7. Regression rate versus time for hybrid motor.
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Figure B-8. PROPEP simulation of hybrid motor.

Code WEIGHT D- H DENS COMPOSITION
0 ALUMINUM (PURE CRYSTALINE) 42.000 0 0.09750 1AL
0 HTPB (R-45M) 14.000 -367 0.03250200 C 302H 20
0 MAGNESIUM (PURE CRYSTALINE) 10.000 0 0.06290 1 MG
0 MDI (PAPI 94) 2.000 -202 0.04460224 C 155H 27 O 27N
0 NITROUS OXIDE 188.160 443 0.07140 2N 10O
0 CARBON DIOXIDE 188.160 -2137 0.03980 1C 20O
0 CANDELLIA WAX 30.000 -142 0.00001 69C 122H 3 o

THE PROPELLANT DENSITY IS 0.00016 LB/CU-IN OR 0.0044 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 474.3200 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

5.289587 H
7.490766 C
8.564385 N
12.940410 O
0.411184 MG
1.556709 AL

* * wocok CHAMBER RESULTS FOLLOW v+ * *
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2692 4386 68.02 1000.00 -328.55 929.25 1.1908 14.437 4.712

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.737 11.768
NUMBER MOLS GAS AND CONDENSED = 14.437 0.778
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6.273701e+000 CO 4.281273e+000 N2 1.476287e+000 H20 1.21659 0e+000 CO2

1.149593e+000 H2  4.105543e-001 MgAl204* 3.676328e-001 Al203*  2.722 816€-002 H
9.070792e-003 HO 1.403917e-003 NO 1.942911e-004 Mg 1.89 0234e-004
MgH202

1.582458e-004 AHO2  1.506881e-004 MgHO  1.348846e-004 O 1.07 9823e-004 NH3
8.741456e-005 CNH  8.662519e-005 CHO  7.053144e-00502 3. 490664e-005 AIHO
1.975549e-005 CH20  1.682842e-005 CNHO  9.682570e-006 MgH  8.64 0460e-006 NH2

5.60763E-06 MgO

THE MOLECULAR WEIGHT OF THE MIXTURE IS 31.175

EXHAUST RESULTS FOLLOW  *** *
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1441 2135 1.00 14.70 -576.43 929.25 1.2148 14.418 0.069

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.099 10.663

NUMBER MOLS GAS AND CONDENSED = 14.418 0.778

5.839312e+000 CO 4.282065e+000 N2 1.651172e+000 CO2 1.59219 4e+000 H2
1.052401e+000 H20 4.110807e-001 MgAI204& 3.671985e-001 Al203& 4.051 431e-005H

2.16841E-05 NH3
THE MOLECULAR WEIGHT OF THE MIXTURE IS 31.214

T PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#*k*

IMPULSE ISEX T* P* C* ISP* OPT-EX D-ISP A*M EX- T
207.9 1.1990 2448 38.41 4166.2 8.89 0.9 0.12952 1336
213.3 1.1280 2531 39.38 4302.3 163.4 9.04 0.9 0.13375 1441
Code WEIGHT D-H DENS COMPOSITION
0 ALUMINUM (PURE CRYSTALINE) 42.000 0 0.09750 1AL
0 HTPB (R-45M) 14.000 -367 0.03250200 C 302 H 20
0 MAGNESIUM (PURE CRYSTALINE) 10.000 0 0.06290 1 MG
0 MDI (PAPI 94) 2.000 -202 0.04460224 C 155H 270 27N
0 NITROUS OXIDE 188.160 443 0.07140 2N 10O
0 CARBON DIOXIDE 188.160 -2137 0.03980 1C 20O
0 CANDELLIA WAX 30.000 -142 0.00001 69C 122H 3 O

THE PROPELLANT DENSITY IS 0.00016 LB/CU-IN OR 0.0044 GM/CC
THE TOTAL PROPELLANT WEIGHT IS 474.3200 GRAMS

NUMBER OF GRAM ATOMS OF EACH ELEMENT PRESENT IN INGREDIENTS

5.289587 H
7.490766 C
8.564385 N
12.940410 O
0.411184 MG
1.556709 AL

* woees CHAMBER RESULTS FOLLOW ko
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
2677 4359 13.60 200.00 -328.55 975.45 1.1912 14.459 0.941

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.719 11.748
NUMBER MOLS GAS AND CONDENSED = 14.459 0.778

6.271924e+000 CO 4.280623e+000 N2 1.462807e+000 H20 1.21851 3e+000 CO2
1.143138e+000 H2 4.096834e-001 MgAI204* 3.684027e-001 Al203* 5.745 606e-002 H
1.879828e-002 HO 2.879292e-003 NO 8.872195e-004 Mg 5.94 5503e-004 O
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3.197032e-004 AIHO2  3.103395e-004 O2 3.101451e- 004 MgHO

MgH202
7.043558e-005 AIHO  3.718529e-005 CHO  2.440923e-005 MgO  2.16

1.96234E-05 MgH 1.96234E-05 MgH 1.96234E-05 MgH

THE MOLECULAR WEIGHT OF THE MIXTURE IS  31.129

EXHAUST RESULTS FOLLOW
T(K) T(F) P(ATM) P(PSI) ENTHALPY ENTROPY CP/CV GAS RTN
1893 2947 1.00 14.70 -499.84 975.45 1.2047 14.419 0.069

SPECIFIC HEAT (MOLAR) OF GAS AND TOTAL = 9.418 11.098
NUMBER MOLS GAS AND CONDENSED = 14.419 0.778

6.083424e+000 CO 4.282071e+000 N2 1.407058e+000 CO2 1.34661
1.296250e+000 H20 4.110806e-001 MgAI204& 3.671986e-001 Al203&  3.30
0.000262593 HO 0.000262593 HO 0.000262593 HO

THE MOLECULAR WEIGHT OF THE MIXTURE IS  31.210

1.787887e-004

4593e-005 NH3

0e+000 H2
2896e-003 H

T *PERFORMANCE: FROZEN ON FIRST LINE, SHIFTING ON SECOND LINE**#k

IMPULSE ISEX T P* C* |ISP* OPT-EX D-ISP A*M EX-
173.3 1.1951 2439 7.69 4170.7 2.79 0.8 0.64829 1748
177.3 1.1815 2458 7.73 4189.8 1614 2.93 0.8 0.65126 1893

Figure B-9. PROPEP simulation output of hybrid propellants.
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APPENDIX C

Figure C-1. Solidworks drawing of A206-B propellant rocket motor.
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Figure C-2. Solidworks drawing of pintle.
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Figure C-3. Solidworks drawing of injector assembly.
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Figure C-4. Solidworks drawing of nozzle carrier.
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Figure C-5. Solidworks drawing of nozzle insert.
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Figure C-6. Solidworks drawing of combustion chamber.
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Figure C-7. Solidworks drawing of oxidizer tank.
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Figure C-8. Solidworks drawing of pyrotechnic valve piston.
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Figure C-9. Solidworks drawing of pyrotechnic valve housing.
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Figure C-10. Solidworks drawing of pyrotechnic valve squib cap.
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Figure C-11. Solidworks drawing of hybrid motor assembly.
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